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FOREWORD

The study described in this reporf Wai:sij?é}iﬁducted by Lockheed'i\/'[i'ssiles & Space
Company (LMSC) under Contract NAS 8- 1’0342 for the George C . Marshall Space Flight

Center (MSFC), National Aeronautlcs and Space Admmlstratlon Huntsvﬂle Alabama.

N All study efforts were performed under the technical direction of Mr. A. L. Worlund
=- of the Fluid Thermal Systems Branch of the Propulsion and Vehicle Engineering
= Laboratory. 7

o Results of the Hydrogen Slush and/or Hydrogen Gel Utilization Study are published in
_ two volumes:
] Volume I — Handbook of Physical and Thermal Property Data for Hydrogen
- Volume II — Systems Optimization and Vehicle Application Studies
= -
Primary contributors to the study and reports were:
- ¢ Project Manager: C. W. Keller
Thermodynamics: T. C. Nast
= R. P. Warren
- W. 5. Williams
D. R. Elgin
= e ) @ Propellant Dynamics: “Dr. G. Vliet
® Propulsion Analysis: G. W. Coutts
® Performance Analysis: P. J. Van Zytveld
® Systems Analysis: H. L. Jensen
W. B. Zeber
E. F. Costa 7
® Design: R. B. Segerr ”
) Instrumeritatiog:: ____R. M. Kocher

Close coordination was maintained throughout the study contract with Mr. D. B. Chelton
and Mr. D. B. Mann of the National Bureau of Standards (NBS), Institute for Materials

Research, Cryogenics Division, where a related analytical and experimental program

on slush-hydrogen characteristics is in progress.
iii ’
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Technical opinions and data regarding the J-2 and RL10 rocket engines, the Saturn V/
S-IVB propulsion stage, and its hydrogen chilldown pumping system were contributed

during the study by:

Rocketdyne, a Division of North American Aviation, Inc.

Pratt & Whitney Aircraft, a Division of United Aircraft Corporation

Douglas Missiles and Space Division of Douglas Aircraft Company

Pesco Products, a Division of Borg-Warner Corporation
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NOTATION

Basic Symbols

liquid-vapor interface area
tank diameter
gravitational constant

thermal conductivity of
propellant

length
molecular weight

number of variables in a
system

solar heat load near earth
heat rate per unit area
heat rate per unit length

equivalént tank radius
(3V/A) or

engine mixture ratio (O/F)

equivalent tank radius
(A/4m)1/2

slope of hydrogen pressuré—
temperature curve plotted on
log coordinates

specific volume
tank surface area

specific heat capacity of Hg
or
a constant

mass absorption coefficient

characteristic velocity used

to describe engine performance

gas or vapor state

enthalpy of liquid Hg

K-11-67-1
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International Units English Units
cm2 ft2
m ft
2 2
9.807 m/sec 32. 2 ft/sec
w/m° K Btu/hr ft° R
m ft
Dimensionless
Dimensionless
1,397 w/m> 443 Btu/hr ft2
w/m2 Btu/hr £ 2
w/m Btu/hr ft
m ft
Dimensionless
m ft
Dimensionless
m3 /kg ft3 /1b
m2 ft2
joules/gm°K Btu/Ib°R
Dimensionless
1/kg 1/1b
m/sec ft/sec
Dimensionless
joules/gm Btu/1b

Xiv

LOCKHEED MISSILES & SPACE COMPANY

)

.l L

Jp

&

)

L ™

!

Qi

Wig

€l

€l

Ui

(i

(il

no A
i Wi

!m
i

Qi

L



|

fil 1l

il

‘

(

Qi

Qi

om ww wm

am

I

e,

H w» o ol

T*

Basic Symbols

International Units
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English Units

enthalpy of solid Hp joules/gm Btu/1b
hydrogen Dimensionless

helium Dimcnsionless

gamma penetration rate photon/sec photon/sec
specific impulse m/sec Ib-sec/lb
1_:herma.1 conductivity of w/m°K Btu/hr ft°R
insulation

a constant for calculating g .
gamma radiation penetration photon/sec photon/sec
liquid state Dimensionless

latent heat for hydrogen joules/gm Btu/1b
mass kg 1b
mass transfer rate kg/hr m2 1b/hr ft2
pressure Newton/m2 psia
gross heating rate watt Btu/hr
volumetric flowrate m?/min gpm
total heat energj} content joulés Btu

universal gas constant

thermal resistance of an 0

evacuated space
solid state

temperature

= ullage gas temperature that

yields zero mass transfer
across interface

tank volume
velocity

total hydrogen or system
weight

LOCKHEED MISSILES &

8.3143 joules/°K mol

1,544 ft/°R

01579 °K/w 0.00833 hr° R/Btu
Dimensionless
[+] K o R
°K °R
m3 ft3
m/sec ft/sec
kg b
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¢ Symbols International Units English Units

flowrate

ratio of

kg/hr Ib/hr

solid to sum of Dimensionless

liquid and solid mass

mass transfer parameter Dimensionless

thermal

diffusivity of cmz/sec ftz/sec

hydrogen = k/p Cp

solar absorptivity of a

Dimensionless

white painted surface = 0,19

angle of

misalignment of

vehicle thrust axis with radians deg

respect

ratio of

hydrogen = Cp/Cy

to the sunline

heat capacities for Dimensionless

insulation thickness cm ft

tolerance increment of a

Dimensionless

variable (prefix)

discrete increment of a

Dimensionless

particular variable (prefix)

dielectric constant of H2 Dimensionless

volume fraction of tank
occupied by liquid and Dimensionless

solid
time

time wh

hr hr

en optimum insula-

tion thickness results in hr hr
zero boiling

ratio of
mass =

density

initial to final

AV Tsp8c

Dimensionless

kg/m° o /it
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Subscripts

1
2
= 3
- .
N
= c
= f
-
= i
=
= .
]
. 0
= m
- n
- p
= s
-
t
£ .
=
- y
——— zZ
AD
B
BO
G

initial conditions

first engine firing

final conditions

saturated conditions after pressurization

second engine firing

conditions near liquid-vapor interface after pressurizatioa
average conditions at tank inlet
average conditions within tank
average conditions at tank outlet
tank bulkhead or dome

fusion

a particular engine firing

a particular system tolerance

a particular time step during which hydrogen weight and heating rate are

approximately constant

liquid

melted -

total number of engine firings

solid
total

vapor

vaporatization

tank sidewall

hydrogen component in a mixture
helium component in a mixture
adiabatic

boiling

boiloff

gross

xvii
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Subscripts (Continued) %
= inert .
= insulation =
P = impulse propellant
M = mission duration 3
-
N = time step just prior to propellant boiling
= time of initial boiling
P = hydrogen propellant
UP = impulse propellant used to orient the hydrogen ullage for venting
PL = payload
R = residual
T = tank
Vv = volume dependent
Analytical Groups International Units English Units
WPN BF
¢N = XP—I—I—J——(XLf+AH) m ft -
v -
L
insulation
optimiza-) o = K—A—E—EE m2/hr ft2/hr -
tion P1 Yy e3
analysis
Q , =
-1 -1 =
X = -
4 KA AT m ft
. £ g =
. n . . 1 o
Sys em — . , -
tolerance Z WBOi [#i Hi+1 Iin] )
and { pr = 120 Dimensionless -
per- WBO i
formance
analyses _
lu = AV Tgple Dimensionless -
xviii =
w
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Cc2 =
C3 =
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/cPV
C3 = =

v kaV
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k C

1/2 v P

RT
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Section 1
INTRODUCTION AND SUMMARY

The study of Hydrogen Slush and/or Hydrogen Gel Utilization constitutes the first

formal investigation of subcooled liquid and slush hydrogen fuels for space vehicle

applications. Results of this study program are reported in two volumes. The

first volume contains the physical and thermal property data for hydrogen used in

the study. Complete properfy data from the triple-point to the critical point are in-

cluded. In the second volume, all the details of the technical effort are presented,

w

|

including parametric analysis of effects on vehicle systems and application of sub-

. cooled hydrogen to three study vehicles.
u

This study program was conducted by Lockheed Missiles & Space Company (LMSC)
= for the George C. Marshall Space Flight Center (MSFC). Objectives of the program
-

were to:

® Extend the basic technology required to employ subcooled hydrogen

i

fuels effectively for space propulsion

® Develop the capabilities needed to design, analyze, and evaluate new
vehicle systems and to adapt existing vehicle systems to utilize these
fuels

® Determine potential benefits resulting from use of these fuels

To meet these objectives the 12-month program was conducted in three phases:
propellant property survey, systems optimization studies, and vehicle application
studies. In Phase I,all available property data on subcooled (including slush) and
gelled hydrogen were compiled for later use in Phases 2 and 3. Because it was
determined that insufficient data were available on hydrogen gels, it was recommended
by LMSC and approved by MSFC that the study concentrate on triple-point hydrogen.

system designs in parametric fashion. These effects were then evaluated for each

1-1
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of the affected vehicle subsystems before the Phase 3 vehicle application studies were -
undertaken, These vehicle subsystems are: B
e Propellant Management -
e Propulsion
e Insulation =
e Venting
® Pressurization -
£ B
Phase 1 and 2 efforts culminated in Phase 3, the application of triple-point and slush e
hydrogen to three space vehicles. These vehicles are the Saturn V S-IVB, the Lunar -
Mission Vehicle, and the Earth Orbital Hydrogen Tanker.
The Saturn V S-IVB application was based on performance of an advanced lunar =
logistics mission. In this concept, the S-IVB would be modified from the existing -
Saturn V Apollo booster stage to a cargo-landing vehicle. This would require inte- =
gration of a landing gear, additional propulsion, and additional system equipment.
The mission profile selected for study included a direct launch and ascent from ~
earth, a 72-hr lunar transit, two lunar orbits, a Hohmann-transfer descent, and a
throttled landing. The Lunar Mission Vehicle application was based on performance -
of a selected advanced Apollo mission. The Lunar Mission Vehicle was defined as
a cryogenic service module for a 21-day lunar mission that would include 17 days
in lunar orbit for the service module and 14 days of astronaut stay-time on the lunar =
surface. The Earth Orbital Tanker application study was conducted for a typical
120-day earth-orbit storage mission. The tanker would be launched into a low earth b
orbit with subsequent adjustment to a higher orbit altitude, coast in that orbit for o
the 120-day storage period, then provide transfer of the stored hydrogen into a ~ s
receiving vehicle.
-
1.1 STUDY RESULTS
In conducting Phase 1 it was found that all of the fundamental physical and thermal e
properties of hydrogen needed to properly perform Phases 2 and 3 were available
-
1-2 =
-
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in the literature. It was further found that additional data regarding triple-point
hydrogen flow characteristics ultimately will be needed to conduct detail design of
flight subsystems. Close coordination between MSFC, Lockheed, and the National
Bureau of Standards (NBS) during the course of this program has ensured that these
data will be forthcoming from the current MSFC-sponsored experimental program
at the NBS Cryogenic Engineering Laboratory in Boulder, Colorado. Figure 1-1is
a photograph of slush hydrogen production using the freeze-thaw process; this photo
- was taken by NBS in the early phases of that program. Triple-point liquid and slush
of varying quality are shown. In the study program undertaken by Lockheed, triple-

point liquid and 50-percent slush mixtures were emphasized.

The compilation of hydrogen property data performed in Phase 1, and later used in

Phases 2 and 3, included data from triple-point to critical pressures. This com-
= pilation appears in Volume I as a "Handbook of Physical and Thermal Property Data

for Hydrogen. "

In Phase 2 the analytical techniques normally employed to design vehicle subsystems
for liquid hydrogen applications were extended to account for phenomena occurring
with use of triple-point hydrogen. Unique analytical techniques werc developed, as
needed, during the course of Phase 2.

The propellant management studies included investigations of tank loading and draining,
and review of candidaté'hjrdrogen quantity and slush quality measurement techniques.

It was found that reéi}cﬁlation of triple-point liquid or slush hydrogen from ground
supply dewars to the flight tankage is the best method to control the quality of hydrogen
during ground operations. It was also found that maintenance of a partial pressure

of helium in the ullage space is the preferred technique to prevent tank implosion
during ground operations and ascent. For vehicles requiring an early engine firing
after launch, this helium pressurant can be maintained to provide part of the engine
start pressurant requirement, Conversely, for vehicles requiring long-term storage
and/or later firings, it is best to vent the initial ground helium pressurant during

ascent,
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Fig. 1-1 Freeze-Thaw Production Process (From NBS Report 8881)
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An assessment of payload degradation resulting from tolerances on instrumentation
measurements indicated that much higher penalties are incurred for a given inaccuracy
in measuring slush hydrogen quantity than for the same inaccuracy in measuring its
quality. The penalty is approximately an order of magnitude greater for a tolerance on
quantity measurements. For example, a 1-percent error in measuring loaded hydrogen
quantity results in a loss of 97.1 kg (214 1b) of payload for the Saturn V S-IVB lunar
mission, but an equal percentage error in measuring loaded quality results in a loss of

only 6.6 kg (14.6 1b) of payload.

11

(

The engine systems associated with this study contract are the Rocketdyne 205K J-2
and the Pratt and Whitney 15K RL10 enginesr. The scope of the Lockheed effort on

propulsion system effects was limited to discussions with engine and pump company

Qi

specialists. Their opinions were that even if homogencous slush mixtures were fed

to the pumps and engines, erosive action of the solid hydrogen would not take place

in the engine pumps and that solid particles would melt before reaching the engine

injector.

As an integral part of the Phase 2 efforts, Lockheed recommended that use of a

screen near the tank bottom region could effectively permit retention of solid parti-

|

cles and allow only the triple-point liquid to flow to the engine. This technique was

demonstrated by the NBS under the MSFC-sponsored program.

The results of the propulsion systems evaluation indicate that tests to confirm
technical opinions obtained during this program would be nceded prior to utilization

of slush hydrogen in existing engine systems.

= In the analysis of insulation systems it was found that space-heating of triple-point
- hydrogen fuels is approximately 3 to 6 percent higher than that for saturated liquid
because of the slight increase in temperature difference between the tank and its
~ environment. There are no unique ground hold requirements imposed upon the
insulation systém reéulting from use of subcooled hydrogen. Where multilrayer
insulation is used, it may be applied with or without a substrate. While use of the

substrate does reduce the heat flow to the hydrogen during ground hold, it has only

1-5
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a small effect on recirculation rates of the slush or triple-point hydrogen. For those
mission durations and thermal environments requiring venting with an optimized
design, equal insulation thicknesses result independent of the initial hydrogen con-
dition. For shorter mission durations, optimum thicknesses are different for each
initial hydrogen condition. For this case, optimum thicknesses become thinner as

the degree of subcooling is increased.

Results of pressurization and venting system studies indicate that use of a mixer
system located in the hydrogen tank is desirable where subcooled hydrogen fuels

are employed. When a cyclic venting mode is used, or when no venting is required,
the mixer provides the best method to ensure uniform saturation and proper control
of the venting sequences. Startup pressurant quantity requirements can be con-
siderably higher where subcooled hydrogen is utilized compared with standard
liquid hydrogen. As a result, for vehicles using subcooled hydrogen which require
engine firings between the vents, it is desirable to adequately predict the ullage
pressure history so that startup pressurant quantities can be properly defined.

For the types of vehicles investigated in this study program it was determined that
helium is the best repressurizing medium for engine startup and that use of warm
hydrogen vapor from the engine bleed system is best for expelling the liquid hydrogen
during the firing, These conclusions are identical whether subcooled hydrogen fuels

or saturated liquid is assumed.

The most important results from Phase 3 are shown in Tables 1-1 and 1-2. The
data presented in Table 1-1 show that relatively large payload gains can be realized
from use of subcooled hydrogen for the Saturn V S-IVB vehicle over that obtained
when saturated LH, is assumed. For example, dry landed payload weights obtained
with use of the triple-point fuels are approximately 32 to 40 percent (1630 to 2060 kg,
3590 to 4540 1b) higher than those obtained with use of saturated liquid. The two

basic reasons for this are (1) the liquid-fueled reference vehicle design is not optimized

for this mission of 76 hr, and (2) use of a large quantity of hydrogen soon after liftoff

for the translunar firing permits loading of a greater initial quantity of hydrogen

1-6
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(for example, 16 percent more for a slush-fueled vehicle),thus realizing the potential

benefit offered by the higher slush density.

Examination of the Lunar Mission Vehicle study results in Table 1-1 shows that
modest payload gains are obtained with use of subcooled fuels when based on the
total Lunar Excursion Module weight. For example, payload gains of 1.22 to 1.54

percent were calculated over that possible with saturated LHZ'

Other important conclusions can be drawn. It is significant that venting is not re-
quired for optimum vehicle designs for the 21-day mission duration when either
triple-point liquid or 50-percent slush is used. This permits an operational simpli-
city and reliability approaching those for vehicles using earth-storable propellants,
but with the higher specific impulse of ¢cryogenic propellants. Lastly, it should be
noted that if the payload gains obtained with use of subcooled hydrogen fuels were
applied strictly to additional life-support and data-gathering functions, the relative
gains with respect to those for a saturated liquid-fueled vehicle would be much

greater than indicated.

The results of applying triple-point liquid and 50-percent slush hydrogen to the
Earth Orbital Tanker are presented in Table 1-2. Three basic sets of design con-
ditions were studied. In the first two, the tanker designs were optimized to provide
maximum quantity of hydrogen in the tanker for transfer at the end of 120 days earth
orbital storage. The liquid hydrogen was saturated at 17.2 N/ cm‘2 (25 psia) after
the 120-day duration for all initial hydrogen loading conditions. Thermal perfor-
mance of the multilayer insulation on the tanker was based on two insulation design
conditions, namely, idealized performance with an effective thermal conductivity of
3.5%107" w/cm°K (2 ¥ 107° Btu/hr ft°R) and degraded performance with a thermal
conductivity of 1.7 X 1076 w/cm°K (10-4 Btu/hr ft°R). The third vehicle design
condition investigated was based on optimizing tanker design to maximize hydrogen
delivered to the receiver tank. In this case, the final condition of the hydrogen
after transfer and chilldown of the receiver tank was 17.2 N/ crn2 (25 psia) saturated

liquid. The receiver tank volume was sized for the quantity of delivered propellant.

1-9
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This third case is considered the most practical design condition; however, receiver
characteristics were assumed since they have not been defined elsewhere. The first

two cases were studied to isolate the effect of insulation thermal conductivity.

For the first case where maximum tanker delivery capability was sought (Case 1),

Table 1-2 data indicate a 3-percent increase (3225 kg, 7110 Ib) in delivered hydrogen

can be obtained by using triple-point liquid and a 3. 1-percent increase (3361 kg,
7410 1b) where 50-percent slush is used as compared with 11,7 N/cm2 (17 psia)
saturated hydrogen. Specifically, this applies where calorimeter-measured in-

sulation conductivity data for multilayer insulation could be achieved on the flight

hardware. It is apparent that there is a relatively small improvement in performance

with use of the subcooled liquid hydrogen. The difference between slush and triple-

point liquid is even smaller,

The effect of using a less effective insulation (Case 2) is shown to essentially double
the improvement in delivered hydrogen. A conclusion reached from careful con-
sideration of these data is that a better performance improvement is achievable

with use of subcooled hydrogen where nonideal insulation performance is expected.

For the third case studied, i.e., maximization of hydrogen in the receiver, marked
improvements in performance with use of subcooled hydrogen are evident from
Table 1-2 data. An increase of 10,750 kg (23,700 1b) delivered hydrogen was ob-
tained where triple-point liquid is initially loaded compared with an initial loading
of 11,7 N/cm2 (17 psia) saturated liquid. An additional 680 kg (1500 1b) is gained
by loading 50-percent slush hydrogen instead. The more obvious advantages of
triple-point liquid should not overshadow the added performance payoff obtained

from slush hydrogen.
1.2 CONCLUSIONS

Two major conclusions were obtained from the study:

® Use of triple-point liquid or slush hydrogen can significantly extend

the mission capability of existing hydrogen-fueled vehicles.

1-10
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- e Elimination of venting triple-point liquid or slush hydrogen for most
earth-orbit and lunar mission vehicles permits an operational simplicity
approaching that for carth-storable-fueled vehicles, but with the superior
N specific impulse of cryogenic propellants,
- Use of triple-point liquid or slush hydrogen provides increased payload compared
with use of atmospheric saturated hydrogen as fuel. The largest payload payoff
- ~ for application of triple-point hydrogen was found where existing vehicle hardware,
designed for modest mission requirements, is applied to a more complex mission
- of longer space duration, As anticipated, for the three vehicle applications studied,
N the largest performance improvements were obtained upon substituting triple-point
ﬁ liquid for atmospheric saturated liquid. A smaller additional performance gain
is obtained where 50-percent slush is used.
s It is significant that venting is not required for optimum vehicle designs for both
= the service module and tanker missions when either triple-point or slush hydrogen
= is used. This permits an operational simplicity and reliability approaching those
= for vehicles using earth-storable propellants, but with the higher specific impulse
§ of cryogenic propellants.
# f As improved performance in existing and futvre hydrogen-fueled vehicles is desired,
o use of the highest possible solid content for slush will be sought. The current
— MSFC/NBS experimental program has demonstrated that solid-liquid mixtures up
- to 40 percent can be handled with relatively the same ease as the triple-point liquid.
Y, No apparent differences in ground support equipment are required in producing
= triple-point liquid or solid using the vacuum technique or in transferring cither
B triple-point liquid or slush to the flight tank. The added performance improvement
f warrants serious consideration of slush hydi'ogen at least for solid-liquid mixtures
. up to approximately 60 percent. This value represents the current NBS estimate
% of the maximum settled quality of aged slush mixtures.
R 1-11
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1.3 RECOMMENDATIONS

The following recommendations are made based on results of this study program:

® Additional vehicle studies are warranted and should be undertaken

to determine the potential benefits and problem areas that would be
encountered if subcooled liquid and slush hydrogen were applied to
other existing and proposed vehicles.

A subscale test program should be undertaken to verify transfer,
storage, and use of these subcooled hydrogen fuels in flight-type

propellant tankage. The test program should have these objectives:

m Confirmation of the recirculation technique for tank loading
and ground hold

m Correlation of predicted and measured flow variables, such as
supply quality, rate, and loaded quality during ground-hold
operations

m Demonstration that helium partial pressurant can be used to
stabilize a flight-weight tank shell containing triple-point liquid
or slush hydrogen in an atmospheric pressure environment

® Demonstration that quantity and quality measurements can be
made in the flight-type tank within the accuracies required for
space vehicle applications

m Simulation of launch, ascent, and propellant draining environments

and operations to demonstrate controllability of a flight-type system

Additional data regarding engine and pump performance for triple-point
liquid hydrogen use should be obtained from industry
Additional basic research and development should be continued with

regard to quality- and quantity-sensing instrumentation

1-12
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Section 2
SYSTEMS OPTIMIZATION STUDIES

2.1 TECHNICAL APPROACH

Prior to conducting vehicle application studies, many systems optimization studies
were performed. These general studies were directed toward the preliminary design
and anlysis of those vehicle systems that optimize and operate differently with use of
hydrogen fuel at different initial conditions, e.g., standard saturated liquid, triple-
point liquid, and slush. The following general procedure was used in conducting these

studies:

® Basic system functions were related to physical-thermal properties of
hydrogen.

Limiting conditions and problem areas peculiar to each system were defined,
Preliminary design and analysis techniques were developed.

Parametric equations were derived (if applicable).

Optimum system characteristics were determined.

Results were applied to the three study vehicles.

General parametric investigations were used to determine optimum system character-
istics whenever possible. However, for certain systems, an investigation of alternate
candidates was more appropriate than numerical solution of equations. TFor example,
the study of quantity- and quality-sensing instrumentation was conducted in this manner.

Emphasis was then placed on selecting the most promising candidates for future studies.

Since the most critical problems associated with use of subcooled liquid and slush hydro-
gen are encountered during tank fill and ground hold, this prelaunch phase of operations

was investigated first. Ascent and orbital flight were then investigated, in that order.

2-1
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Applications of liquid hydrogen initially saturated at near atmospheric pressure, ini-
tially triple-point liquid hydrogen, and initially 50-percent slush hydrogen were com-
pared in each of the system studies. Discussions on each investigation are presented
in this section in approximately the same order that the investigations were conducted

during the contract period.
2.2 PROPELLANT MANAGEMENT STUDIES

Effective design and operation of propellant management systems for liquid- or slush-
hydrogen fueled vehicles require provision for many key functions. Of these, the
most significant with respect to the fuel system are: (1) loading of liquid or liquid-
solid hydrogen into the fuel tank on the launch pad, (2) measurement of hydrogen
quantity (mass) and quality (solid content) in the fuel tank during tank fill and ground
hold, (3) maintenance or upgrading of hydrogen quality during ground hold for slush-
fueled vehicles, (4) measurement of hydrogen quantity in the fuel tank during flight,
(5) flow of hydrogen to the propulsion system during firings, and (6) adjustment of
the mixture ratio during firings to uniformly deplete both propellants at final burnout.
The latter function is normally accomplished by modulation of the oxidizer flow rate
at the feed pump, Reasonable tolerances on hydrogen quantity and quality must be
maintained by the propellant management system in providing each of the functions

described above,

General investigations relating to propellant management were conducted in three
specific areas during the contract period: (1) tank fill and ground hold. (2) system

tolerance effects, and (3) instrumentation for quantity and quality measurements.

Preliminary analysis (see subsection 2.7) shows that solid hydrogen particles settle to
the bottom of flight vehicle tanks within a few minutes after the tank recirculation
ceases. National Bureau of Standards (NBS) studies confirm this rapid settling phen-
omenon. The bulk liquid above the settled solid then behaves much the same as does
the saturated liquid in existing LHz—fueled vehicles, at least during launch and ascent.

For this reason slosh dynamics are similar for liquid- and slush-fueled vehicles.

2-2

LOCKHEED MISSILES & SPACE COMPANY



K-11-67-1
- Vol. II
-
—_ 2.2,1 Tank-Fill and Ground-Hold Study
Filling the fuel tank of hydrogen-fueled vehicles involves transient chilldown of GSE
- transfer and fill lines, tank structure, and insulation. After this, the approximately
steady-state ground-hold heat flux can be balanced by continuous or intermittent top-
- ping, recirculation, or refrigeration of the hydrogen. Since these processes are well
understood for saturated liquid hydrogen, efforts in this study were directed to the
- slush case, Here the analysis was generalized to treat any solid content, so that the
~
. particular case of triple-point liquid is simply one with zero-slush quality.
Three techniques were investigated analytically for loading, maintaining, and upgrad-
— ing liquid-solid mixtures of hydrogen in flight-weight tankage during ground operations.
These techniques are: recirculation, injection of helium vapor, and operation of a
_ cold-helium heat exchanger, Combinations of these techniques were also investigated.
»
= 2.2,1.1 Recirculation
5

This technique can be accomplished with continuous or intermittent flow of a two-phase
mixture of hydrogen into the stage tank through the fill line from a GSE dewar. Simul-
taneously, there would be a return flow of liquid out of the stage tank and into the dewar
through a liquid-return line. The circulation would probably be accomplished with a
pump-induced flow., The energy balance between the slush flow into the tank, the

liquid flow out of the tank, and the heat flow into the tank can be adjusted to change the

average quality of the mixture within the tank. This is accomplished by adjusting either

the quality of the supply, the rate of flow, or both.

Figure 2-1 shows a typical recirculation system such as that described. The liquid-

solid mixture in the tank is maintained at a total pressure of 1 atm or greater (to

preclude buckling of the tank shell) by a partial pressure of helium vapor in the ullage
space. The hydrogen mixture is maintained essentially at a triple-point temperature
of 13.803 °K (24.85°R) and a partial pressure of 7. 04 x 103 N/m2 (1. 02 psia).

U1
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Fig. 2-1 Schematic of a Typical Slush Recirculation System

Chilldown of Vacuum-Jacketed Transfer Lines. The existing liquid hydrogen transfer
line for the Saturn V launch facility at Kennedy Space Center (KSC) is approximately
457 m (1,500 ft) in length, To cool this line from ambient to cryogenic temperature,

approximately 105 joules/gm (45 Btu/lb) must be removed from the stainless steel
inner wall of the line. Assuming that this wall is approximately 15 cm (6 in.) in
diameter and 1.52 mm (0. 060 in.) thick, approximately 6.125 X 105 joules (177 Btu)
must be removed from each meter (foot) of length to cool it. This results in a total
line heat capacity of approximately 2.81 x 108 joules (2.66 X 105 Btu), which is
small compared with the total ground-hold heat transfer.

Because of the relatively low heat capacity of stainless steel at low temperature, the
enthalpy rise in hydrogen used to cool the line is approximately the same for all initial
hydrogen conditions. As a result, there is no significant difference in the quantity of
hydrogen required to cool the line for transfer of saturated liquid, triple-point liquid,

or 50 percent slush hydrogen.

Melting of Solid in Vacuum-Jacketed Transfer Lines. Manufacturers' literature indi-

cates that a heat flux of approximately 8.65 w/m (9 Btu/hr ft) is typical for lines of the

2-4
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type described above, A flux of 26 w/m (27 Btu/hr ft) was used in the analysis to

b

allow for degradation at joints, fittings, etc. With a latent heat of vaporization of
58.15 joules/gm (25 Btu/lb), the rate at which solid is melted during transfer is then
approximately equal to q'jz/Lf or 735 kg/hr (1, 620 1b/hr).

- The melt rate can also be expressed as the product of the change in quality within the

transfer line AX and the total mass flow rate W . Then

N .
- = = = Lo (2. 1)
= AX LfAX
% At the same time, the mass flow rate required to balance the ground-hold heat load on
the vehicle fuel tank is
%
_ W= (2.2)
5 L (X ;- AX)
-
= where X1 is the initial supply quality.
-
Equating (2.1) and (2. 2)
E
L
. q't  _ Q AX 1
= LAX ~ T,(X,-4X) 7 X, T, Q @9
— 1 1 1 +=
- q'l
Z_E,‘%’ Equation (2. 3) canbeused to calculate the quality loss in the transfer line for any vehicle

as a function of the intial slush-supply quality, the steady-state heat loads on the vehicle

= fuel tank and the transfer line, and the length of the transfer line,

Chilldown of a Vehicle Fuel Tank., Approximately 140 joules/gm (60 Btu/lb) must be

extracted from an aluminum tank wall to cool it from room temperature to hydrogen

temperature, Assuming an aluminum tank wall with a density of 2,77 gm/cm3 (0.1 1/
in.3 ), the total energy that must be absorbed to chill it is approximately 389 joules/cm3
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(6 Btu/ in.3) of tank material volume. The absorption of this amount of heat by the hydro-
gen does not impose severe requirements on the recirculation system, regardless of the
initial condition of the hydrogen. For example, the total heat absorbed in chilldown of

a 6,1-m (20-ft) diameter spherical tank with a 3.05-mm (0. 120-in.) wall thickness is
approximately 1.35 x 108 joules (128,000 Btu). For typical vehicles, this amount of

energy is only a small fraction of the total absorbed during ground hold.

Steady-State Recirculation. Equal mass flow into and out of a vehicle hydrogen tank

(constant-loaded propellant weight) is of practical interest for steady-state ground-
hold operations. For this case, the required flow rate can be calculated as a function
of the desired average quality in the tank, the quality of the two-phase supply, the
geometry of the propellant tank, and the steady-state heat flux into the tank. Using the
constant-flow assumption, a convenient expression was obtained for determining the
required flow rate in terms of a "recirculation period!' This is defined as the time
required to completely replenish the mass of the propellant mixture in the tank at that

particular flow rate,

By making an energy balance on the slush-tankage system over time A6 and manipula-

ting algebraically, the following relation is obtained

) aA AX,

¥ _ +
W DX Lepgn, V. AOX)

(2. 4)

Since A/V is the important geometry characteristic, any tank can be treated as an
nequivalent sphere" so that A/V = 3 /r. Equation (2.4) then becomes

3q AXb

+
Xa prbznzr Ao Xa

gl=-

(2. 5)

The recirculation period can be calculated by taking the reciprocal of Eq. (2.5).
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2.2.1,2 Injection of Helium Vapor

This technique can be used to cool saturated 1iquid; form solids, maintain subcooled
liquid or slush, and upgrade slush quality in a fli'ght—weight hydrogen tank once it has
been loaded with saturated liquid. Tank fill is therefore accomplished using standard

procecures and was not an object of study in this investigation.

Using this technique, helium vapor is supplied from the launch facility through a trans-
fer line to the vehicle. A flow of make-up liquid hydrogen is also supplied. The
helium and make-up hydrogen are injected into the bulk hydrogen at the bottom of

the tank. A mixture of helium and hydrogen vapor is simultaneously vented from

the tank ullage space. A practical ground-hold system would require a closed

loop to permit recovery of the helium supply. As with the recirculation system,

an energy balance between the flow of helium vapor into the tank, make—-up liquid
hydrogen flow into the tank, mixed vapor flow vented from the tank, and heat flow into
the tank, can be adjusted to vary the quality of the solid~liquid hydrogen mixture within

desired limits.

Figure 2-2 shows schematically a typical helium injection system. Here again, a total
pressure of 1 atm or greater is maintained in the ullage space by increasing the partial

pressure of helium as the hydrogen partial pressure diminishes with cooling.

.GE PRESSURE

Wz2 ! Wy2

FLIGHT-STAGE
PROPELLANT TANK

[-JoOOO

LHo (MAKEUP) , Wyl — J <+— GHe, V'VZ]
Fig. 2-2 Schematic of a Typical Helium Injection System
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Transient Cooldown. Using the helium injection technique, hydrogen liquid is cooled

by simultaneous exchange of heat with the helium and evaporation of the hydrogen into
the helium bubbles. The energy balance for the transient condition was written to
determine helium mass flow rates needed to cool liquid hydrogen from relatively warm

temperatures down to a desired triple-point condition. The resulting expression is

d (WCT)
Ty

(WH) ) - (W) 5 + @ = —55 (2. 6)
By substitution and Wl = '2 , Eq. (2. 6) becomes
W [C (T.,-T)-L] + W C (T, -T) +Q = (wo), 9% 2
y Ty 'yl v z z zl y dé 2.7
Further substitution of thermodyanmic relationships yields
. C (T,-T-L -
W Yyl v ,C,(T, T L, + Q = (WC) dr (2.8)
Z)m p -8 y do
m_|Pp T
| ¥ y(Tyl) ¥yl )

For the cooldown, or transient case, the variables in Eq. (2. 8) were separated and inte-
grated with respect to both temperature and time for several combinations of initial

and final conditions.

Equation (2. 8) was put indimensionless form and integrated numerically for an appro-

priate range of the variables involved. Some results are presented in Fig. 2-3.

Steady-State Helium Injection. A case of practical interest for steady-state operations

is again one where the tanked hydrogen mass is held constant. Required helium and
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make-up hydrogen flow rates are calculated as a function of the desired final quality in
the tank, the inlet temperature of the helium, the temperature of the hydrogen, and the
geometry and heat flux properties of the tank and its insulation system.

The steady-state energy balance is

(WH), - (WH), +Q = 0 2.9

Applying Dalton's law and substituting into Eq. (2. 9) the following expression is obtained:

m AH
YN —Y :
(m > P + AHZ WZ +Q =0 (2.10)
Z _2_1
P
y

The pressure-temperature relationship for hydrogen is applied in Eq. (2. 10) to provide
the data shown graphically in Fig. 2-4. The quantity of helium vapor required to main-
tain the hydrogen propellant at any desired temperature can be determined from this

plot.

Solid Formation With Helium Injection. A flow of helium in excess of that shown in
Fig. 2-4 for the triple-point temperature value of 13.803°K (24.85°R) is required to

form hydrogen slush in the propellant tank. Analysis indicates that the ratio of

total additional pounds of helium to the total additional heat removed is identical to the
ratio of helium flow rate to total heat flow into the stored propellant for the steady-
state case. The latter quantity is the ordinate of Fig. 2-4. The additional helium

needed to form the slush is then

W
Z
W, = (?) W X, I (2. 11)
T=13.8°K (24.9°R)
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When the desired slush quality is achieved, the helium flow can be reduced to the value
indicated in Fig. 2-4 at 13.8°K (24.9° R); thereafter, the solid-liquid ratio will be main-

tained.
2.2.1.3 Operation of a Cold-Helium Heat Exchanger

This technique can be used to perform the same functions noted for the injection of
helium vapor, i.e., (1) cooling saturated liquid that was previously loaded into the tank
using conventional liquid fill procedures, (2) forming solids in the tank, (3) maintaining

subcooled liquid or slush in the tank, and (4) upgrading slush quality in the tank.

Using this technique, cooling is accomplished by continuous or intermittent flow of
GSE-supplied helium vapor through heat-exchanger tubes located in or attached to the
propellant tank. The process depends on the thermal potential of helium that is sup-
plied at a temperature equal to or below the triple-point temperature of hydrogen. The
efficiency of the method can be markedly dependent on maintaining controllable heat
transfer coefficients through the tube walls. In this analysis, the effect of solid hydro-

gen build-up on tube walls is not included.

The heat exchanger tubes can be placed in the bulk propellant within the tank cavity,
attached to the tank wall but within the insulation envelope, or placed in a "blanket"
or "cocoon' that envelopes the vehicle shell during ground hold. For the latter case.

the blanket would be removed prior to liftoff.

The energy balance between the flow of helium vapor into and out of the heat exchanger
and the heat flow into the tank/heat-exchanger system can be adjusted to vary the quality
of the solid-liquid hydrogen mixture within desired limits. Both the temperature of the

helium supply and the rate of flow can be utilized to accomplish the desired balance.
A typical cold-helium heat-exchanger system is shown schematically in Fig. 2-5. The
hydrogen mixture is maintained at its triple-point temperature and pressure. A partial

pressure of helium vapor in the tank ullage space serves to prevent buckling of the tank

wall, as with the other techniques studied previously.
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ULLAGE PRESSURE
/ REGULATOR

GHe, W 2 -
z FLIGHT-STAGE

‘ PROPELLANT TANK
Q, joule/hr (Btu/hr)

-~
- - COLD GHe, W_,
=
ﬁ .
=1 Fig. 2-5 Schematic of a Typical Cold-Helium Heat-Exchanger System
% The instantaneous energy balance at any point in time yields

_ d(WCT)y
Q+ W, (H, -H,) = —g— (2.12)

Ty

Assuming that both Wy and Cy are constant and that the exit temperature of the

helium is equal to the hydrogen temperature, Eq. (2.12) becomes

: dT
Q + WZ(Hz1 - HZ(T)) = (WO, g5 (2.13)
where Hz(T) indicates that H is to be evaluated at T.
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Transient Cooldown. In the cooldown, or transient case, the variables in the right

side of Eq. (2.13) are separated and integrated with respect to both temperature and
time. The resulting cooldown time as a function of WZ is given in Fig. 2-6 for the

study vehicles.

Steady-State Operation. In the steady-state case, the applied refrigeration balances
the heat load Q and the right side of Eq. (2.13) is taken as zero. For spherical

tanks, substituting into Eq. (2.13), and evaluating ¥ versus Wz/q, the results are
plotted in Fig. 2-7.

Solid Formation With the Cold Helium Heat Exchanger. A flow of helium through the

heat exchanger in excess of that shown in Fig. 2-7 is required to form hydrogen solids
in the propellant tank at the triple-point temperature of 13,803°K(24.85°R). The heat
transferred per pound of helium varies with the temperature difference between final
and inlet conditions. Equating this energy to the latent heat of fusion for hydrogen, the
additional weight of helium needed to form solid hydrogen, of quality fraction X, is

then

g
il
>
g
I

4.01XW, (2.14)

When the desired slush quality is reached, the helium flow can be reduced to the value

indicated in Fig. 2-7; thereafter, the solid-liquid ratio will be maintained.
2.2.1.4 Selection of a Preferred Technique

Ranking of candidate tank loading and ground maintenance techniques requires careful
consideration of influences on practical vehicle design and performance and on selec-
tion of ground support and launch complex equipment. For the latter, factors such as
cost, development time, safety requirements, and support-system reliability enter

into the determination, It is the intent of this study program to provide recommenda-

tions on the candidate techniques based on practicability and effects on vehicle design

2-14
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and performance, with some consideration given to GSE requirements. MSTFC will also
evaluate the effects of these techniques on GSE requirements, and will arrive at an

independent ranking.

A determination of flow characteristics for each of the candidate systems was evaluated
for each vehicle (Refer to Sections 3, 4, and 5). Examining the flow rates and total
quantities presented, it is apparent that significant design and operational problems
could arise from use of any of the systems studied. This is particularly true for iarge

vehicles such as the Saturn S-IVB and the Earth Orbital Tanker.

Flow rates calculated for recirculation tank fill and ground maintenance systems appear
to be within the capability of the existing Saturn V launch complex transfer line. How-
ever, a new slush production and/or storage facility and additional transfer equipment
are required. Also, vehicle modifications are required to provide a liquid-return

line, control valve, and disconnect.

Flow rates calculated for injection of helium vapor to form and maintain slush mixtures
in the vehicle tanks clearly require additional GSE facilities to store, transfer, and
recover the large quantities of helium indicated‘. Also required are distribution mani-
folds inside the vehicle tank and relatively large diameter ground vent lines from the
tank. The latter requirement results because the maximum differential pressure
between the vehicle tank and the helium recovery facility is necessarily limited to

about 2 atm.

Flow rates calculated for operation of a cold-helium heat exchanger appear to be exces-

sive in terms of GSE facility and vehicle requirements.
Combinations of the recirculation and helium injection techniques were also studied.
Four variations of these techniques are listed below, ranging from recirculation only

to helium injection only. They have been ranked according to the considerations noted

above, with the most promising listed first,

2-17
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A recirculation system in which slush is transferred into the flight tank from
a ground system supply through the normal tank fill line. Liquid hydrogen is
then returned to the facility through a separate line (to be added to existing
vehicles). The same system is employed during the ground-hold period.

A combination system in which slush is transferred into the flight tank ini-
tially from a ground system supply through the normal tank fill line. After
the tank is loaded to the desired quality and quantity of SHg, helium vapor
is injected into the propellant through the fill line or a separate GHe supply
line. During this ground-hold phase, make-up liquid is supplied through
either a separate smaller line or the fill line (if the GHe supply is separate).
A liquid-return line is not necessary.

A combination system similar in all respects to system (2) described above,
except that a liquid-return line is provided to allow initial loading of higher
quality mixtures.

A basic helium injection system in which standard saturated liquid at approxi-
mately 1 atm is transferred into the flight tank from a ground system supply
through the normal tank fill line. Helium vapor is then injected into the pro-
pellant as described for system (2), and SH2 is formed and maintained in the
flight tank.

It appears that use of recirculation for loading and ground hold [system (1) above]is

the most practical and strightforward technique. The primary advantages that can be

gained using this technique include the following:

Higher confidence in a successful application, since much has been learned
about producing and transferring mixtures with predictable characteristics
Slush mixtures loaded in this manner are equally suitable for either the
vhomogeneous mixture' or the "filtered liquid" concepts of propulsion sys-
tem utilization*

Higher confidence in measuring the loaded slush quantity and quality

*The "homogeneous mixture' concept requires that relatively small solid particles be
formed in a ground-system dewar, transferred into and stored in the flight propellant
tank, and fed into the engine feed system while uniformly suspended in a slurry. The
nfiltered liquid" concept, on the other hand, presumes that solids, independent of ori-
gin or size, remain in the flight propellant tank until they are melted and only triple-
point liquid is fed to the engine system.

2-18

LOCKHEED MISSILES & SPACE COMPANY



o

(

(

¢

o

au)

&1}

K-11-67-1
Vol. II

The disadvantages of system (1) include the following:

® Requirements for additional large-diameter line and umbilical for returning
the liquid to the ground system
® A partial pressure of helium vapor must be provided and carefully controlled

at all times to prevent implosion of the tank

Advantages inherent with use of the helium-injection technique [system (4) above]

include the following:

® Slush can be produced and maintained in the flight tank without transfer of the
solids through long lines and without danger of tank implosion.
® Only minor modifications to existing stages (such as S-IVB) are required to
provide a make-up LH, line.
- @ A new slush production and/or storage facility at the launch complex is not

required.

On the other hand, the helium injection technique has the following significant disad-

vantages:

® Considerable design uncertainties exist because the characteristics of the
resulting solids are not well known.

® The ground systems facility 'requifed to supply and reclaim large amounts of
helium at low temperatures will probably be complex and costly.

® The slush mixture produced with this method may be suitable only for the
"filtered liquid' propulsion usage concept.

® Measurements of quantity and quality may be difficult or impossible within

required tolerances.

The two combination techniques [systems (2) and (3) above] are simply compromises
of the two basic techniques, which are intended to yield most of the advantages while

minimizing the disadvantages.
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Consideration of quantity and quality instrumentation is important to selection of a
tank loading and ground maintenance technique. It is not certain that these factors
can be determined with sufficient accuracy in a tank being thermally conditioned with

a sizable flow of helium vapor bubbles.

Further consideration is not recommended for use of the cold-helium heat-exchanger

technique for the following reasons:

® Extremely high helium-vapor flow rates needed are of such a magnitude that
serious GSE design problems are evident.

e Estimated weights of heat exchangers to accommodate these high flow rates
make use of this technique unfeasible for flight systems.

® Uncertainty in knowledge of the formation of solid hydrogen near the heat-
exchanger surfaces dictates low design confidence in defining heat-transfer

coefficients and efficiency of the heat exchanger.

2.2.2 System Tolerance Effects Study

Payload penalties result from the operation of any space vehicle at nonoptimum values
of propellant weight, mixture ratio, etc. For hydrogen-fueled vehicles, these factors
are directly affected by hydrogen mass and solid content, tank operating temperatures
and pressures, and heat transfer into the hydrogen. Therefore, instrumentation and
controls are provided to measure and regulate these quantities within reasonable toler-
ances during tank fill, ground-hold, launch, ascent, and orbital-flight phases. Pre-
design knowledge of the payload penalties that will result from specified tolerances is
necessary to select and install adequate instruments and controls. This study was
directed toward a comparison of tolerance effects for hydrogen at various initial

conditions.

Parametric equations were derived to define general relationships between significant
system tolerances and resulting performance penalties. Maximum usable payload

was the only performance criterion used. Booster capability was assumed to be the
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minimum required o inject vehicles of specified weight, or less, into appropriate tra-
jectories at fixed requisite velocities. Each of the significant system tolerances was
then identified, and specific equations were written relating penalties and tolerances.
The payload penalties were then evaluated and compared for those tolerances that could

result in different penalties for liquid- and slush-hydrogen systems.

The net effect of system tolerances on payload weight depends completely on the course
of action selected to correct or account for them. For example, tolerances on the
mass of hydrogen in the flight tank will affect impulse propellant, boiloff, residual pro-
pellant, etc., by different amounts, depending on the correction mode. Possibilities
for correction include active propellant utilization system control to vary the mixture
ratio and a bias of loaded propellants prior to launch. Only the first-mentioned possi-

bility was studied for each parameter tolerance in this investigation.
2.2.2.1 General System Tolerance-Payload Penalty Relationships

The ratio of initial system weight to final system weight for any propulsive stage firing

in space is

w AV/IS g,
= =y =ce p (2. 15)

W= W W+ W, = WI+WPL+Z VVIPi+.z Wpo, + Wy (2-16)
(2. 17)

where W. is defined as the boiloff preceding the ith firing. Rearranging Eq. (2.16)

BOj
to evaluate the payoad weight, one obtainsg
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Wpr, = Wy - Wy - 2 Wip, - Z WBo, ~ Wr (2. 18)
i=0 boj=0
An expansion of the impulse propellant weight term yields
n
ZWIP =w1(1—l- 1 ---—1—>—WBO(1—BF) (2.19)
. i o B My
i=0
where
n
2, Mool 753
i=0 Boi i B Fn
Boiloff Factor (BF) = W
BO

Then, substituting into Eq. (2.18), writing in differential form, and then simplifying,

one obtains

AWl
AWPL = ( . >- AWI - BFAWBO - AWR
“1 “2 ”n

(2. 20)

* Wyln ("‘i' Ho ™t “n) lep

For a mission with a single engine firing, the term
A, 1., 1
K1 Ho By
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becomes 1/u as does the boiloff factor. TFor this case, Eq. (2.20) simplifies to

AW, AW Al
- - ___BO _ In , —SP
AWL m AW, " AW, + W, lny T @.21)

T Equations (2. 20) and (2.21) are used in this investigation to evaluate AWy, for propulsive

o’ such as the earth orbital tanker, no propulsion system effects are considered. In this
= case, the usable payload is the propellant available for transfer at the end of the orbit
. storage period; Egs. (2.20) and (2.21) then simplify to

AWPL = AWl - AWI - AWBO - AWR (2.22)
- If the boiloff is dropped during booster thrust, boiloff weight is multiplied by a dropped
= weight factor, which is dependent on booster characteristics.
W

vehicles such as the S-IVB and the lunar mission vehicle. For a nonpropulsive stage,

2.2.2.2 Specific System Tolerance-Payload Penalty Relationships

Tolerances on sensing accuracy for the following system parameters were considered
in evaluating Eqgs. (2.20), (2.21), and (2.22):
ILoaded hydrogen guantity (mass)

Loaded hydrogen quality (solid fraction)
In-flight hydrogen quantity (mass)

Hydrogen tank ground-vent pressure

Hydrogen tank flight-vent pressure

Hydrogen expulsion pressure

Hydrogen tank heat load

The necessary relationships for each parameter are discussed in the order given in

the paragraphs that follow. Vehicle and mission peculiarities are noted where they

occur.
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Loaded-Hydrogen Quantity Sensing. The loaded propellant weight WP and, therefore,
the initial total system weight W1 can vary by a maximum of 6WP if the tolerance
on loaded propellant mass is taken as :!:(SWP/Z . The propulsive-stage payload weight
depends directly on the minimum propellant weight to achieve a given mission velocity
increment. Also, the sum of the payload and maximum propellant weights for any
stage (synonomous terms for a tanker stage) is limited by a given mission booster
capability. This analysis assumes that the entire loading tolerance exists on the fuel
side. The resulting off-optimum mixture ratio r for a propulsive stage degrades the
specific impulse, and a maximum AWPL penalty is obtained for a given 6WP toler-
ance. Neglecting the small influence of WP on tank (dry inert) weight, boiloff weight,

and propellant residual weight for a propulsive stage, Eq. (2.20) becomes

-O0W

P AISJJ rAWIP
AW, = ( + W,ln (“1' o oo ”n) )T ) @.23)
#1 . uz s 8 IJ‘n Sp P

where (AIsp/Ar) and specific impulse can be obtained from engine performance data,
r is the nominal propellant mixture weight ratio, WP is the total loaded hydrogen
weight, 6WP is the loaded propellant mass tolerance, and AWIP is the decrement

of available impulse propellant equal to 5WP .

For a tanker stage, the maximum payload penalty can be obtained from Eq. (2.22) which

reduces fo

AW_ . = AW, = -6W (2. 24)

The payload penalty that results from a propellant mass-loading tolerance varies for
slush-fueled and liquid-fueled systems only insofar as GWP varies due to the instru-

mentation and measurement techniques employed.

Loaded-Hydrogen Quality Sensing. This parameter, by definition, applies only to a

slush-fueled system. The major effect of introducing a tolerance on fuel quality 6X
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is the resulting change in heat absorption capability that affects boiloff. Tor propulsive
stages only, secondary effects are imposéd on available impulse propellant, mixture
ratio, and, consequently, on specific Virh'pulré,e. The maximum payload penalty occurs
for a decrease in slush quality since the resulting increased boiloff reduces the pro-

pellant payload directly for a tanker and reduces the available impulse propellant, with

subsequent degradation of the specific impulse for propulsive stages. The change in

boiloff hydrogen for any stage is

-
~
= aw, . = 7RO% @. 25)
- BO LV ’
] Also, the term A Isp/Isp can be expressed for the propulsive stage case as
- Alg . AISE r AWBO 2 26
_ I Ar ) \I W (2.26)
= sp « sp IP
e
_ where AWpp and Wpp are for hydrogen only.
=
-

Neglecting small influences of §X on initial vehicle weight, tank weight, residual
propellant weight, and boiloff factor, and combining Egs. (2.20), (2.25), and (2. 26),

the payload penalty for propulsive stages due to quality tolerance becomes

- LW 6XBF ‘ Al aw
) £ p sp\[_r P
o e g o e ) () )
E PL L, 2 ( 1 2 n) Ar Isp Wip
| =} where AW ., = AW, (BF -1).
% The corresponding payload penalty for tanker stages is
-

2-25

LOCKHEED MISSILES & SPACE COMPANY




K-11-67-1
Vol. II

L W, 6X
AWpL = ®%Bo T T T T 2.28)

In-Flight Hydrogen Quantity Sensing. A tolerance in measuring this parameter, which

is applicable to propulsive stages only, results in increased residuals at burnout. The

maximum payload penalty is given by

AWp = -AWp (2. 29)

where AW, = §W the in-flight mass tolerance.

R P’
The payload penalty that results from this tolerance differs for slush-fueled and liquid-
fueled systems only if the accuracy of measurement differs. This characteristic is

identical to that indicated for the loaded-hydrogen quantity.

Hydrogen Tank Ground Vent Pressure Sensing. This parameter measurably degrades

performance for a liquid-fueled system only. For a slush-fueled system, the tempera-
ture and partial pressure of the hydrogen are maintained constant at the triple-point
prior to launch. Any ground vent pressure-sensing tolerance, therefore, can affect
only the partial pressure of the inert helium pressurant. A small variation in helium
pressure at liftoff exerts a negligible influence on the total pressurant requirement,
and, hence, on the payload. The maximum payload penalty for the liquid-fueled sys-
tem occurs for an increase in ground vent pressure. Since a higher saturation pres-
sure at liftoff dictates lower heat absorption capability after that time, the resulting
increased boiloff directly decreases the tanker propellant payload and reduces the
available impulse propellant, with subsequent degradation of the specific impulse, for

propulsive stages.

The maximum payload penalty for a propulsion stage can then be calculated by com-

bining Eqs. (2.20) and (2. 26).
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o _ . sp r IP
AW, = -AWg, BF Wzln(ul iy ”n\) ae )\ |\ o 2. 30)

where AWIP = AWBO(BF -1).

Similarly, the payload penalty for a tanker stage can be obtained from Eq. (2.22)

dH <SPWp

sat
AW = -AW = -
PL BO dPsat Lv

(2.31)

Hydrogen Tank Flight Vent Pressure Sensing. A tolerance on flight vent pressure also
affects the heat absorption capability, but unlike that described for the ground vent
value. In this case, the effect is on the saturation pressure at which venting occurs.

Therefore, the final result is identical for both liquid-fueled and slush-fueled systems

except the varying sensing accuracy.

The maximum payload penalty for a flight vent pressure tolerance occurs with a
decrease in pressure. This effect is opposite to that for the ground vent pressure
tolerance because the lower saturation pressure at venting decreases the total heat
absorption capability. The resulting increased boiloff again decreases the tanker pro-
pellant payload directly (when in-flight venting is used) and reduces the available
impulse propellant, with subsequent degradation of the specific impulse for propulsive
stages. The increase in boiloff for all stages can be determined using Eq. (2.31),

except that WP
Also, the maximum payload penalty for the tanker stage can be obtained from that

is the hydrogen weight remaining when the vent condition is reached.

equation. For propulsive stages, two independent changes in specific impulse result
from the changes in mixture ratio and in final hydrogen temperature for successive

firings. The maximum payload penalty in this instance is represented by:
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AIS r AWIP
AWPL = —AWBO BF - W21n (ul T Hg .. p.n) —_—EAI‘ T Nw (2.32)

sp IP .
(2.32)

AIS
FWIn (g ) T‘P> AT
Sp /op

Hydrogen Explusion Pressure Sensing. The operation of the hydrogen tank pressure

regulator is expected to be identical for liquid-fueled and slush-fueled systems. Toler-
ances on sensing and controlling this pressure will exist; therefore, for this investiga-
tion, they need not be determined since the net effect on payload will not vary for the

liquid and slush systems.

Hydrogen Tank Heat Load Sensing. A considerable tolerance will exist on this param-

eter for any flight system. Errors in estimating insulation performance, predicting
penetration heat leaks, predicting environmental heat loads, etc., are all contributing
factors. Increases in total heat load are manifested in corresponding increases in boil-
off propellant weight. This directly reduces the tanker payload and decreases propulsive-
stage payload through effects on available impulse propellant, mixture-ratio shift, and
subsequent degradation of specific impulse as noted previously for other parameters

that affect boiloff.

The payload penalties that result from the uncertainty in hydrogen tankage heat load,

evaluated with Egs. (2.20 and 2. 22) for propulsive and tanker stages, respectively, are

AL  \/AVp
AWp = -AWp BF- Wy ln(py - py . o ®y) —EM _I;}; WI—; (2. 33)

and

AW __ = -AW (2. 34)
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where

_ 8Q = o
AW, = I and AW, = AWp (BF - 1)

2.2.2.3 Total System Payload Penalty

The total acceptable payload penalty for a given stage system and mission depends on
many factors. However, for the vehicle applications studied during this program,
individual payload penalties that resulted from predicted tolerances on each variable
(mass, quality, pressure, etc.) were combined using a root mean square probability
that all of the predicted worst tolerances would occur during a given mission. Results

are presented for each vehicle in Sections 3, 4, and 5.
2.2.3 Instrumentation for Quantity and Quality Measurements

Knowledge of hydrogen quantity (mass) and slush quality (solid fraction) within predic-
table tolerances is mandatory for effective design and operation of stages that use
liquid or slush hydrogen as fuel. Mass can be measured directly or deduced from
measurements of occupied volume and density. Solid fraction is a unique function of
density, which can also be measured directly or deduced; in this case, from measure-
ments of mass and occupied volume. In any case, a minimum of two fundamental

measurements are required to obtain both mass and solid fraction.

Applicable gaging devices and systems must therefore be capable of measuring volume,
mass, or density of the solid and/or liquid; or the ullage vapor; or gross average con-
ditions within the entire tank. Where direct measurements are not practical, indepen-
dent measurements of pressure, temperature, interface height, etc., can be applied
through precalibrated or known relationships to obtain propellant-occupied volume,

mass,or density.

There are two basic environments in which these measurements of hydrogen are to bhe

made. The first is with its 1-g gravitational force, moderate temperature and pressure
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extremes, and the very extensive mechanical equipment and electrical power available
to maintain liquid and solid hydrogen within a wide range of state points for indefinite
periods of time‘. The second environment is that of space, with additional problems
imposed by low gravity, solar radiation, Van Allen belt radiation, meteoroid impact,
and vacuum. Other problems include those imposed by the inaccessibility of an orbit-
ing stage and the lack of orbiting equipment with which to maintain the liquid and solid

hydrogen at even one or two state points.

Many techniques have been proposed and investigated for gaging the quantity and quality
of liquid-solid mixtures of hydrogen at rest in a cryostat and flowing through a tank
fill line. Some techniques are especially suitable for earth-based equipment and tests,

and other techniques are suitable for low-g operation.
2,2.3.1 Literature Search

A thorough search of the literature was conducted to examine the state of the art with
respect to gaging systems in general. Particular attention was focused on the appli-
cability and limitations of each system as applied to mixtures of liquid and solid hydro-

gen. Candidate systems that could be used for a flight vehicle are as follows:

Primarily Volume-Measuring Systems

® DPoint-level sensing
® Volumetric flowmeter
e Acoustic and mechanical resonant frequency

Primarily Mass-Measuring Systems

¢ Gamma-ray attenuation
® DPulsed x-ray tube

® Direct weighing

® Mass flowmeter

Primarily Density-Measuring Systems

& Parallel-plate capacitance
¢ Radio frequency

o Differential pressure
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Optical

Buoyant force
Ultrasonic

Linear momentum

Angular momentum

4 6 & % o o

Rotating paddle

S~ The systems or techniques were grouped according to whether they primarily measure
volume, mass, or density. In reality, some systems measure a combination of these.

The hasic principles of operation of each candidate system and the significant features

or limitations of the more promising ones were extracted from the literature and are

presented in the following paragraphs.

Point-Tevel Gaging System. Liquid-level sensors suitable for determining the liquid-

Y

vapor interface of hydrogen are available commercially and include the following:

® Magnetostrictive — Measures the difference in acoustic damping between a

liquid and a vapor to detect the common interface

e Optical — Employs a liquid-level {ransducer containing a light source and a

light-sensitive cell to measure differences in prism-reflected light through
the liquid and the vapor, thereby detecting the interface
® Capacitance — Measures the difference in dielectric constant between the

liquid and vapor to detect the interface

Characteristics and limitations of the point-level gaging system are as follows

hadf ® This technique is indirect in that only the height of the interface between the
liquid or liquid-solid and the vapor is measured. The relationship between

volume and interface level depends upon careful calibration of the system.

® Use of this system is limited to a gravity environment such as that present on
the launch pad where the propellant is oriented with respect to the vehicle axis

' and the interface is flat.
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e Measurements of interface height can be very accurate if the interface is
quiescent. This precludes accurate measurements during rapid tank filling
and periods of active boiling or turbulence.

® Detection of the interface height between liquid and settled slush can be
accomplished by adjusting electronic circuitry for the optical and capacitance

type sensors.

Volumetric Flowmeter Gaging System. One common type of this device is presently

used to determine volumetric flow rates of gases by measuring the rates of rotation

of a positive displacement impeller. In principle, at least, the volumetric flow rates

of liquids, solids, or mixed-state fluids could also be obtained; however, a great reduc-
tion in friction losses is important so that flow characteristics are not seriously affected
by the measuring mechanism. The primary disadvantages of volumetric flowmeters
are: (1) fluid properties must also be measured so that mass flow rates can be inferred
and (2) suitable mixed-state devices, needed for an application to slush systems, are

not presently available.

Acoustic Gaging System. This system measured the acoustic pressure change in a tank

containing ullage vapor and liquid or solid propellant by periodically perturbing the tank
volume with acoustic energy generated by a vibrating bellows or piston. The compli-
ance of the solid/liquid-vapor mixture in the tank is analogous to an electrical capacitor
whose characteristics can be related to mixture pressure, volume, and specific heat.
Likewise, acoustic resistances are analogous to electrical resistances, Thus, ullage
volumes may be observed by differences in acoustic impedance in the tank with respect
to a reference volume. The equation indicating ullage volume in the main tank then

reduces to the relationship of a constant multiplied by the reference frequency.

Characteristics and limitations of the acoustic gaging system are as follows:

e Volume variation of ullage vapor is measured; therefore, many errors can be
encountered in the determination of liquid propellant volume because of the
nonhomogeneous mixing between pressurization gas and ullage vapor, which

varies the ratio of specific heats and affects the accuracy of the system.
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Also, under certain conditions of rapid pressurization, a stabilization time
will be required because temperature gradients in the vapor substantially
affect its acoustic propagation characteristics.

® A reference volume, analogous to one arm of an electronic bridge circuit,
must be used. To obtain accurate measurement, the temperature and pres-
sure in the reference and gaging volume must be kept the same, increasing
construction, maintenance, and testing problems.

® The system cannot be used during loading because it is nearly impossible to

maintain equivalent gas characteristics in the ullage and reference volumes,

Gamma-Ray Attenuation Gaging System. In this system, gamma rays are emitted by

a radioisotope source mounted on the tank. Some of the rays pass through the tank
walls and liquid container volume and arrive at a detector mounted opposite the source.
The empty tank is used to calibrate the tare. With propellant present, the signal
strength decreases due to absorption of the radiation by the liquid, vapor, and/or solid
mass in the tank. The detector then converts the gamma rays into electrical signals

for computer processing.

Characteristics and limitations of the gamma-ray attenuation gaging system are as

follows:

® For a ground-based gaging system, a single source and detector arrangement
can be used. This would require that the source and detector be translated up
and down along the tank and back and forth in one quadrant of the tank, obtain-
ing an average density over the entire fluid volume. This approach would
require that a relatively large source strength be employed, thereby causing
inconvenient restraints to be imposed on ground operations procedures,

® TFor a flight-type system that would require gaging under a low-gravity environ-
ment, a gamma-ray system would be difficult to implement. Several sources
and detectors would have to be strategically placed around the tank to provide
a uniform radiation flux within the tank. This would most certainly require
solid-state detectors to keep weight to a reasonably low value, which would

further complicate sensitivity and discrimination requirements. Also, this
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system is subject to inherent errors resulting from imposition of background

radiation such as Van Allen belt radiation in earth orbit.

Pulsed X-ray Tube Gaging System: This system consists of an x-ray tube source,

solid-state detection subsystem, and data processing subsystem. The system uses
the attenuation of electromagnetic radiation by the liquid, vapor, and solid hydrogen
propellant contained in the tank. With the tank empty, the signal output of the detec-
tion subsystem sets the zero level, which compensates for all fixed masses, such as
tank walls, insulation, plumbing standpipes, etc., between the source and detectors.
As propellant is added, the detector signal level is reduced because the x-rays are
absorbed by the propellant. Maximum accuracy and sensitivity of the system are

reached when the tank is empty.

The pulsed x-ray tube system contains no internal moving parts. Available equipment,
including the x-ray tube, is of rugged construction and proven service life. System
stability and accuracy can be increased by use of a reference detector which is
shielded from the x-ray source subsystem. The detector compensates for thermal
noise, variations in emitted x-ray flux, space radiation noise, and drift in the output
electronics. Also, the pulsed x-ray tube can be shut off except when interrogated and

a series of tanks can be interrogated without danger of crosstalk.

Characteristics and limitations of the pulsed x-ray tube gaging system are as follows:

® This system could be effectively employed for ground-based operations by
using a single x-ray tube and a single detector diametrically opposed, and by
vertically translating and horizontally rotating the coupled system to scan the
contents of the tank. In this manner, an average mass quantity could be

obtained.

® The system has a distinct advantage over a radioisotope system, in that it
can be turned on or off when required; however, protection against the radia-
tion environment must be provided. Relatively large radiation sources are
required to ensure that sufficient penetrating radiation is received by the

detector on the opposite side of a large, full hydrogen tank.
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® Tor an in-flight function this approach seems to be less attractive than for a
ground-based system, since a complete mapping or averaging technique,
similar to the radioisotope method, would have to be employed to operate in
low;gravity environments., Many x-ray generating devices would have to be
placed on the tank, creating difficult implementation problems and resulting

in reduced reliability.

Direct Weighing Gaging System. This can be accomplished either by weighing the GSE

propellant storage tanks or the launch vehicle. Load cells for such systems measure
either mechanical strain or change in electrical resistivity as a function of applied load.
Extremely accurate weight measurements are attainable in practice. Although direct
weighing has not generally been considered as a field technique, it has served as a
primary calibration standard and has been used for some vehicles on the launch pad.
Some advantages of the method are simplicity of equipment, repeatability, and lack of
dependence on nonhomogeneous properties of the fluid, Disadvantages include the
difficult system problems incurred due to the severe size and weight of vehicles such

as those in the Saturn family.

Mass Flowmeter Gaging System. Several different basic principles of operation have

been used to develop devices that can determine mass flow rate. The simplest approach
has been to deduce mass flow by corfelating volume flow measurements with density
obtained from an independent measure of temperature or pressure. Such a device is,

of course, restricted to measuring single-state fluid flow. Another flowmeter presently
under development measures viscous drag of the flowing material to obtain a combined
function of drag coefficient, flow velocity, and density in one section of the meter. The
output signal is obtained from an electrical grid sensor mounted in the flow stream.
Fluid density is then determined by correlating measurements of dielectric constant
using a capacitive sensor, located in a separate portion of the meter. A third type

measures the inertial reactance to torque imposed on rotating turbines by the mass of

flowing material.
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Flexibility is the primary advantage of a mass flowmeter system. The net mass flow-
ing into and out of a tank can be monitored throughout tank loading, launch, and flight.
Flow through fill, vent, and feed lines can be independently recorded by using a flow-
meter in each line. The primary disadvantages are those noted for volumetric flow-
meters, i.e., the accumulative effects of inherent tolerances and the lack of availa-

bility of a proven system for use with multistate fluid flow.

Parallel-Plate Capacitance-Gaging System. These systems measure the dielectric con-

stant of the gas, liquid, or solid ina volume of defined geometry. The dielectric constant €
of a material is given by the ratio of the capacitance of a condenser, with the material
as dielectric, to the capacitance of a condenser of the same linear dimensions with no
dielectric (vacuum). The known relationship between dielectric constant of the fluid
being measured and the geometric volume can be used to determine the quantity of
liquid versus gas in that volume. This technique is well established and performs
very well in systems where the location of the liquid is well known with relation to the
volume being measured, e.g., in a tank on the launch pad. For a nonhomogeneous
fluid such as slush hydrogen, a network of capacitors would be required. This is rela-
tively easy to install in small laboratory tanks, but are heavy and difficult to install

in large tanks.

To be useful under 10w;gravity conditions, a capacitance-gaging system must include a
capacitor structure in the storage tank such that a quantity of liquid will cause the same
effect on measured capacitance regardless of its location. This is necessary because
it must be assumed that liquid distribution can be completely undefined. Therefore,
field strength throughout the tank must be uniform within the accuracy expected from

the tank portion of the system.,

Characteristics and limitations of the capacitance-gaging system are as follows:

e Nonhomogeniety and/or low-gravity conditions require complex in-tank capa-

citor structures. For accuracy, small spacings would be required between
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active elements throughout the tank to ensure a sufficiently uniform electro-
static field, The mechanical problems appear to be excessive; the structure
must withstand vibration and slosh forces without major deformation, The
two capacitor structures must be mechanically supported through electrical
insulators at many points to permit use of lightweight elements.

¢ Surface tension (capillary) effects cause liquids under zero-gravity conditions

to collect in areas that have a high surface-to-volume ratio. These effects

cause the liquid to build up in thickness on the capacitor elements where the

-

. ~ field strength is greatest, This can cause errors since the capacitance

i measurement is no longer accurately related to liquid quantity in adjacent
areas.

;7 e Vibration may cause capacitor elements to move with respect to each other,

d resulting in errors unless signal conditioning is used to filter out all the

= signals caused by vibration,

%

= Radio-Frequency Gaging System. The radio-frequency gaging system interprets the

=i changing resonant frequency of an enclosed metallic structure (the tank) containing

. dielectric material (the propellant) as a measure of the density of propellant in the

% propellant tank. TFor certain tank configurations, it is possible to obtain accurate

gaging by exciting a single RF mode and measuring the frequency shift due to variation
in propellant quantity. For irregularly shaped tanks, or tanks with baffling and internal
structures, problems are encountered in obtaining a single RF mode that is stable over
the entire fill range of interest. However, if the tank is illuminated with many resonant
frequencies, the net effect is to produce an approximately uniform distribution of RF

energy in the tank. The number of modes present over a selected frequency band can

be counted and the information used as a measure of propellant quantity. The impor-

tance of the mode-counting system is that, primarily, measurement does not depend

on tank geometry or propellant distribution. Irregularly shaped tanks lend themselves
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more to this technique than do regularly shaped structures. This technique has the

following characteristics:

Adaptable to any tank shape

Independent of propellant location

Operates during fuel loading or withdrawal

Instrumentation (except for probes) is external to the tank
Multitank gaging is feasible with one signal conditioning unit

High sensitivity is possible

High potential accuracy is possible

Limitations of the RF gaging system are as follows:

e TFluid orientation effects could affect the amplitude of the modes to be counted,
making mode counting more difficult.

e Differentiating electronics and triggering devices required to count modes
have deadbands that can add to the difficulty in counting.

® At present, the manner in which solid particles affect the transverse electri-

cal and magnetic modes is not understood completely.

Differential Pressure Gaging System. This method measures the pressure of a verti-

cal column of the mixture, which gives the density and the height of the column.
Advantages of this system include relatively simple equipment, small component size,

and the possibility of field applications. It is applicable only in a gravity environment.

Optical Gaging System. In this method of density determination, a light beam (includ-

ing ultraviolet and infrared wave lengths) is passed through the fuel tank and the

intensity is measured on the opposite side. The spectral absorption of the transmitted
light can be related to the density of the mixture. Although there are many advantages
to this system, the scattering of light by the solid hydrogen particles presents a severe

problem which must be solved before the system could become practical,
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Buoyant-TForce Gaging System. Density of a fluid can be measured by the buoyant

force that it exerts on a submerged plummet. This method is ideally suited for static
laboratory use and involves relatively simple equipment; however, it is applicable only
in a gravity environment, The disadvantages are slow response, poor sensitivity, and

the need for a homogeneous mixture,

Ultrasonic Gaging System. In this method, the impedance of a vibrating crystal in the

fluid is measured and related to the fluid density. This method is not suitable for non-
homogeneous mixtures or for a turbulent medium, and therefore cannot be used in a

slush mixture.

Linear-Momentum Gaging System. Fluid density can be determined by measuring

linear fluid flow rate and momentum. This system is not applicable to static density

measurement because it requires a mechanism for controlled stirring of the fluid.

Angular-Momentum Gaging System. Density of a fluid can be obtained by measuring

the angular momentum as the fluid rotates, and relating this momentum to density.
As with the rotfating paddle method, density is measured while uniformly mixing the
fluid. Equipment required is relatively simple. Disadvantages of this method include

the presence of bulky moving parts in the fluid.
2.2.3.2 Evaluation of Specific Systems

A preliminary investigation of instrumentation and measurement techniques applicable
to subcooled liquid or slush hydrogen is discussed in this subsection. In this investiga-
tion, three different techniques of determining quantity and quality during tank loading
and ground hold were briefly considered. All of the methods entail measurements of
propellant-occupied volume using point-level sensors that depend on precalibrated
volume-level relationships. Propellant mass measurements for these techniques
require integrating mass flow rates into and out of the tank using flowmeters,

direct weighing using load cells, or use of a nucleonic gaging system,
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Mass and Quality Determination Using Flowmeters and Point-Level Sensors. In the

first system considered, mass flowmeters are mounted in both the slush supply and
liquid-recirculation lines and are used to monitor continuously the net mass in the
tank. The volume occupied is monitored by liquid-level sensors, assuming the flight
tank was previously calibrated for volume. Aerojet-General (Ref. 2. 1) has shown that

it is possible to calibrate a tank volume to 0. 05 percent of full capacity.

Volume occupied by a liquid-solid propellant mixture can be expressed in terms of total

propellant mass, solid fraction, and the specific volumes of the liquid and solid:
VU2 5 =W XvS + (1 —?()vﬂ] = W[X(VS - vﬂ) + Vﬁ] (2. 35)

Since /) for hydrogen is an order of magnitude greater than X(vs - vy) , the specific
volume V/W of the mixture can be approximated by vy in Eq. (2.35). Using this approx-

imation of specific volume for the mixture, the tolerance in quality can be expressed

as
[ (F) -av
dX = — (2. 36)
1-v s/v!2
where d\:V' = d\?V/\EV = flowmeter tolerance as a fraction of mass flowrate, 6' =

VT)/WVE = time to fill the occupied volume at a flow rate W and dV' = dv/nv

volume tolerance as a fraction of occupied volume.

Also, the allowable flowmeter tolerance fraction, which indicates its required accuracy,

can be expressed as

v
(i-—§>MX)+(¢de
. VQ
dw' =

7 (2.37)
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The application of mass flowmeters can be best illustrated with representative numbers.
I'or example, dw' = 0.1 percent (0.001) at the end of the fill period (where 0/9' =
1.0) if dV' is taken as 1 percent (0.01) and dX as 10 percent (0.10). This low value
of dW' indicates that a very accurate flowmeter is required. Further examination of
Eq. (2.37) shows that even if the volumetric sensing error were reduced, the allowable
flowmeter tolerance fraction is still very low. In the above examples, dW = 1.1
percent (0.011) for dV!' = 0 and dX = 10 percent, The resulting allowable tolerance
fraction is likewise very low if greater accuracy in iquality is required. In this case,

dw' = 0.11 percent (0.0011) for dV' = 0 and dX = 1.0 percent.

As discussed in NBS Report 8879, calibration of flowmeters for slush service has not
yet been accomplished. Thus, while it is theoretically feasible to determine the mass,
and therefore the solid fraction, this method is probably not practical for a flight sys-

tem since the accuracy requirements on the flowmeters appear to be muchtoo stringent.

Very accurate measurements of tank volume are possible using point-level sensors.
NBS Report 8879 cites that both optical and capacitive point-level sensors can be
adjusted to sense the phase interfaces for triple-point liquid hydrogen, settled slush
hydrogen, or stirred slush hydrogen. Previous NBS references state that the total
band of sensing inaccuracy using these sensors for liquid hydrogen is on the order of
0.030 in, The error in volume determination dV varies only with the error in
measured interface level and the tank radius. For example, dV in the Saturn S-IVB
hydrogen tank is approximately 4.25 x 104 cm3 (1.5 ft3) if the error in measured
interface level is assumed to be 1.27 mm (0.050 in). This amounts to a volume

tolerance dV/V of about 0,015 percent.

Mass and Quality Determination Using Direct Weighing and Point-Ievel Sensors. At

many vehicle test stands and launch complexes, propellants are weighed directly, either
by weighing the GSE propellant storage tanks or the entire gross launch vehicle. The
load cells for such systems measure either mechanical strain or change in electrical
resistivity to monitor the gravitational forces. Weight measurements accurate to

+0. 05 percent of reading to 10 percent of full scale are common (Ref, 2. 2).
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For cryogenic vehicle systems such as those used with the Saturn V , this method of
determining propellant weight can be enhanced considerably if the load cell is installed
in the interstage structure between stages. For the Saturn S-IVDB stage, for example,
the uncertainties introduced by makeup or vented propellants and frost in lower stages
can be completely avoided. Further, the gross liftoff weight of the S-IVB stage plus
the items above it in the Apollo configuration is only about 5.7 percent of the total
vehicle gross weight at liftoff. This means that the respective errors in weighing are
also related by this percentage. Assuming that additional inherent errors result in a
weighing system with a net accuracy of +0.10 percent of reading to 10 percent of full
scale, the uncertainty in propellant weight for the Saturn S-IVB stage is approximately
16 kg (36 1b) for the interstage weighing system and approximately 290 kg (640 1b) for
the total vehicle weighing system. Volume occupied by propellant may again be
measured with point-level sensors for this concept of quantity and quality control.

The above discussion under '"Mass and Quality Determination Using Flowmeters and

Point-Level Sensors"” applies.

Mass and Quality Determination Using a Nucleonics Gaging System. This method

depends upon placing gamma emitters and detectors in a precalculated array on the
outer tank surface. Theoretically, such a system can be used at all levels of accelera-

tion. Various equations describing the process can be reduced to

[ = K'e (2.38)

As with other systems discussed, this method requires an accurate precalibration of

tank volume.

A serious consideration with respect to radiation mass measurement is reliability in
the Van Allen belt, This, of course, does not affect the use of such a system for pre-
launch measurements. The high cost of such a system could be minimized by arrang-
ing the emitter /detector array in a separable blanket outside the stage external shell.
Removal of the blanket prior to liftoff would also avoid a possible radiation hazard

considering range safety requirements.
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- Instrumentation Study Summary and Recommendations. The results of the System Toler-
ance Effects Study (subsection 2. 2, 2) indicate that an acceptable tolerance for sensing

;;(_ loaded propellant mass is on the”orrdré;r:':bf 1or 27percent of that mass if a 5-percent total

- payload degradation is assumed. In addition, a tolerance of approximately 10 to 15 per-

= cent on sensing loaded-propellant solid fraction for slush was shown to be acceptable with

» the same assumptions applied. Because the acceptance sensing tolerances are this large,

& it is reasonable to conclude that several of the candidate systems could work equally

i' - well. Therefore, the objectives of the present study contract (i.e., development of

- ~ preliminary design techniques and assessment of resulting benefits obtained with use of

» subcooled or slush hydrogen) were pursued independent of instrumentation development.

§ Based on existing knowledge of volume, mass, and density sensing techniques, the fol-

- lowing systems show the most promise for development for use with subcooled or slush

= hydrogen systems:

-

® Point-level sensing to obtain volume
® Either gamma radiation (or x-ray) attenuation, mass flowmeters, or direct
weighing to measure mass

® Radio-frequency techniques to measure density

It is recommended that development work be continued on these systems, and possibly

others.
2.3 PROPULSION STUDY

Initial contacts were made early in the study program with representatives of the
Rocketdyne Division of North American Aviation, Inc., the Pratt & Whitney Aircraft
Division of United Aircraft Corporation, and the Pesco Products Division of the Borg-
Warner Corporation, to discuss engine and pump operating characteristics with use of
subcooled liquid and slush hydrogen. In addition, further discussions were conducted

periodically with both engine companies throughout the contract period.
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A substantial portion of the engine and pump operating characteristics and supporting

data presented in this section was obtained from these contacts. Propulsion anslysis
performed during the study was essentially that required to apply these data to the

S-TVB and Lunar Mission Vehicle studies.
2.3.1 Engine Characteristics and Performance

Estimates of the effects of subcooled liquid and slush hydrogen usage on engine opera-
tion and performance are described in subsequent paragraphs. The specific propulsion
systems considered are the 205K J-2* and the 15K RL10A3-7,** identified with the
S-IVB/ LASS mission concept, and the 15K RL10A3-3** employed on the Lunar Mission
Vehicle.

Rocketdyne 205K J-2 Engine. The J-2 rocket engine, shown in Fig. 2-8, is a high-

performance upper stage propulsion system featuring a tubular-wall, bell-shaped high-
altitude thrust chamber, independent turbine-driven propellant pumps, a single oxygen/
hydrogen gas generator supplying gas to the two turbines in series, and a propellant
utilization system. The basic engine uses a tank-head start system with augmented
spark ignition (ASI), is rated at 910,000 N (205, 000 Ibf) + 3-percent thrust with a nom-
inal vacuum specific impulse of 4,175 m/sec (426 sec), and operates nominally at a
propellant mixture ratio (oxidizer/fuel) of 5.0:1 « 2 percent. For the S-IVB/ LASS
mission evaluation, Douglas Aircraft Co. selected the 205K nominal engine, which
yields 985,000 N (222, 000 1bf) + 3-percent thrust at a mixture ratio of 5.4:1 + 2 percent.
In this study analysis, the 910,000 N (205, 000 1bf) nominal thrust engine was also used
with variable mixture ratios, and a temperature range of 13.803° K (24.85°R) to
20.55°K (37°R) was considered. Use of subcooled liquid propellant is discussed first,

followed by slush considerations.

Engine performance based on temperature is estimated in Figs. 2-9, 2-10, and 2-11 for

the basic engine.*** Using a nominal engine balance without temperature calibration,

*¥905K at a 5.0 to 1 mixture ratio, and 230K at a 5.5 to 1 mixture ratio.
**15K at a 5.0 to 1 mixture ratio and 15.3K at a 5.5 to 1 mixture ratio.
***Engine performance for the Qual. II engine used in the S-IVB application study
is shown in Figs. 3-6, 3-7, and 3-8.
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Fig. 2-8 J-2 Engine Schematic (205K Thrust)

the thrust, specific impulse, and chamber pressure increase, reaching a maximum at
17.8°K (32°R), and then decrease to nominal at 20.55°K (37°R). Similarly, the engine
mixture ratio decreases, reaching a minimum at 17.8°K (32°R), and then increases.
Also shown are the results of the analysis which considered engine balance with re-
calibration at each different hydrogen engine inlet temperature. In this case, the
engine operates at the same volumetric flow rate as in the nominal case. Using this
approach, the engine balance is recalibrated to operate at the desired hydrogen tem-
perature and at the weight flow rates, mixture ratio, and chamber pressure resulting
from the constraint of constant volumetric flow rates. The specific impulse and
thrust vary inversely with hydrogen temperature in the temperature range of interest.
On the other hand, the engine mixture ratio varies directly with these quantities in

the constant volumetric flowrate approach.
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Two important factors which must be considered when using subcooled liquid or slush
hydrogen are: the effect on the cooling capability of the fuel at lower temperature and
the effect on current injector design and pérformance with use of a lower temperature
(higher density) fuel. A preliminary investigation of thrust-chamber cooling indicates
that engine cooling capability will not be influenced significantly for moderate sub-
cooled conditions. A small loss in charééferistic velocity (C*) does result for sub-

cooled temperatures in the triple-point region.

The following areas are recommended for futher detailed investigation by the engine

contractor to confirm the effects of subcooling:

Thrust-chamber injector stability during transition and mainstage firing
Ignition in the gas generator combustor and in the engine with ASI

Clearances in engine valves and turbopumps

Maximum thrust at low mixture ratios (which might exceed the structural
limitations of the engine)

Flight instrumentation temperature transducer range changes

® Effect of lower temperature on engine inlet ducting and associated gimbal

restraints

A preliminary evaluation of the effect of slush usage was analyzed by Rocketdyne. It
was predicted that no deleterious effects would be experienced in the engine systems
due to erosion from solid particles. It was hypothesized that there is only a slight
probability of small solid hydrogen crystals, from 1 to 3 mm in diameter, reaching
the injector during engine operation. This condition could exist even considering the
crushing” effect in the pump. There is a distinct probability that solid hydrogen
particles could flow to the injector during the start transient and chilldown sequence,

in which case start instability or rough combustion could take place.

The following areas of detailed test investigation with respect to slush are required to

confirm engineering theory if the "homogenous mixture" concept is fo be used:

¢ Dead-headed slush in the engine inlet ducting
e Velocity loss in the turbopump due to minimal inducer and impeller

clearances
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e The effect of "ice-bridging" in the ASI bleed line and the flowmeter
e Operation of the main hydrogen propellant valve and engine check valves

® The effect of "ice-bridging' at the gas generator orifice and control valve

Pratt & Whitney Aircraft 15K RL10A3-7 and RL10A 3-3 Engines. These engines are

regeneratively cooled and turbopump-fed with single-thrust chambers and have a rated
thrust of 66,600 N (15,000 1bf) + 2 percent. A simplified schematic for the RL10A3-7
engine is shown in Fig. 2-12. The propellant pumps are turbine driven through the
use of an expander cycle, which utilizes fuel flow circulated through the pump, and the
tubular-wall, bell-shaped, high-altitude thrust chamber. Both engines are capable

of altitude restart, and propellant flow is controlled using propellant utilization sys-
tems and mixture-ratio adjustment valves at a nominal oxidizer /fuel mixture ratio of
5.0:1 =2 percent. The resulting nominal specific impulse is 4,350 m/sec (444 sec);
standard fuel temperature and pressure relationship is nominally 21.54° K (38.8°R)
and 21.35 N/cm (32.4 psia). In their S-IVB/LASS Vehicle Study, Douglas used the
RL10A3-7 at a mixture ratio of 5.4:1 +2 percent. This results in a slight decrease

in characteristic velocity C* and exhaust velocity Ve' This engine is throttleable from
66,600 N (15,000 1bf) down to 6,660 N (1,500 Ibf) thrust at a total pump inlet pressure of
20.7 N/cm (30 psia) and can also be operated in the tank-head idle mode at a total

inlet pressure of 13.79 N/cm (20 psia),

A lack of complete performance data on these engines required that LMSC use general-
ized analyses of potential problem areas. In consideration of the temperature drop at
the pump inlet from 21.1°K (38°R) to 13.803°K (24.85°R), it is apparent that nominal
calibration will be required on these engine systems due to the expander cycle turbine
drive. The first effect of subcooled liquid use is found downstream of the pump, at

the fuel pump discharge cooldown valve, where the cooldown time is reduced for any
given initial propellant condition. Additional fuel pump trim does not appear to be
needed at the present time because of the temperature rise of approximately 10.55°K
(18.5°R) through the pumping cycle. The cooling capability of the propellant in the
thrust chamber will not significantly affect engine operation; however, the engine
experiences a slight shift in mixture ratio and nominal thrust with temperature. These

effects are estimated in Fig. 2-13 where it can be seen that they are negligible.
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Fig. 2-13 Estimated Effect of Temperature on Mixture Ratio
and Nominal Thrust for the RL10 Engine
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Figure 2-14 shows the estimated effect of temperature on the percent nominal speci-
fic impulse at the measured mixture ratio.* Again, the effect is minor and the engine

operation will still be within the rated nominal thrust tolerance of +2 percent.
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Fig. 2-14 Estimated Effect of Temperature on Mixture Ratio and Percent
Nominal Specific Impulse for the R1.10 Engine

Adjustment of mixture ratio and thrust control can be accomplished using present oper-
ational techniques, although a problem may exist in the final engine firing sequences
when the subcooled propellant warms up to approximately 20.55°K (37°R). Detailed
engine analysis accompanied by hardware testing is required to finalize engine opera-

tional efficiencies and effects on estimated propellant residuals.

*Engine performance for the RL10 engines that were used in the S-IVB/LASS and Lunar
Mission Vehicle Application studies is given in Sections 3.3 and 4. 3., respectively.
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Technical opinions from Pratt & Whitney representatives concerning effects of solid
hydrogen in the engine system were obtained, but require substantiation by analysis or
test. It appears that very little erosive action, if any, will take place during engine
firing, although engine operation could be impaired, resulting in hard starts, off-
mixture-ratio operation, and increased AP. The following areas of investigation are

cited to fully clarify and confirm systems analysis on both RL10 engines:

® Dead-headed slush in the inlet ducting and primarily in the "Y' duct to the
engines

® Variation in throttling dual-engine combinations due to subcooled liquid and
solid propellants

e "Ice-bridging" effect in cooldown valves, orifices, and igniter system

utilization
2.83.2 Chilldown Pump Characteristics

The S-IVB vehicle presently uses a tank-mounted pump (PESCO Model No. 144668) for
chilldown prior to engine burn. The requirement for this pump exists for the chilldown
sequence in the LASS concept. The motor is of a "wet-run" design and, as such,
requires circulation of liquid hydrogen through the pump motor during operation and
immersion in liquid hydrogen during fill, launch hold, and ascent. Operation and out-
put of this pump would not be affected either by exposure to, or by immersion in, slush
hydrogen, although minor modifications to the impeller and housing would probably be
required. Impeller vane clearances now range between 2.195 mm (0. 090 in.) and

2,54 mm (0. 10 in.), with a pump efficiency of approximately 60 percent. If the assump-
tion is made that aged solid crystals are approximately 3 mm (0.120 in.) in size, then
the clearance probably must be increased to reduce high breakaway torque and housing
erosion. To minimize these effects, clearances should be increased to 5.09 mm

(0.20 in.) and 6.34 mm (0. 25 in.), respectively, resulting in a nominal decrease in
efficiency to 50 to 55 percent. It will also be necessary to eliminate labyrinth passages,
where they exist, to minimize the possibility of crystal adherence and buildup during

static and dynamic flow. To reduce contemplated additional friction, it may benecessary
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to provide nonmetallic liners or plating on the inner pump passages. This thickness

can be minimal and would not cause additional pump AP,

The unit presently mounted outside the S—fVB tank provides an appreciable heat short
to the propellant. To maintain high-quality slush in the tank, it is essential that a
technique be evaluated for mounting the entire unit inside the tank. It was the manu-
facturer's (PESCO) suggestion that this could be readily accomplished at an early date.
The present mounting flange, shown in Fig. 2-15, can be modified so that structural
mounting to the internal tank wall can be accomplished during stage assembly. FElec-
trical connections can be made through suitable cryogenic connectors and associated
plumbing can then be installed. Although final systems analyses were not performed, the
chilldown pump could possibly be used for recirculation during launch hold and ascent,
thereby eliminating or reducing stratification in the tank. This would require a change
from a two-way tank to a three-way control valve, allowing the extra port for recircu-
lation in the tank. A second option would be to maintain the same valving, and bleed
off part of the chilldown flow to the tank for circulation during the chilldown phase. In
future analyses, if it appears that chilldown requirements
for both the RL10A and J-2 engines would exceed the exist-
ing pump capability of 85.2 x 1072 m3/sec (135 gpm), up-
rating of the pump should include one of the above-noted

recommendations regarding slush-hydrogen recirculation.
2.4 INSULATION STUDY

Optimization of the insulation system for a liquid-hydrogen-
fueled or slush-hydrogen-fueled stage, as with any other
cryogenic stage, depends upon the criterion used. For this

investigation, the primary assumptions were:

® Stage payload is maximized with fixed velocity
increments.
Fig. 2-15 Existing S-IVB ® Maximum gross stage weight is limited by booster
Chilldown Pump capability.
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e The hydrogen tank is vented at a saturated pressure and temperature signifi-
cantly above those of the loaded propellant.
® Separate independent insulation and venting systems are employed for the oxi-

dizer tank,.

The gross stage weight can be expressed as:

w

W +WP+W

G PL I W AW

+ W, (2. 39)

BO T NS
The variation in payload weight with insulation thickness can be otained by differenti-
ating Eq. (2.39) with respect to thickness. The approximate optimum insulation thick-
ness that corresponds to maximum stage payload weight can then be determined by
equating the differentiated equation to zero and solving for the corresponding thickness.
Extensive mathematical manipulation is required to do this and to incorporate the heat
absorption capability of subcooled liquid or slush hydrogen. An alternative procedure
was used in the study to predict the approximate optimum insulation thicknesses in pre-

liminary analyses for each vehicle.

A more comprehensive determination of optimum insulation thickness was also obtained
for each vehicle application study. This was accomplished by numerically evaluating
insulation, tank, inert and boiloff weights for a number of specific insulation thick-
nesses. The total integrated weight index was then plotted as a function of insulation
thickness to obtain the optimum and to show the effect of nonoptimum thicknesses.
Secondary effects, such as tank-wall cooldown, pressurization gas heating, etc., which
could not be considered in the preliminary analysis described, were included using the

numerical technique.
The deviation of equations used in the preliminary optimization of insulation thickness
for each study vehicle is presented in the following paragraphs. Results of the prelimi-

nary optimization using these equations and the final optimization using the numerical

technique are presented in Sections 3, 4, and 5.
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The weight of boiloff propellant and insulation are first-order functions of insulation

- thickness. Other terms in Eq. (2.39) reflect only secondary influences of thickness.
% The optimization technique presented here consists of equating to zero the sum of the
differentials of these two weight terms with respect to insulation thickness and solving
g for the thickness. Also included are the effects of heating initially subcooled liquid or
. slush hydrogen to the final vent conditions and of venting boiloff hydrogen prior to
= accelerating the stage. This optimization process is only approximate, since the
- o effects of insulation thickness on the other weight terms of Eq. (2.39) are not con-
— ~ sidered. However, a more exact solution can be obtained by subsequently adjusting
; the total propellant and tank weights so that they correspond to the calculated boiloff,
o and then recalculating the optimum thickness. This is accomplished within the con-
§; straints of a fixed gross stage weight and fixed velocity increment. Resulting boil-
off propellant and insulation weight terms are then differentiated and again solved for
= the optimum thickness. The true optimum is obtained when further iterations produce
- a negligible change in thickness.
= The potential to increase enthalpy from an initially subcooled liquid or slush condi-
- tion to a saturated liquid condition can be equated to the actual enthalpy gain of the
- bulk propellant as shown by
XL, + AH = (I—%gAl+Qp) z Wll; (2. 40)
= =1 7

From Eq. (2.40), it can be seen that boiling will start at the conclusion of the Nth

time step.

The time of initial boiling is
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5 N-1
0.
GN = —-*—N-l' - WP z —W—‘L‘ (2.41)
ofar+g) N R
where
WPNBF
qu = -ATI-I—J;/_(XLf-*— AH)
KATBF
@ = 1
pI i
QP
* = e—
! KAAT
The total boiloff that occurs after BN is
N
W —"‘pIA(*+l 9 —Ze 2,42
Bo -~ BF \4 6) M j (2.42)
i=1

By differentiating the boiloff and insulation weight with respect to insulation thickness,

combining, and solving for thickness yields

1/2
N-1 WPN
Sopr = 1|0 Zej 1—W_P-‘ (2.43)
i=1 :

Equation (2.43) is the expression for insulation thickness that will always result in a
minimum sum of insulation and equivalent boiloff weights. It provides the true optimum

insulation thickness for all mission durations only if the propellant is loaded and vented
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at the same enthalpy level. In such cases, all heat transferred into the propellant tank
results in boiloff. This boiloff appears in Eq. (2.43) as a positive quantity, and is
therefore real and permissible. However, for cases where the propellant is vented
after an enthalpy gain compared to that of the loaded propellant, Eq. (2.43) is discon-
tinuous below certain mission durations. This occurs because the resulting boiloff

gquantity in the discontinuous region is negative and is therefore not real or permissible.
The true optimum thickness in this region will permit heating of the propellant pre-

cisely to its boiling point at the saturated-vent conditions for any mission duration in

that region. This thickness can be obtained by defining the boiling period OB as

N
0p = Oy - 2 0, =0 (2. 44)
j=1

The expression for optimum thickness that results from combining Eqs. (2.41) and

(2.44) is

OPT ~ 7¢‘N/a

S

w
E 1- ﬂ (2. 45)
- J'

The general form of the curves obtained by plotting the loci of points calculated from
Egs. (2.43) and (2.45) versus mission duration is shown in Fig. 2-16. TFor different
initial and final propellant enthalpy conditions, the true optimum thickness is the

smaller of the values given by these two equations.

The mission duration at which Eqs. (2.43) and (2. 45) yield identical results is

¥ _2¢qg¥+1x(1 49 qryt/?
2aq*
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FROM EQ. 2.43 /

POSITIVE

NEGATIVE BOILOFF VALUES -~ BOILOFF VALUES
~

BOILOFF

OPT. DISCONTINUITY

FROM EQ. 2.45

Fig. 2-16 General Solution of the Insulation Optimization Equations
2.5 VENTING STUDY
Venting of a hydrogen tank can be accomplished with either continuous or periodic
(cyclic) venting. The latter technique was assumed for all analyses performed in this
study. This was done to disassociate the complexities of continuous venting in low-

gravity environments from the comparison of performance for various initial conditions

of the hydrogen.

Equations were derived that describe the general energy balances present during

periodic venting and self-pressurization cycles:

2-60

LOCKHEED MISSILES & SPACE COMPANY



= K-11-67-1
- Vol. II

Qent = (612 - Q ) + (Q, -Q > (2.47)

1 2 1 2
A-Q— :(6 —6 ) + (6 -Q ) (2.48)
stored 4 5 ﬂl Vo Qvl
where
= QV = energy removed from the system during venting
~ ent o
691 = energy content of the initial liquid mass
- 622 = energy content of the final liquid mass
- 6V1 = energy content of the initial vapor mass
-
o §V2 = energy content of the final vapor mass
; A—stored = total energy absorbed in self-pressurization of the saturated system
from an initial to a final pressure
) Equations (2,47 and 2, 48) were expanded and solved during the study for tank sizes and
E a general range of initial and final cycle pressures. From this analysis, values of
final liquid mass, initial vapor mass, final vapor mass in the tank, and vapor mass
= vented overboard were expressed in terms of initial liquid mass, initial total mass,
B and total tank volume for the vent cycle that was described by Eq. (2.47):
= My =AMy - BV 2.49
- Ly £ (2.49)
Mvent = CM;Z1 + DV (2.50)
=
M =M - M 2.51
o ! tl !Zl ( )
B
- MV2 = Mtl - M‘l2 - Mvent (2.52)
g where A through D are functions of initial and final pressure.
=
= Figures 2-17 through 2-20 present the solutions of coefficients A through D that
- were obtained in the analysis. They apply to any tank for the pressure range shown.
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Fig. 2-17 Coefficient for Mass of Liquid Hydrogen Remaining After Vent (A)
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Fig. 2-19 Coefficient for Mass of Vapor Hydrogen Vented (é)
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Energy stored during a self-pressurization cycle, final liquid mass in the tank at the
end of the cycle, and initial and final vapor masses in the tank are expressed in terms
of initial liquid mass and initial total mass present at the beginning of the self-

pressurization cycle described by Eq. (2.48):

AQgiored EMﬂl + FV (2.53)
M!22 = EM,ZI + HV (2.54)
My, = Mg, - M,21 (2. 55)
M, =M, -M 2.56

where E through H are functions of initial and final pressures.

Figure 2-21 presents the solution of Eq. (2.53) that resulted from the analysis. Co-
efficients E and F were obtained in generating Fig. 2—21, but are not shown since
the total relationship of stored energy to initial and final pressures is needed directly.
This technique permits use of the figure to obtain the stored heat energy for known
pressure limits, or to obtain one pressure limit if the stored heat energy and the other
limit are known. Figure 2-21 applies only to the S-IVB since its particular tank

volume was used in calculating the values shown.

The coefficients G and H are given by
— pv Pv
G = <1 - —~~l> (1 - —2> (2.57)
le pﬁz
— Pv
H = (p, ~Py > (1 - —'2‘> (2.58)
1 2 Pla

2.6 PRESSURIZATION STUDY

Systems using helium and/or hydrogen pressurants were investigated during this study
program. Both pressurants were considered for initial pressurization prior to launch

and for repressurization to start the engines in space. Preliminary studies indicated
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that systems which use only helium pressurant for these functions are lighter and more
reliable. Therefore, such systems were selected for final study analysis. However,
only hydrogen pressurant systems were considered for expulsion of the fuel during
engine firings because this pressurant can be obtained from engine bleed, which results
in a considerable saving of hardware weight. Primary variables that affect pressuriza-
tion system optimization in general are pressurant injection temperature and mode of

storage.

Flight weight hydrogen tanks require that atmospheric or greater internal pressure be
maintained to prevent buckling of the tank shell during ground operations and ascent.
Saturated hydrogen vapor pressure for subcooled liquid or slush, which is approximately
0.7 N/cm2 (1 psia) at the triple-point condition, is well below atmospheric pressure.
Analyses performed during the study assumed use of a partial pressure of helium vapor

to provide the total pressure required during ground and ascent operations.

Differences in pressurant-gas requirements resulting from use of subcooled liquid or
slush hydrogen are due to the following:
e A tendency toward greater condensation (hydrogen pressurant only) on the
liquid surface
e Additional pressure drops in the system unique to the slush condition
® A necessity to start the engines early in the mission when the saturated hydro-
gen vapor pressure is substantially below the tank pressure required to start
(mission dependent)
e A smaller volume per unit-mass-expulsion-rate requirement due to increased

density of the subcooled fuels
2.6.1 Increased Condensation Rates for Hydrogen Pressurants

The first consideration, that of higher condensation rates (or reduced evaporation),
has been previously investigated (Refs. 2-3, 2-4, and 2-5) analytically and experi-

mentally. Results of these investigations are applicable to systems that use subcooled

hydrogen propellant.

In terms of increased system weight, the penalties are more significant for pre-

pressurization of an ullage with hydrogen vapor for engine startup than for expulsion
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because the vapor for startup normally would be stored in an ambient storage bottle,
while for expulsion it comes from engine bleed. The hardware weight required
to store hydrogen vapor at ambient conditions can be significant, while engine bleed

is essentially free.

Results of Computer Analysis. Typical values of mass transfer at the interface dur-

ing engine firing are presented in Fig. 2-22, Predicted values were obtained from the
Rocketdyne pressurization computer program for the translunar firing of the S-IVB/
LASS mission. Results show a slightly larger mass evaporated for the saturated liquid
case than for the triple-point liquid or slush casé. The difference in pressurant gas
required is negligible for vehicle performance considerations, The total pressurant

gas weight for the translunar firing expulsion is approximately 73 kg (160 1b).

Results of Other Analyses. The model chosen to study condensation prior to applica-

tion of the Rocketdyne computer code was selected after a literature search, This
model is conservative in that it predicts a larger mass transfer than would occur. The
selected model assumes that the liquid and vapor exist initially at some uniform temper-
ature. At time zero, the pressure is suddenly raised by the introduction of pressurant
gas into the upper region of the ullage. A higher uniform temperature is assumed to

result from adiabatic compression of the ullage gas.

The analysis used in the application of this model was derived by Thomas and Morse
(Ref. 2-3). Essentially, separate solutions of transient heat conduction equations for
the liquid and vapor were coupled by boundary conditions at the traveling interface.
The resulting pair of coupled second-order partial differential equations were then
simplified. A pair of ordinary second-order differential equations resulted which have
for their solution the real root of a transcendental equation. To avoid the difficulties
of a numerical solution, an approximate polynomial solution (Ref. 2-3), based on the
idealization of a thermal boundary layer thickness, was developed. Subsequently, a
computer program was developed by Olsen (Ref. 2-4) to solve the transcendental equation.
An alignment chart that permits a graphic solution of the transcendental equation was
then developed by O'Loughlin (Ref. 2-5). The results presented in the following para-
graphs were obtained with the aid of this alignment chart.
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From the solution a bulk gas temperature, Tg may be determined such that there is
no net mass transfer at the interface. For bulk gas temperatures greater than T} ,

evaporation will result; for temperatures less than T , condensation will occur.

With a diffuser in the tank inlet so that little or no mixing occurs, the bulk gas temper-
ature will correspond closely to the adiabatic compression temperature T Ad This

will, in general, be much lower than either the inlet temperature or T Therefore,

*
3 -
mixing of the ullage gas will be desirable in most cases because this will result in
higher temperatures near the interface, along with reduced condensation. Such results

have been verified by tests referred to in Ref. 2-4.

The relations for TF and TAd are as follows:

3
Th-T {(kpc )
T3—T2 = k Cp)ﬂ (2.59)
27 1 P=p),

o\ x- 1
Tad _ <P2) y

(2.60)

These two temperatures are listed in Table 2-1 for four specific conditions. Note the

large effect of the initial liquid temperature on T; .

Table 2-1

BULK PRESSURANT GAS AND ASSOCIATED ADIABATIC
COMPRESSION TEMPERATURES

T,,°K (°R) | P,, N/em? (psia) T5, "K(R) | T,qs °K(R)
13.84 (24.9) 11.7 (17) 135.7 (244) 53.9 (97)
13.84 (24, 9) 19.3 (28) 140. 1 (252) 43.9 (79)
20.35 (36.6) 11.7 (17) 28.4 (51) 27. 2 (49)
20.35 (36.6) 19.3 (28) 58,4 (105) 21.7 (39)
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The solution obtained from the alignment chart is given in terms of three constants

which are defined as follows:

v Py Ky v

Q

[J4]

i

Q.
ﬁl
r~ ~
bh
< @]
~1 g
<<

(2.61)

(2.62)

(2.63)

The solution is facilitated by breaking down these groups into subgroups involving just

liquid or vapor terms. The vapor terms in Egs. (2.61 and 2.63) are grouped as

follows:

Cl, = ’pv kV CPV

Cp
C3._ = Y
v Py kV
Making use of the ideal gas law yields:
Cp.
- pl/2 [y 7V
Cly = P RT
s ~1/2_ [CPy RT
T2 kV
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The properties and temperatures in Egs. (2.66 and 2.67) should be evaluated at the

arithmetic average between T, and T, . A group common to Cl1 and C3, which

2 3
involves only liquid properties, is defined as C . and is

Py Ky (2.68)

Cﬁ should be evaluated at the mean of T1 and T2 . The heat capacity in the parameter
C2 should be evaluated at the average of Tl and T2 , whereas the latent heat of vapor-
ization in both C1 and C2 should be evaluated at Tgy. For a set of property groups
Cl, C2, and C3, the alignment chart yields a dimensionless mass transfer parame-
ter Z such that

= ~ap\/7 Z (2. 69)

and

0

dM _

M = af S8 do = -2afa0z = -2C, i Za (2.70)
O

If the rate of mass transfer is desired, then Eq. (2.69) is used. The total mass trans-

. ferred from time zero is given by Eq. (2.70).

Values of the parameter Z were determined for four systems as a function of the gas
temperature in the vicinity of the interface. The four systems consist of liquid initially
at temperatures of 13.803°K (24.85°R) and 20.35°K (36.6°R), which are suddenly pres-
surized to 11,7 N/cm2 (17 psia) and 19.3 N/f:m2 (28 psia). The product of 27 C,

is plotted in Fig. 2-23 for the four systems, Note that for the lower pressurant tem-
peratui'es, the mass transfer is predominately condensation with 13, 803° K (24. 85° R)
liquid and evaporation with the 20, 35°K (36.6°R) liquid.
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To make use of Fig. 2-23 for a specific design, the temperature of the gas near the
interface must be specified. However, to be conservative, the adiabatic compression
he

temperature was used for T Using the result from Fig. 2-23 for T, = T

. t
3 3 Ad”’
total quantity of mass transferred is plotted as a function of time in Fig. 2-24,

— The magnitude and direction of the mass transfer in a suddenly pressurized saturated
hydrogen system are quite sensitive to the bulk liquid temperature, as shown above.

These effects can be summarized as follows:

® TFor a liquid hydrogen system initially saturated at 20.35°K (36.6°R), con-
- densation is predicted at the liquid-vapor interface when hydrogen pressurant
is introduced at a temperature of approximately 27.8° to 55.6°K (50° to 100°R),
- or below (depending on the final pressure). Evaporation is predicted at this
interface for higher pressurant temperatures.
® Tor a triple-point liquid or slush hydrogen system initially saturated at
13.803°K (24.85°R), condensation is predicted at the interface when hydrogen

pressurant is introduced at a temperature of approximately 139°K (250° R) or

{

below. Again, evaporation is predicted for higher pressurant temperatures,

- When the bulk gas temperature after pressurizing is conserVatively assumed to be
equal to the adiabatic compression temperature, it can be seen that condensation will

:E occur at the interface for system initially saturated at 20.35°K (36.6°R) or 13.803°K
(24.85°R)., However, the magnitude of condensation is much greater for the 13.803°K

& (24. 85°R) system. For example, in 0.1 hr, the predicted mass condensed per unit

= of interface area is 76.2 gm/cm2 (0.168 Ib/ftz) for 13.803°K (24.85°R) liquid or

£ ;  slush compared to 25.6 gm/cm? (0.0565 1b/tt2) for 20.35°K (36.6°R) liquid if both

were initially saturated and then pressurized to 19.3 N/cm2 (28 psia). This con-

densed quantity is three times greater for 13.803°K (24.85°R) systems, and becomes

approximately 13 times greater if both initially saturated systems were pressurized
to 11.7 N/cm2(17 psia) rather than 19,3 N/cm2 (28 psia) .

5’:
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B 2.6.2 Additional Pressure Drops in Slush Systems
Additional pressure drops in a system using slush hydrogen result from the following:
® Dresence of a screen on strainer that is being used to prevent solids from
entering the engine
- ® Draining of liquid through the solids
- - These small additional pressure drops will result in a requirement for a higher ullage
~—
pressure only if the pressure delivered at the pump is to be maintained at a fixed value.
If the pressure requirements can be modified at the pump inlet, a penalty will not
result. Cavitation of the liquid entering the pump is not a problem because the liquid
would be highly subcooled.
_ These additional pressure drops are estimated to be very small; however, they have
- not been quantitatively evaluated because of the lack of appropriate experimental data.
- 2.6.3 Increased Pressurant Requirements Due to Low Hydrogen Vapor Pressure
= The third consideration, unlike the first two, is highly mission dependent. If an engine
firing is required comparatively early in the mission when the low hydrogen vapor pres-
= sure results in a low total ullage pressure, a large incremental pressure requirement
= : c. -
exists for pre-pressurization. The ullage pressure history shows this case for the first
= midcourse correction firing for the S-IVB/LASS mission. This is discussed in detail
= in Section 3. These studies indicate that other S-IVB/LASS mission events are not
— U penalized because of low vapor pressure, since the propellant has had sufficient time
- to heat before the next major event, which is lunar braking.
- 2.6.4 Effect of Increased Density of Subcooled Hydrogen
E % The final effect which was investigated is that due to differences in propellant density.
-

Since triple-point liquid and slush hydrogen have higher densities than saturated liquid,

their volumentric flow rates are reduced during an engine firing, and pressurant
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requirements are correspondingly reduced, givena fixed mass of expelled propellant.
That is, the pressurant mass per pound of propellant expelled is reduced for hydrogen

in the triple-point liquid and slush condition.

A comparison of pressurant requirements for saturated liquid, triple-point liquid and
slush (applicable when the solids are screened out) during translunar firing of S-IVB/
LASS is presented in Fig. 2-95 These results, obtained using the Rocketdyne pro-
gram, include the effects of heat exchange with the tank walls and the internal insulation,
two-component gas diffusion (helium and hydrogen) in the ullage space, and mass and
heat transfer at the interface. The results show the combined and opposing effects of
less evaporation at the interface (shown in Fig. 2-22) and lower volumetric flow rate

for the subcooled condition.

Inspection of these results shows that the effect of lower volumetric flow rate (greater
subcooled density) dominates and that less pressurant gas is required during trans-

lunar firing for subcooled liquid and slush.
2.6.5 Summary of Results

The following observations are based on analyses performed during the study:

® DPressurant required for use of subcooled hydrogen can be less than for satu-
rated liquid hydrogen under some conditions, e.g., the translunar injection
firing of the S-IVB/LASS vehicle.

e Repressurization requirements for engine starts early in a mission may lead
to large increases in the total pressurant requirement. This is shown by the
requirements of first midcourse correction for the S-IVB/LASS vehicle. The
Lunar Mission Vehicle, on the other hand, does not require increased pres-
surant because the engine firings do not occur until Iafe in the mission, when
the propellant vapor pressure has increased to near its maximum value.

e In general, the effects of condensation (or reduced evaporation), liquid density,
and additional pressure drops unique to the subcooled condition appear to be

minor. The primary effects are mission unique.
2-18
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Fig. 2-25 Accumulated Mass of Pressurant Required for
S-IVB/LASS Translunar Injection Firing
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2.7 COMPUTER-CODE CORRELATIONS

Behavior of helium vapor and hydrogen solid, liquid, and vapor components in the fuel
tank of hydrogen-fueled vehicles is extremely complex. However, an understanding of
fundamental behavior characteristics is a prerequisite for investigations of propellant
management and pressurization systems such as those performed during this study
program. Therefore, computer-code correlations were used to substantiate trends,
effects, and conclusions obtained from the analyses of these systems, A discussion

of the codes used and the major results of their use is given below.
2.7.1 Stratification Flow-Model Code Application
Solid-particle settling, natural convection in the boundary layer, and masrs and energy

balances resulting in stratification within a liquid-solid hydrogen mixture were studied

using a modified version of the "Asymmetric Nuclear Heating Computer Program"

(Ref. 2-6). Modifications to the program were accomplished using Lockheed Independent

Development funds in support of the contract study. Application of the modified pro-
gram was funded within the contract budget.

To reduce the time required to modify the existing program, certain features not
required for immediate slush studies were stripped out before the modifications were
made. Therefore, the stripped version of the program, which was then modified and
used to study slush effects, does not include nuclear heating in the bulk or boundary

layer, asymmetric wall heating, or variable wall heating.

The modified computer code was applied to studies of propellant behavior during
ground hold, launch, and ascent. Environmental characteristics and tank geometry

typical of the three study vehicles were used in these computer studies.

Significant conclusions arrived at as a result of the computer studies include the

following:

e Settling of the solids will occur within a few minutes after tank fill or when

recirculation is terminated.
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- e Stratification of the surface liquid layers is considerably greater for initially
subcooled liquid or liquid-solid mixtures than for initially saturated liquid
. under a pressure of approximately one atmosphere.
= These effects are shown in Fig. 2-26 using the Saturn S-IVB as an example. Data are
= presented for time = 0 (mixed model) and time = 750 to 800 sec (engine firing) .
- i 2.7.2 Rocketdyne-Epstein Pressurization Code Application
~r
%7 Correlation of study results from application of the stratified flow model and the
. Rocketdyne-Epstein pressurization code shows that the latter program is better suited
g‘ for studies of ullage gas behavior and pressurization requirements. Therefore, the
Rocketdyne code was used in the pressurization studies as discussed in subsection 2.6.
=
=
-
=
-y
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Section 3 T
SATURN S-IVB APPLICATION STUDIES '

3.1 VEHICLE/MISSION CHARACTERISTICS

An advanced lunar logistics mission was specified by MSFC for S-IVB application
studies during this contract program. This vehicle/mission concept was originally
defined by Douglas Missiles and Space Systems Division of Douglas Aircraft Company
in a previous effort. The final report of the Douglas work, entitled "Lunar Appli-
cations of a Spent S-IVB/IU Stage (LASS)," was taken as the baseline reference

for this study (Ref. 3-1).

The baseline vehicle is fueled with liquid hydrogen initially saturated at 13.1 N/ cm2 A

(19 psia). Figure 3-1 shows the vehicle configuration selected by Douglas. The
mission profile specified in that work was modified for this program to permit a

better comparison of resulting performance with that from the Lockheed MIMOSA

studies for MSFC (Ref. 3-2).

Existing Saturn V/S-IVB/IU vehicles require a number of significant modifications T
to perform the LASS mission using saturated liquid hydrogen. Figure 3-2, reproduced ﬁ
from the Douglas report, shows the most significant of the modifications which were ,,
investigated in their work. Some additional changes are required to effectively use -
subcooled liquid or slush hydrogen with this vehicle/mission concept. A summary
of modifications which apply to S-IVB/LASS vehicles fueled with hydrogen at all

initial conditions is presented below. Items which apply to a particular initial hy-
drogen condition are so noted:

e Installation of two RL10A-3-7 engines, including gimbal systems and

plumbing, to supplement the J-2 engine
e Installation of a four-leg landing gear, including cables, deployment

mechanisms, and a hydraulic system

3-1
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Fig. 3-1 Selected Saturn S-IVB/LASS Vehicle Configuration

(from Douglas Report 56365P, ref.
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Installation of polyurethane foam insulation on the common tank bulkhead
Installation of an aluminized Mylar multilayer insulation blanket on the
engine thrust cone 7

Installation of additional cold helium bottles for pressurizing the O 9 and H2
tanks (number varies with initial hydrogen condition)

Installation of additional ambient helium (or hydrogen) bottles to provide
H,, tank pressurant for secondary firings, and additional helium bottles
for pneumatic valve service

Installation of structural supports for the RL10 engines, additional
helium bottles, and other additional equipment

Installation of additional power, electronics, and thermal conditioning
equipment in the Instrument Unit (IU) and Auxiliary Propulsion System
(APS) modules

Deletion of two existing 320-N (72-1b) thrust ullage rockets from the APS
modules

Modification of the existing S-II stage separation system

Installation of a liquid-return line, for the slush-fueled vehicle only,

and additional instrumentation and wiring for both the subcooled liquid-

and slush-fueled vehicles

As noted é.bove, the LASS mission profile selected for this study was modified from

that proposed by Douglas. Mission operations, and the corresponding velocity re-

quirements, were made consistent with those from NKSA—sponsored MIMOSA studies

at Lockheed. In general, the mission requirements used are more stringent than

those specified by Douglas. This results in somewhat lower payload weights, but

in a higher probability of mission success.

profile include:

Direct ascent to translunar injection from Earth (no Earth parking orbit)
Transit time of 72 hours

Injection into a 148. 3-km (80-nm) lunar orbit for two revolutions
Hohmann-transfer descent to the lunar surface at a preselected site
Throttled hover and landing, nominally at 76 hours after injection from
Earth

3-4
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_ Operation of the S-IVB/IU for LASS differs from that for the standard Apollo mission” T
in the following important respects: -~ o
ey ® The vehicle is oriented during translunar coast with the engines pointed
L toward the sun, except for propulsive and venting functions, by use of the
%; APS modules.
- ® Propellants are settled for engine starts and hydrogen tank venting by
S ignition of the RL10 engines in a tank-head-idle pressure-fed mode )
7‘\, (zero NPSP).

= ® Venting of hydrogen is accomplished with a series of cyclic vents,

|

- performed after orienting the propellants. Each cycle is initiated by a

_ tank pressure sensor. ) -

- 3.2 PROPELLANT MANAGEMENT SYSTEM - S
Analytical methods obtained from the propellant management system optimization

= studies described in Section 2 of this report were applied to the S-IVB vehicle and -

. LASS mission. These studies included: (1) tank fill and ground hold, (2) system

= tolerance effects, and (3) instrumentation for quantity and quality measurements. _ o

L5 Resulting system characteristics and effects unique tothe S-IVB are discussed in : o

= this section. . _

& - =

_ The existing S-IVB propellant management system design was reviewed to determine _

%;’ its approximate compatibility with use of subcooled liquid and slush hydrogen. An :

estimate of the areas which will require detailed analysis prior to actual hardware

modifications for use of these subcooled fuels is listed below:

Engine suction line screen and baffling

Temperature sensors

Quality meters

Recirculation disconnect

Recirculation control valve

Recirculation liquid-return line

I

Additional éapacitors on LH2 mass probe

- 3-5
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e Chilldown pump screen

e Additional three-way valve for chilldown pump circulation, header,
and control

e GHe/ GH,, scavenge system

Improved chilldown pump mounting (internal)
3.2.1 Tank Fill and Ground Hold

Preliminary analysis was performed to determine approximate requirements for:
(1) filling the S-IVB fuel tank with triple-point liquid or slush hydrogen on the launch
pad, (2) maintaining the hydrogen fuel which was initially loaded in either of these
conditions during ground hold, and (3) forming or upgrading the quality of slush in
the vehicle tank during ground operations. Transient as well as steady-state re-
quirements were determined in the analysis. Recirculation, injection of helium
vapor, and operation of a cold-helium heat exchanger were the three techniques

evaluated in this preliminary analysis.

The following S-IVB vehicle characteristics were assumed for the preliminary
analysis:

® Loaded hydrogen weight = 19, 822 kg (43, 700 1b)

e® Steady-state ground-hold heat rate = 2, 27 X 105 w (12,900 Btu/min =

7.74 x 10° Btu/hr)

Results of the preliminary analysis are summarized in Table 3-1. Inspection of the

data presented in this table shows that a continuous flow velocity of approximately

4.57 m/sec (15 ft/sec) is required through the existing 15. 24~cm (6-in.) diameter fill

line to supply the 24,177 kg/hr (53, 300 lb/hr) SH,, flow rate necessary to maintain

50-percent slush using recirculation. Compared with this, a flow velocity of approxi-

mately 54.86 m/sec (180 ft/sec) of 11.11°K (20°R) GHe is required through the

15,24 cm (6-in.) line to achieve the 26, 309 kg/hr (58, 000 1b/hr) flow rate indicated for

steady-state slush maintenance using helium injection. An approximate velocity of

73.15 m/sec (240 ft/sec) is required to supply the 34,020 kg/hr (75, 000 Ib/hr) flow rate
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PREDICTED HYDROGEN TANK FILL AND GROUND HOLD REQUIREMENTS
FOR THE SATURN V/S-IVB

Cold GHe

. . . He Iniecti
Technique Recirculation GHe Injection Heat Exchanger

Transient Cooldown:

T1 of LH2 , °’K(°R) - 20.33 (36.6) 20.33 (36.6)

T2 of LH2 , °’K (°R) - 13.83 (24.9) 13.83 (24.9)

T1 of GHe , °K (°R) - 11.11 (20,0) 11,11 (20.0)

GHe Flowrate, kg/hr (1b/hr) - 34,020 (75,000) | 47,174 (104,000)

Cooldown Time, hr - 0.55 1.0
Steady-State Operation

to Maintain Triple Point

Liquid or Slush:

Degradation in transfer 0.05 - -

line, AX/X1
H2 Flowrate for Xa = 50%,

Xb = 50%, kg/ hr (Ib/hr)
2

Recirculation Period, hr

20°R GHe Flowrate,

kg/hr (Ib/hr)

Slush Formation in Vehicle
Tank:
20°R GHe required to form
507, slush, kg (Ib)

24,177 (53,300)

0.82

26,309 (58,000)

18,552 (40,900)

56,246 (124,000)

39,690 (87,500)

LOCKHEED MISSILES & SPACE COMPANY
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needed to cool a tank of liquid hydrogen from 20. 33° K (36. 6° R) to the triple point.
It can be seen from this comparison that tlﬁer fl(»)v;// 'brr'étrénrand velocity Which result from
use of recirculation arc cntircly feasible. Those rates and velocities associated
with helium injection would seem to make thc deé[gn of'ln ihjé;cji;qr;ljﬁ}anifold, a vent
line, and the GSE facility very difficult. In addition, the highly turbulent conditions
in the tank resulting from large helium flow rates needed for the injection technique

would impose severe requirements onquantity- and quality -sensing instrumentation,

Further, the indicated flow rates and velocities required for use of a cold-helium
heat exchanger appear unfcasible since they are approximately double those needed
for helium injection. Thervefore, the results of this analysis {or the S-IVB vehicle
indicate that recirculation is the preferred technique f01: Wfrirlling the fuel tank with

subcooled liquid or slush hydrogen and for quality maintenance during ground hold.

Figure 3-3 shows a schematic of a typical recirculation system which could be
used to load and maintain subcooled hydrogen in the S-IVB stage. The following

paragraph describes a preliminary tank loading procedure for the S-IVB.

S-IVB propellant loading is presently accomplished by automatic programming;
therefore, slush loading will require conversion of the loading console located on the
Launch Umbilical Tower. In this study, an attempt was made to maintain as much
of the present loading program as possible, thereby reducing additional thermal
stresses in the internal insulation and a potential problem of tank implosion. The
numerical data presented are typical for hydrogen slush loading of 50-percent aver-
age quality in the flight article ut 13, 83° K (24. 9° R) with a density of 81.7 kg/m3
5.1 1b/ft3).

The following loading sequence depicts a preliminary recirculation technique for

loading and maintaining slush of 50-percent average quality,

Sequence Operation Comments
1.0 Begin GNZ purge of LH‘2 tank; cool tank to Present practice for
77.77°K (140° R) at 13.2 N/cm2 +0.69 N/cm2 LH, system
(19.1 £ 1 psia).

3-9
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2.0

3.0

4.0

5.0

6.

7.

0

0

When tank temperature sensors stabilize
at 77.77° K (140°R) for minimum of 3
minutes, initiate GHe purge at 77.77° K
(140° R) and 13.2 N/cm” +0. 69 N/cm”
(19.1 * 1 psia) until tank volume is 99%
GHe; maintain inert condition in tanks
until verification for loading is received.
Assure that dewar slush (SHZ) quality is
nominally 50% before transfer is begun.
Note: Dewar slush of any quality that can
be readily transferred in a line canbe
used to upgrade propellant in the flight
tank to an average quality of 50% by prop-
erly adjusting the supply and liquid-re-
turn flow rates.

Begin slow fill at 500 gpm (158.76 kg/
min or 350 lb/min SH,) maintaining

13.2 N/em? + 2.76 N/CMZ (19.1 +4
psia) tank pressure at 5% load.

Initiate fast fill with SHy at 13.83°K

(24. 9°R) and 3000 gpm (920. 8 kg/

min or 2030 1b/min) to 93% load. Main-

tain tank pressure with GHe at 13.2 N/cm2 ,

(19.1 +1 psia) during fill.

Begin SH2 slow fill at 1270 gpm (403.7
kg/min or 890/1b/min) to 100% load.
Maintain tank pressure with GHe at 13.2
N/cm? + 0. 69 N/em? (19.1 +1 psia)
during fill.

When liquid level approaches S-IVB
station 512, open SHZ recirculation
valve (estimated S-IVB station 500),
permitting liquid flow to storage dewar.

3-10
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Present practice for

LH2 system

New procedure for typi-
cal 50% quality slush

system

Present practice for

LHZ system

Present practice for
LH2 system, except for
additional GHe require-

ment

Final fill rate equalized
to that required for

ground-hold maintenance

New procedure for slush

system
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Return flow willrapproximate 403.7
kg/min LH,, (890 1b/min LH,). Con-
tinue recirculation until SH2 inlet and
SH2/ LH 5 outlet quality-meter outputs
are constant, and the fuel mass probe
registers 100% load. »
8.0 Continue recirculation during launch hold New procedure for
with nominal 50% quality slush at maximum slush system
of 1270 gpm (403. 7 kg/min or 890 1b/min)
to maintain 100% load; monitor quality in-
strumentaﬁ;iqn and SH2 mass probe.
9.0 Approximately 90 seconds prior to lift-off, Present practice for
close fill, recirculation, and vent valves and LH2 system
pressurize tank to 21.03 N/cm2 +0.35 7
N/em? (30. 5+ 0.5 psia) with GHe.

3.2.2 System Tolerance Effects Study

Significant payload penalties will result from instrumentation and design tolerances
associated with measurements of (1) loaded hydrogen quantity, (2) loaded quality or
solid fraction, (3) in-flight hydrogen quantity, (4) ground-vent pressure, (5) flight
vent pressure, and (6) total heat rate to the hydrogen. Equations which relate pay-
load penalty magnitude to tolerance magnitudes were developed and are summarized
in subsection 2.2.2 of this report. Figure 3-4 presents individual payload penalties
as a function of tolerance magnitude which resulted from preliminary evaluation of

the equations for the S-IVB/LASS vehicle.

From inspection of these data, it may be noted fhat payload is most sensitive to the
quantity of hydrogen available in flight. Slightly smaller penalties result from
errors in measuring loaded hydrogen quantity. Payload is then considerably less
sensitive to variations in predicted heating rate, slush quality, flight-vent pressure,

and ground-vent pressure, in that order.
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Fig. 3-4 Payload Penalties Resulting from Saturn V/S-1VB System
Tolerances; Liquid- or Slush-Fueled Vehicles
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Using the data from Fig. 3-4, individual and total system payload penalties were
obtained for presently predicted state-of-the-art tolerances. The total pcnalty was
calculated using a root-mean-square combindﬁ;oﬁ 6f :thé individual values. Results
are given in Table 3-2. This preliminary analysis shows that the system penalty is
essentially the same for both liquid-and slush-fueled vehicles. The penalties are
similar because the insulation thickness does not optimize differently for slush and
liquid. The increased payload penalties for both, as a percentage of nominal payload,
result because the S-IVB was not originally designed or optimized for an extended
mission duration. The LASS mission profile therefore presents a severe design
condition insofar as hydrogen storability and tolerance cffects are concerned. If

it were determined later that the 10 percent plus penalties shown are unacceptably high, 7
more accurate instrumentation and measurement techniques would be required for

this stage and mission.
3. 2.3 Instrumentation Requirements

Significant modifications are required in Saturn V/S-IVB instrumentation and control
components to provide for measurements of quantity and quality where subcooled
liquid and slush fuels are used. However, existing propellant management and pro-
pellant utilization system instrumentation was assumed to satisfy requirements for
the saturated liquid hydrogen- fueled [13.1 N/crn2 (19 psia)] LASS vehicle. For
study purposes, it was necessary to roughly define these modifications so that system

inert weights could be estimated.

For use of triple-point liquid, only minor modifications to the existing system were
assumed. These are (1) replacement or recalibration of temperature sensors and

(2) replacement or recalibration of capacitance probes.

For use of liquid-solid mixtures, additional modifications were assumed. These are
(1) installation of a liquid recirculation line, control valve, and disconnect, (2) re-
placement or recalibration of temperature and capacitance sensors, (3) installation

of a gamma radiation (or X-ray) attenuation system, and (4) installation of a screen

3-13
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Table 3-2

K-11-67-1
Vol. IT

PAYLOAD PENALTIES RESULTING FROM PREDICTED HYDROGEN SYSTEM

TOLERANCES FOR THE SATURN S-IVB/ LASS VEHICLE

: Predicted Payload
Variable N‘?:;‘l;;al Tolerance To‘;:ié::ce Penalty
(%) kg (1b)
Loaded Hyp 19, 822 kg 1 198.22 kg 97.07
Quantity (43,700 1b) (437 1b) (214)
Loaded Hg 50% 10 N.A./5% N.A./66.23
Solid Fraction (N.A./146)
In-Flight Ho Variable 2 396.9 kg 391
Quantity (875 1b) (862)
Ground Vent 13.1 N/cm2 5 0.655 N/ cmz/ NA|N.A./21.3
Pressure (19 psia) (0.95 psia/N,A.) | (N.A./47)
Flight Vent | 19.31 N/cm> 5 0.965 N/ cm> 28.58
Pressure (28 psia) (1.4 psia) (63)
Heat Rate 4,688 w 25 1172 w 303.9
to H, (16, 000 Btu/hr) (4000 Btu/hr) (670)
Total System 4,867 kg 10.4/10.5 - 505.76/509.85
Payload (10, 730 1b) (1115/1124)
Note: When two values are given, the first applies to liquid-fueled systems and the

second to slush-fueled systems; single values apply to both.

LOCKHEED MISSILES & SF’ACE' COMPANY
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near the tank outlet to filter and retain solid hydrogen particles in the tank during ex-

plusion of liquid for engine firings.

Although modifications would also be required for other vehicle instrumentation, no
definition was made during this study because weight differences are assumed to be

negligible.
3.3 PROPULSION SYSTEM

The primary propulsion system for the Saturn S-TVB/LASS vehicle combines the
existing J-2 engine installation and two additional RL10 engines, as described in

subsection 3.1. A schematic of the combined system is shown in Fig. 3-5.

Three full-thrust firings are required for the LASS mission. These provide (1) trans-
lunar injection, (2) retro into lunar orbit, and (3) braking during descent to the lunar
surface, Both the J-2 and the two RL10 engines are assumed to operate at an optimum
fixed mixture ratio for each of these firings. The mixture ratios used in the analysis
were selected from a range which is feasible for J-2 and RL10 engine operation,
Nominal limits are 4.5 to 1, minimum, (oxygen to hydrogen) and 5.5 to i,ifnaximum.
Selected ratios were those that result in maximum payload weights for each initial
hydrogen condition. Since hydrogen is conserved by the use of the initially subcooled
liquid or slush, the optimum mixture ratios are lower for these cases. Values of
thrust and specific impulse as a function of mixture ratio and hydrogen temperature
were estimated for study purposes. TFigures 3-6 through 3-8 present these estimated

values.

In addition to the full-thrust firings discussed above, a number of throttled firings of
the RL10 engines only are required to perform the LASS mission. Two firings at 10
percent of full thrust are assumed for the first midcourse correction and for deorbit
to achieve the Hohmann-transfer descent. Hover and landing are accomplished by
throttling the RL.10 engines to provide a total thrust equal to the total equivalent

vehicle weight in the lunar gravitational environment. The second midcourse correction

3-15
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Fig. 3-6 Estimated Thrust vs. Mixture Ratio for S-IVB/LASS Vehicle
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firing and numerous ullaging firings to settle propellants for engine starts and venting
are provided by using the RL10's in a tank-head idle mode. All throttled firings of
the RL10 engines were analyzed at a nominal mixture ratio of 5.0 to 1, regardless

of the initial hydrogen condition being considered.

Table 3-3 presents a summary of the propulsion system requirements and character-
istics resulting from the S-IVB/LASS performance analyses. Details of propellant

usage and venting are given in other sections of this report.

3.4 INSULATION SYSTEM

The S-IVB hydrogen tank insulation is an internal foam composite (Ref. 3-3) consisting

of (1) a reinforced polyurethane foam core weighing 83.3 kg/m3 (5.2 1b/ft3); (2) a
No. 116 fiberglass cloth liner impregnated with polyurethane resin weighing 0. 269
kg/m2 (0. 055 lb/ftz); (3) a wiped-on coat of polyurethane resin sealer weighing 0. 0537
kg/ m2 (0.011 Ib/ ftz); and (4) the bond between the foam core and the tank wall, esti-
mated at 0.293 kg;/m2 (0.060 lb/ftz). The average density, therefore, varies with

thickness.

A preliminary optimization of the insulation was obtained using the method described
in subsection 2.4. A more comprehensive determination was then obtained by a

numerical evaluation of insulation and boiloff weights for several values of insulation
thickness. In the latter analysis, tank-wall cooldown, pressurant heating, and other

secondary effects were considered.
3.4.1 Preliminary Optimization

The nested-tank design of the Saturn S-IVB stage results in different heating rates to

the hydrogen through the tank sidewall and through the common bulkhead. The pertinent

aspects of the thermal environment, the resulting heat trahsfer, and the optimization
of thicknesses are therefore treated separately in the discussion that follows. All

preliminary calculations are based on a single firing into lunar orbit, since the earth
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escape firing occurs very early and therefore exerts only a small influence on insula-

tion optimization.

The S-IVB stage is assumed to be oriented during the earth-lunar transit phase with
the engine pointed toward the sun. Such orientation is feasible in practice only within
the limits of the angular cone resulting from attitude control system tolerances and
an optimized dead band. For this analysis, a constant average angular displacement
is assumed. The net heat transfer into and away from the tank sidewall exposed to
the sun is, of course, zero. The term which describes the heat re-radiated from that
surface can be neglected since the surface temperature is only approximately 17 to
22°K (30 to 40°R). The heat which is conducted through the sidewall insulation to the
propellant must then equal the absorbed solar energy. For the combination of insula-
tion thermal conductivity and surface absorptivity of the S-IVB stage, it can be seen
that the sidewall heating rate is relatively independent of the sidewall foam insulation
thickness for small changes to that thickness. For this preliminary analysis then,

the heating rate through the tank sidewall is

Q. = To= aqpdl = 79583 (3.1)

The above value for sidewall heating rate compares favorably with the range of values

presented by Douglas (Ref. 3-4).

The S-IVB common bulkhead separates the oxygen and hydrogen tankage volumes with
a nearly constant temperature differential. Since the foam insulation is in series with
the evacuated space between the bulkhead skins, the expressions that define the opti-
mization parameters are slightly different from those developed in subsection 2.4.
Heat transfer through the bulkhead can be conveniently expressed as a function of the
differential temperature and the combined resistance of the foam insulation and the

evacuated space. The length of the boiling period is given by Eq. (3.2):
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— W_ (XL, + AH)
0. = 0 - L | (3.2)
B M AT +Q +Q
— 6d w P
= R 4+ ——
KAd
N The resulting total boiloff hydrogen weight is then
- w B ATQM i WP(XLf + AH) -
; WBo T 7 s, L, 3-3)
—— R+ gag o

And, the differential of boiloff weight with respect to bulkhead insulation thickness is

dw AT
BO _ M 3.4

déd ~ ‘Sd 2
KAdLv R + _KAd

with Eq. (3.4), and solving for the thickness yields

Combining dWI/déd = P Ad

54(opt) = (aGM)1/2 - KA R 3.5)

Similarly, the expression for thickness which yields zero boiling is

e 1 _
, éd(BB— 0) = _q*—KAdR (3. 6)
= aGM
= The solution of Egs. (3.5) and (3.6) for GK/I yields the same result as that obtained
., from the equations derived in subsection 2.4.
|
8
E”;‘i’
= 3-23
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For preliminary evaluations, the angle between the vehicle centerline and the sun -
vector, g, is assumed to be 2 degrees. The optimum bulkhead insulation thicknesses _
together with the resulting boiloff weights and other related parameters are summarized %

in Table 3-4 for initially saturated liquid at 13.1 N/cm (19 psia), and for 50%
slush. §
-
It is interesting to compare the optimum conditions shown in Table 3-4 with those that &
result if the bulkhead insulation were designed to yield zero boiloff. That thickness, g -
from Eq. (3.6), is 7.90 cm (3.1 in.) for initially 50% slush. The associated bulkhead =
insulation weight is then 694 kg (1530 Ib). The corresponding payload penalty is

approximately 124.7 kg (275 1b) and could be even less if the inert weights of vent

.H!-M‘mu !

hardware were deleted.

3.4.2 Final Optimization 1
@
Discussion of the final S-IVB insulation optimization for the LASS mission is separated i
into (1) Heat Transfer Considerations, and (2) Final Optimization Procedure and
Results.
%
3.4.2.1 Significant Heat-Transfer Considerations
In order to determine heat-transfer rates and total heat absorbed by the S-IVB hydro-
gen tank, it is convenient to separate the LASS mission profile into four chronological i3
time periods. These are (1) pre-pressurization, (2) ascent and cooldown, (3) lunar @
transit, and (4) lunar orbit, descent, and landing. Environmental heating is signifi- W 2
cantly different during each of these periods. A further differentiation can be made @
within each time period to show the distribution of heat transferred through the —
(1) forward dome and joint, (2) cylindrical sidewall, (3) aft dome, aft joint, and com-~ g
mon bulkhead, (4) fill, drain, feed, and chill lines, (5) helium bottle supports, and
(6) préssurization gases. ;
The thermal conductivity of polyurethane foam insulation is dependent upon its =
temperature and the degree of hydrogen permeation (Ref. 3-3). The values of thermal -
3-24 =
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Table 3-4
SUMMARY OF PRELIMINARY OPTIMIZED BULKHEAD INSULATION
THICKNESSES AND RELATED QUANTITIES FOR THE
SATURN S-IVB STAGE AND LASS MISSION

QW + Qp = 1425 w (4865 Btu/hr) )
= 2 deg
K - 3.46 x 107 w/em °K
— (0.02 Btu/hr—ft-°R)
= Ay = 54.8 m” (590 ft%) B _1
B q* = 10.83m ~ (3.30 ft )
—_— W = 6,350 kg (14,000 1b) for @ + Q)
- P > w p
- ATy = 69.44°K (125°R) o = 0.650 X 10_43m2 hr
% b - 160.2 kg/m® (0.700 x 10~3 ft2/hr)
h (10 1b/ft3)
- 0 = 76 hr
= w ,
Vent Pressure = 26.2N/cm” (38 psia)
= BF - 0.5 )
Initially Sat. Liquid Initially 50% Solid
at 13.1N/em?2 (19 psia) at 0,703 N/cm? (1.02 psia)
¢, m (ft) 0.0344 (0.113) 0.0991 (0. 325)
03, (hr) 10.9 65.8
54 (opt) , em (in.) 4.06 (1.6) 4.06 (1.6)
Wy ke (1) 1787  (3940) 290  (640)
Wiy kg (Ib) 356  (785) 356  (785)
Wy + BFWg, kg (Ib) 1250  (2755) 502  (1105)
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conductivity used in this analysis, Fig. 3-9, were obtained by correlating data presented

in the above reference with recent Douglas-originated data for the Saturn V/S-IVB
Apollo stage. Where maximum and minimum values were presented, an arithmetic

average was used.

It can be seen by examining available S-IVB data that heat transfer through the forward
dome and tank penetrations is not significantly affected by insulation optimization.
Therefore, only the common bulkhead and the aft dome/cylindrical sidewall insulation
thicknesses were optimized in this analysis. Heat transfer through the forward dome,
tank penetrations, and pressurization gases was considered in calculating total heat
absorbed to determine boiloff. For the common bulkhead, the heating environment is
essentially constant throughout the mission; therefore, the temperature differential
and thermal conductivity are constant also. For the remaining tank components,
heating environments, temperature differentials, and thermal conductivities all vary

throughout the mission.

Pre-pressurization. The nominal countdown procedure for the Saturn V/S-IVB Apollo

launch vehicle specifies that topping of the S-IVB hydrogen tank is terminated at from
50 to 90 sec before liftoff. Pre-pressurization of the hydrogen tank occurs at this
time. For purposes of this analysis, a 90-sec period was assumed. Heat transferred
into the hydrogen tank during this period results in heating of the bulk hydrogen and

must therefore be considered in optimizing the insulation system.

Ascent and Cooldown. Tank temperature and effective thermal conductivity of the

insulation increase rapidly between liftoff and maximum aerodynamic heating; they
then gradually decrease to steady-state values during lunar transit. The sidewall
cooldown period varies from approximately 2 hr for 1.02-cm (0.4-in.) thick insulation
to approximately 12 hr for that 6.35 cm (2.5 in.) thick. Variations are greatest along
the sidewall where the effect of aerodynamic heating is maximized. Similar (but
smallér)variations occur along the aft dome which is shielded by the aft skirt and
cooled by the oxygen tank. The forward dome experiences initial heating near the

skirt joint, but the net effect is one of gradual cooling. Heating rate to the hydrogen
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is shown in Fig. 3-10 as a function of flight time and insulation conductance. Since
conductance varies throughout the cooldown period, average values were calculated
for this study. The insulation conductivity values used to calculate the average con-
ductances during cooldown were those which correspond to the average insulation
temperatures. The areas under the resulting heat-rate curves of Fig. 3-10 were then
integrated to determine total heat transfer during the ascent and cooldown period

corresponding to those particular values of conductance.

Lunar Transit, Tank sidewall insulation temperature and thermal conductivity vary

during the lunar transit period as a function of vehicle centerline-sunline angle. An
average steady-state angle of 1 degree was assumed for this analysis (Ref. 3-1).
The corresponding steady-state heat flux through the sidewall insulation is approxi-
mately 392.6 w (1340 Btu/hr) (Ref. 3-1). Analysis indicates that the steady-state
tank sidewall temperature and insulation conductivity which would yield this flux for
a 2.54-cm (1.0-in.) insulation thickness are 25.6°K (46°R) and 1.73 X 10_3 w/ecm°K
(0.10 Btu/hr-ft-°R), respectively. Since negligible reradiation would occur for a
tank temperature of 25.6°K (46°R), this flux is essentially independent of insulation

thickness, and was therefore used for all thicknesses,

It can be shown that a significant heat transfer would result from increased solar heat
flux incidence during brief periods of reorientation to accomplish midcourse correc-

tions and venting. Therefore, an increment of total heat transfer was included in the
analysis to account for this increase. The incremental flux used was 22,151 w

(21 Btu/sec) for the reoriented periods only, conservatively assuming that the vehicle

centerline is broadside to the sun for these periods.

Lunar Orbit, Descent, and Landing. Tank sidewall insulation temperature and thermal

conductivity vary during the lunar orbit, descent, and landing period as a function of
solar and lunar radiation fluxes, incidence angles, and the thermal properties of the
external surface. Accurate calculation of the total heat transfer during this period

can only be accomplished with the aid of a computer program. An approximation of
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heat transfer was made for this study by using the averaged absorbed heat flux for a
vehicle in a noon lunar orbit as computed by such a machine program. The assumed
surface properties included an emissivity of 0.92, a solar absorptivity of 0.16, and

an infrared absorptivity of 0.92. The entire average absorbed heat flux of 187.3 w/m2
(59.4 Btu/hr—ftz) was assumed to result in heating of the hydrogen since the average
surface temperature indicates that reradiation was relatively small compared to the

total.

Total accumulated heat quantities absorbed by the hydrogen were calculated from the

transient heating history described above. Results are presented in Figs. 3-11

through 3-14 for vehicles fueled with hydrogen at the three initial conditions of interest.

Total heat transfer to the hydrogen tank increases approximately 3.5 percent for
triple-point liquid, and approximately 7.5 percent for 50% slush, over that corres-
ponding to liquid saturated at 13.1 N/cm2 (19 psia). These increases result from
higher initial temperature differentials across the tank insulation system and from
higher heat absorption from the pressurant gases introduced to start the engines and

expel the hydrogen during firings.

Increases in temperature differential across the insulation range from 7.2°K (13°R)
at tank pre-pressurization (90 sec before liftoff) to 0°K (0°R) after initial saturation
at the vent pressure. Assuming a nominal initial hydrogen weight, initial saturation
was predicted at approximately 22 hr for triple-point liquid and at approximately 44 hr
for 50% slush. These times apply where 1-in. sidewall and 3-in. bulkhead insulation
thicknesses are used in both cases. Subsequent to initial saturation times, heat

transfer to the hydrogen is identical for all initial conditions.
A secondary effect, reflected in the data presented, results from slight decreases in
insulation thermal conductivity for subcooled propellants during the early mission

phases. These decreased conductivity values are due to lower average insulation

temperatures caused by the cooler propellants. They tend to reduce the increased
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3-31

LOCKHEED MISSILES & SPACE COMPANY



TOTAL HEAT ABSORBED (joule x 1070)

K-11-67-1
Vol. I

N THICKNESS = 2.54 cm (1.0 in.)

SIDEWALL INSULATI

EETUV TS SOE TR ST S

N |

500 Mﬁf,,ﬁ* m - ,, m :

.. 400
. COMMON BULKHEAD
INSULATION THICKNESS,

cm (:in'.)_

, 7.62 (3) — 300
S I A 10.16 (4)

TOTAL HEAT ABSORBED (Btu x 1073)

—1 200
200 : 0

—1100

0 0.5 1.0 1.5
FLIGHT TIME (hr)
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Ascent; Saturated Liquid-Fueled S-IVB/LASS Mission
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heat transfer caused by the higher temperature differentials. The variation of insula-
tion thermal conductivity with average insulation temperature was taken from Fig. 3-9.

Heat absorption from pressurant gases varies with the type of pi‘essu_rization system

and the temperature of the pressurant gas. Table 3-5 presents typical values which

were calculated for an all-hydrogen pressurization system. These values are

reflected in the heating histories presented in Figs. 3-11 through 3-14,

Table 3-5

SUMMARY OF HEAT TRANSFERRED TO THE HYDROGEN FROM
HYDROGEN GAS PRESSURANTS FOR THE S-IVB/LASS MISSION

LHg Sat. at 19 psia T.P. LHp 50% Slush Hg
Initial Condition Joules (Btu) Joules (Btu) Joules (Btu)
Pre-pressurization | 2.2995 x 10° 5.453 x 10° 6.898 x 108
2,180) 5,170) (6, 540)
Translunar Firing 36.812 x 10° 26.897 x 108 | 26.897 x 10°
(34, 900) (25, 500) (25, 500)
1st MCC 4.114 x 108 42.192 x 105 | 87.548 x 10°
@3, 900) (40, 000) (83, 000)
2nd MCC 0 0 0
0) (0) (0)
Orbit Retro Firing 33.437 x 10° 37.15 x 10° 37.15 x 10°
(31,700) (35, 220) (35, 220)
De-orbit Firing 5.327 x 10° 4.831 x 10° 4.831 x 10°
(5,050) (4,580) (4,580)
Braking Firing 37.656 x 10° 44.207 x 10° | 44.207 x 10°
(35, 700) (41,910 (41,910)

Note that heating histories for five different bulkhead insulation thicknesses are pre-
sented for a single sidewall insulation thickness. These data were ultimately used

to optimize the bulkhead insulation thickness. A discussion of the optimization
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procedure is given later, where it is shown that the selected sidewall insulation thick-

ness depends upon factors other than minimum system weight.

3.4.2.2 Final Optimization Procedure and Results

Optimum insulation thickness for an existing vehicle such as the S-IVB is that which

results in a minimum total effective weight of vented propellants plus insulation.

Actual vented propellant weights must be multiplied by a boiloff factor for this purpose.

A simplified model was developed and used to predict vented (boiloff) hydrogen weights
for the purpose of optimizing the insulation. This model assumed complete thermal
mixing of the hydrogen throughout the mission. All heat absorbed by the system after
pre-pressurization on the launch pad was assumed to raise the initial energy level of
the liquid, or liquid-solid mixture, until saturated vent conditions were reached. The
calculation to determine the time of initial venting included the effect of withdrawing
impulse propellants for the translunar firing, midcourse corrections, etc. A sum-
mary of this calculation is given in Table 3-6 for the three initial hydrogen conditions
of interest. The data presented is for a 3-in. common bulkhead insulation thick-

ness and a 1-in. sidewall insulation thickness. Similar calculations were made for

each of four other bulkhead insulation thicknesses and for three other sidewall insulation

thicknesses.

After initial saturation at 23.443 N/cm2 (34 psia) for a system pressurized with hydro-
gen gas only, all subsequent heat absorbed was assumed to result in vaporization of
some of the liquid. An average heat of vaporization value was used which corresponds
to the average of the initial and final vent pressures. For the cyclic venting mode
previously established for the S-IVB, these pressures are 23.443 N/(:m2 (34 psia)

and 13.79 N/ cm? (20 psia), respectively. A portion of the hydrogen vapor thus pro-
duced after initial saturation was assumed to fill the additional ullage volume which
resulted from liquid removal after that time. The remainder of the vaporized
hydrogen was then assumed to vent overboard during the remainder of the mission.

The total mass vented overboard was evaluated using the following equation:
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PRELIMINARY PREDICTION OF ENERGY ABSORPTION BY
PRIOR TO INITIAL VENTING: S-IVB/LASS?

Table 3-6

K-11-67-1

Vol. II

LHE HYDROGEN

LHp Sat at

Initial Hydrogen Condition 13. 1 N/cm2 LHj Sat. at 50% SHj at
T.P. T.P.
(19 psia)

Initial Energy Ref., joule/gm (Btu/ -248.9 -309.1 -338.2
Ib)(b) (-107.0) (-132.9) (-145.4)
Initial Hydrogen Loaded, kg (Ib) 19,547 19, 547 19, 547
(43, 094) (43,094) (43,094)

Total Heat Input During Pre-press,, 14.366 x 108 17.809 x 106 19,254 x 106
joule (Btu) (13, 620) (16, 884) (18, 254)

Total Heat Input; Liftoff to Trans- 12,221 x 107 10,946 x 107 11.912 x 106
lunar Firing at 710 sec. joule (Btu) (115,770) (103,770) (112,930)

Total Heat Inpul to Translunar Fir- 13.648 x 107 12.727 x 107 13.837 x 107
ing at 710 sec, joule (Btu) (129, 390) (120, 654) (131, 184)
Energy Increase to 710 sec, joule/ 6.98 6.51 7.07
gm (Btu/1b) (3.00) (2. 80) (3.04)
Energy Ref. at 710 sec, joule/gm -241.90 -302.61 -331.13
(Btu/1b) (~104. 00) (-130. 10) (-142. 36)
Energy Int(*rement to Sat., joule/gm 19.31 80.01 108.53
(Btu/1b) (C (8.30) (34. 40) (46. 66)

Heat Incrément to Sat, at 23.44 N/ 14.477 x 107 60.001 » 107 81,385 » 107
cm? (34. 0 psia) joule (Btu) (137, 250) (568, 838) (771, 570)

Total Heat Absorbed Prior to 1st 28.125 x 107 72.728 x 107 95.222 x 107
Vent, joule (Btu) (266, 640) (689,492) (902,754)
Flight Time of 1st Vent (hr) 0.501 22.1 44.2
Total Ho Mass Prior to 1st Vent, 7.501 7,230 7,230
kg (lb)%d (16, 536) (16,093) (16,093)
Liquid Mass, kg (1b) 6,954 6,737 6,737
(15, 330) (14, 853) (14, 853)
Vapor Mass, kg (1b) 5,470 5,625 5,625
(1, 206) (1.240) (1, 240)

(a) 2.54cm Sidewall Insulation and 7.62 c¢m Bulkhead Insulation (1.0 in. Sidewall Insulation

and 3,0 in, Bulkhead Insulation)
(b} NBS Monograph 94

(c) Energy Reference = -222,59 joule/gm (-95.7 Btu/Ib)

(d) Net remaining after impulse withdrawals
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Q - Q.
_ “total init. sat. _
WBO B LV (ave.) (MV2 MV]_) 3.7)

The results of this S-IVB hydrogen tank insulation optimization are presented in Figs.
3-15 and 3-16. The sum of effective hydrogen boiloff plus insulation weight is shown
in Fig. 3-15 as a function of sidewall and aft bulkhead insulation thickness for the
initially saturated [at 13.1 N/cm2 (19 psia)] liquid case. These data show that the
true optimum sidewall and aft bulkhead insulation thickness is less than 1. 27 ¢m

(1/2 in.) considering effective weight. However, approximately 0.64 cm (1/4 in.) of
insulation is required just to satisfy present Saturn V launch facility maximum vent
rates and to prevent liquefaction during ground hold. Since the existing S-IVB vehicles
are presently provided with a 2.54-c¢m (1-in.) thickness, this thickness was selected
and used throughout the remainder of the study. It is noted that the weight penalty
associated with 2.54 cm (1 in.) compared to 0.64 cm (1/4 in.) is approximately
258.6 kg (570 1b).

Figure 3-16 shows similar plots of effective weight versus common bulkhead insulation
thickness for each of the three initial hydrogen conditions being studied. These data
are given only for the selected 2.54 ¢cm (I=in.) sidewall insulation thickness. The
optimization shows very little difference in effective weight for thicknesses between
7.62 and 10.16 cm (3 and 4 in.). Therefore, a 7.62-cm (3-in.) thickness was selected
for all propellant conditions. It is noted that the penalty associated with the 4, 06-cm
(1.6-in.) thickness previously predicted is on the order of 90.72 kg (200 1b). Since

the total heat absorbed by the hydrogen was finally calculated to be greater than that
predicted by the previous analysis, a greater optimum thickness was expected. The

present analysis, therefore, confirms the previous analysis.
3.5 VENTING SYSTEM

Subsequent to optimization of the insulation, it was necessary to perform a more

sophisticated analysis to determine the venting time history and the individual quantities
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of hydrogen lost overboard during each vent cycle. For this purpose, a second
analytical model was developed and used. Again, complete thermal mixing of the
hydrogen was assumed. In this second model, all heat absorbed by the hydrogen

after initial saturation was distributed to both the liquid and the vapor. Energy
balances were written describing the relationships involved. This was done in general
terms for any vent period during which the tank pressure blows down from a given
initial preésure to any desired final pressure. A description of the study and the

results is given in subsection 2.5 of this report.

These generalized solutions were used to determine ullage pressure and venting
histories for selected SfIVB/LASS vehicles fueled with saturated 13.1 N/cm2 o
(19 psia) liquid, triﬁ']é’—point liquid, and 50% slush hydrogen. The selected design B
points were those resulting from a preliminary performance analysis to determine
the vehicle gross weights, propellant loadings, and mixture ratios which would yield
optimum performance. Self-pressurization and venting cycle pressure limits were
then selected to minimize repressurization requirements for engine firings. Also,
the venting pressure limits were selected to minimize total vented hydrogen weights.
The resulting ullage pressures are presented as a function of mission time in Figs.

3-17 through 3-19, and a summary of vent characteristics is given in Table 3-7.

Development of the ullage pressure-time histories was based on present S-IVB opera-
tional procedures, modified as necessary for the LASS mission. To better understand
these histories, major events for the saturated 13.1 N/cm2 (19 psia) liquid-fueled

vehicle are indicated in Fig. 3-17 by numbers in parentheses and are described below:

(1} Liquid hydrogen, saturated at 13.1 N/cm2 (19 psia) is loaded into the S-IVB
tank (present S-IVB procedure). 7

(2) Approximately 60 sec prior to liftoff, the S-IVB ullage is pressurized to
approximately 20.7 N/cm2 (30 psia) with 55.6°K (100°R) GHe from the
ground facility (present S-IVB procedure).

(3) Ullage pressure may increase or decay during ascent boost, as shown by

the dotted lines.
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Table 3-7

SUMMARY OF HYDROGEN TANK VENTING HISTORY FOR THE
SATURN S-IVB/LASS MISSION

Initial Vent Time of Mass Hy

Hy Condition No. Vent (hr) Vented, kg (1b)
LH, Sat. @13.1 N/cm? 1 0.65 638 (140€)
(19 psia) 2 15.0 602 (1327)
3 49.2 580 (1278)
4 72.0 214 (473)
= 5 72.6 424 (936)
- 6 74.4 233 (513)
= 7 75.2 226 (498)
- Total 2917 (6431)
= LH, Sat. @ T.P. 1 50.7 437 (964)
- 2 72.0 340 (750)
- 3 72.9 470 (1035)
] 4 74.8 136 (299)
5 75.3 261 (575
Total 1644 (3623)
50% Slush H, 1 74.0 116 (256)
(nominal 4.5 to 1 2 75.3 219 (482
mixture ratio) Total 735 (738)
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The J-2/RL10 engine cluster is fired at full thrust for translunar injection;
tank is repressurized with ambient helium, if required, to provide a mini-
mum total ullage pressure of 22.1 N/cm2 (32 psia) approximately 40 sec
prior to ignition.
Rapid cooling and pressure decay occur at engine shutdown due to low-
gravity mixing.
Ullage pressure rises during coast phases due to solar heating (vehicle is
sun oriented).
Vent cycle is initiated by pressure sensor at 23.4 N/cm2 (34 psia); lower
pressure limit is programmed at 13.8 N/cm2 (20 psia) to allow for a
further pressure rise to approximately 21.4 N/cm2 (31 psia) for first MCC
firing.
Approximately 40 sec prior to RL10 ignition at 10-percent thrust for first
MCC firing, the tank is repressurized with ambient helium to provide
minimum partial pressure of 1 psia above saturated vapor pressure; total
pressure may range between 21.4 N/cm2 (31 psia) and 22.8 N/cm2 (33 psia)
as shown.
Vent cycle is initiated by pressure sensor at 23.4 N/c:m2 (34 psia) and
terminated at 13.8 N/ cm2 (20 psia) as required during translunar coast;
each vent cycle includes (a) thrust axis alignment to the desired thrust
vector, using the APS; (b) ullage orientation with RL10's at low-idle thrust
prior to and during vent; and (c) reorienting vehicle to sunline using the
APS after venting.
Approximately 60 sec prior to J-2/RL10 engine cluster ignition, for braking
into lunar orbit, tank is vented to 16.5 N/cm2 (24 psia) and repressurized
to 22,1 N/cm2 (32 psia) with cryogenically stored helium heated through the
OZ—H2 burner system; rapid cooling and pressure decay occur at engine
shutdown due to low-gravity mixing.
Ullage pressure rises during coast in lunar orbit due to solar and lunar
heating (increased heat flux compared to {ranslunar flight).
Venting in lunar orbit is initiated by ullage pressure rise to 23.4 N/cm2
(34 psia); lower pressure limit is programmed to result in a total pressure
of approximately 21 N/cm2 (31 psia) prior to pressurization for deorbit
firing.
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(13) Approximately 40 sec prior to RL10 ignition at 10-percent thrust for deorbit
firing, tank is repressurized with heated helium to provide 1-psia partial
pressure above saturated conditions and a total pressure between 21.4 N/ cm2
(31 psia) and 22. 8N/cm2 (33 psia) as shown.

(14) Venting after the deorbit firing is initiated by ullage pressure rise to
23.4 N/crn2 (34 psia); lower limit is programmed to result in a total pres-
sure of approximately 22.1 N/ cm2 (32 psia) prior to pressurization for the
braking firing.

(15) Approximately 40 sec prior to J-2/RL10 engine cluster ignition for descent
braking, tank is pressurized to 27.6 N/cm2 (40 psia) with cryogenically-
stored helium heated through the OZ—H2 burner system.

It can be seen by inspection of the ullage pressure histories that variation of the pre-
dicted venting times could result in weight penalties for additional vents and for
increased pressurization gas requirements. Further, it is apparent that errors in
predicting heating rates and stratification effects would cause either premature or
delayed venting times. However, the weight penalties associated with these effects
can be minimized. One technique, which can be used for this purpose, is that of
using the on-board computer, located in the Instrumentation Unit (I.U.), to monitor
and control vent pressure limits so that repressurization requirements for the next
firing are within design tolerances. The net effect of having an increased number of
smaller vents is negligible insofar as their effect on total vented mass is concerned.
The real penalty, however, is that of providing more impulse for settling the propel-
lants. Approximately 170 kg (375 1b) of additional preflow, ullaging, and trapped
propellants are required for each additional vent. There would also be a penalty
associated with reorientation of the vehicle for additional vents, except that sufficient

excess capability to satisfy this requirement exists in the present APS modules.
Effects of stratification causing premature venting can be minimized with use of a
tank-pressure-actuated mixer system located in the hydrogen tank. Preliminary

calculations show that such a system would weigh less than 4.5 kg (10 1b) for the mixer,

motor, wiring, and controls. Power could be supplied from the I.U. fuel cells.
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The venting mode used for this study assumes that the gravity environment provided
by the RL10 engines in the idle mode is sufficient to prevent excessive venting of
entrained liquid. This phenomenon was observed on the S-IVB/AS-203 orbital experi-
ment (Ref. 3-5). The idle-mode settling force is approximately 5 x 10_3 g's for the
S-IVB/LASS vehicle. This is approximately 13.5 times higher than the 3.7 X 10_4 g's
provided on the AS-203 vehicle. Detailed investigations are required to determine

whether a problem would exist for the venting mode selected.
3.6 PRESSURIZATION SYSTEM

General pressurization studies were completed and are discussed in subsection 2.6
of this report. The more important considerations which apply to the S-IVB/LASS
vehicle are summarized below. Total pressurization system requirements are
presented in Table 3-8 for optimized vehicles fueled with each of the three initial

hydrogen conditions of interest.

A single technique was assumed, for study purposes, to expel hydrogen from the tank
during operation of the engines. The expulsion pressurizing medium is warm hydro-
gen gas, which is bled from the engine. This is exactly the technique presently used
on the Saturn V/S-IVB vehicle., Two candidate systems were considered for repres-
surization of the hydrogen tank prior to each engine start which requires NPSP.
Tank-head idle-mode starts would not require repressurization unless the fank ullage
pressure were to inadvertently drop below 13.8 N/ cmz (20 psia). The repressurization
systems considered are (1) a combination of ambiently stored helium for minor gas
requirements and cryogenically stored helium, heated with the existing 02~H2 burner
system, for major gas requirements, and (2) ambiently stored hydrogen gas for all
requirements. The latter system would use a relatively low-pressure accumulator

to store hydrogen collected from the engine bleed system during each firing.

The stored gas would then provide repressurization requirements for the next succeed-
ing engine start cycle. The helium repressurization system was selected for study

analyses primarily because it exists on the present S-IVB and is consistent with the
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"minimum-change" philosophy. System weight savings might be achieved with use of
the hydrogen accumulator, but considerable analysis would be required to establish

weight comparisons. Such analysis was considered irrelevant to this study since the
choice of systems would not strongly influence the comparison of pressurant require-

ments for different initial hydrogen conditions.

The pressurization system analysis revealed one significant problem area peculiar to
the S-IVB/LASS mission. The problem is that of starting the RL10 engines for the
subcooled liquid- or slush-fueled vehicles to perform the first midcourse correction.

As noted previously, propellant orientation prior to repressurization for major engine
starts is achieved by starting and running the RL10's in a tank-head idle mode. The
engines do not have an NPSP requirement for this mode. This means that the feed
pumps are bypassed and propellants can be fed directly into the engine as liquids,
vapors, or a combination of both. However, if the partial pressure of hydrogen is low
and helium repressurization is used, the engines would not start or run in the idle mode
because of the high relative concentration of helium.* This occurs for the first mid-
course correction firing of S-IVB/LASS vehicles fueled with either triple-point liquid

or 50-percent slush. Two alternates were considered in performing the study analyses:
(1) substituting ambiently stored hydrogen gas for the first midcourse repressuriza-
tion only, and (2) using the APS modules to provide impulse for settling the propellants
for the midcourse firing. The second alternate was selected after analysis showed that
system weights would be excessive if hydrogen gas were used for only one repressuriza-
tion cycle. No problem exists for later firings since the bulk hydrogen will have heated
considerably and the concentration of hydrogen in the ullage is then sufficient fo start

and run the engines.

*[t was estimated by Pratt & Whitney that a maximum concentration of 10-percent helium
(by volume) could be tolerated in the idle mode.
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3.7 TANK-AFFECTED STRUCTURES
Structural modifications to the Saturn V/S-IVB vehicle which are necessary for it to
perform the LASS mission were discussed in subsection 3.1. Estimates of the weight

adjustments needed to obtain performance comparisons were taken from Ref. 3-1.

The only additional structural modifications considered during this study program were:

(1) those associated with the addition of a liquid return line, shutoff valve, and discon-
—_— nect for the recirculation tank loading system, and (2) minor changes in support struc-
== il ture for quantity- and quality-sensing instrumentation, feed-line screen and baffles,

and additional pressurant bottles and plumbing. Weights were estimated for these

modifications and are given in subsection 3,9. No detailed design work was performed

during this study.
3.8 PERFORMANCE ANALYSIS

The velocity increment required to inject the S-IVB/LASS vehicle into a translunar
trajectory varies with S-TVB ignition weight and with transit time. Figure 3-20 pre-

sents a plot of velocity requirements for a range of ignition weights and for two specific
transit times. Values used in the study analyses were obtained from this figure for the

72-hr transit.

ol

A preliminary performance analysis was conducted to determine optimum S-IVB ignition
weights, propellant loadings, and mixture ratios. A summary of ignition weights,
required velocity increments, mixture ratios, and specific impulse values used for

this preliminary analysis is given in Table 3-9. For study purposes, the impulse
increment provided by the RL10 engines during idle-mode settling of propellants

and prior to scheduled impulse firings was assumed to contribute to the total velocity
increment required from that firing. The impulse obtained from propellant settling
prior to and during venting was neglected. Vented hydrogen weights used in the prelimi-
nary performance analysis were taken from the preliminary venting analysis. Fig-
ures 3-21 through 3-23 present the results of the preliminary performance analysis.

Preliminary design points selected for the refined analysis are shown on the figures.
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A more refined performance analysis was then conducted using inputs from the prelimi-
nary performance analysis and the pressurization and venting studies discussed else-
where in this report. Performance data used in this analysis are also summarized in
Table 3-9. Results of the second performance analysis show that the design points
gelected for the saturated 13.1 N/ cm2 (19 psia) and triple-point liquid cases were
approximately correct. However, an excess amount of liquid hydrogen residual re-
sulted for the 50-percent slush case. This means that an additional payload gain could
be achieved by off-loading hydrogen, or by further reducing the mixture ratio below the
4.5 to 1 limit for which guaranteed engine performance data are available. Further
investigation is needed to determine the ullage pressure and venting histories and per-
formance that would result from off-loading. However, an estimate of performance
was calculated for the other alternative, namely, reducing the mixture ratio while
increasing S-IVB ignition weight (and payload weight) to the point where both propellants
are depleted to a reasonable residual weight. The ullage pressure and venting histories
previously developed for a fully loaded hydrogen tank would be approximately correct

for this alternative. *

Figure 3-24 shows the relationship of total tanked hydrogen weight to percent ullage
volume. The maximum loading limits assumed for this study are those which corre-
spond to 3-percent ullage volume at pre-pressurization. As shown, the resulting ullage

volume at ignition for translunar injection is approximately 2 percent, which was con-

gidered to be satisfactory.
3.9 WEIGHT AND PAYLOAD SUMMARIES

Tables 3-10 through 3-13 present estimates of dry inert weights, firing-associated
propellant weights, vent-associated propellant weights, and APS impul se requirements.
These weights were used in both the preliminary and refined performance analyses of
all S-IVB/LASS vehicles. Table 3-14 presents a detailed propellant summary for the

vehicles analyzed in the refined performance analysis only.

*Discussions with representatives of both Pratt & Whitney Aircraft and Rocketdyne
have indicated that a reduction in engine mixture ratio to the optimum of 4.2 to 1
appears to be entirely feasible.
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Fig. 3-24 Total Tanked Hydrogen Weight as a Function of Percent Ullage Volume
at Pre-Pressurization and at Ignition for Translunar Firing
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Table 3-10
ESTIMATE OF S-IVB/LASS DRY INERT WEIGHTS
LHy Sat.@
fem Ref. 13. PNJem2 | LHgp Sat. |50% Slush
kg (1b) kg (Ib) kg (lb)
Saturn V/S-IVB Basic Structure DAC 10,546 10,546 10,546
(Less 550 1b Battery Weight) 56365P (23, 250) (23, 250) (23, 250)
Landing Gear 1,071 1,071 1,071
(2, 360) (2,360) (2,360)
Power Supply (3 Fuel Cells 724 724 724
Plus Peaking Batteries) (1,597) (1,597) (1,597)
Instrument Unit (Modified by 1,911 1,911 1,911
Addition of Radiator and (4,212) (4,212) 4,212)
Removal of Sublimator)
Structural Mods, Insulation, 649 649 649
and Descent Electronics (1,430) (1,430) (1,430)
Two RL10 Engines and 408 408 408
Associated Subsystems ‘ (900) (900) (900)
Additional Pressurization Present 250 277 426
System Requirements Lockheed (550) (610) (940)
Study
Additional Instrumentation 0 9 41
and Wiring for P.U. System (0) (20) (90)
Liquid-Return Line, Control 0 0 32
Valve, and Disconnect 0) 0) (70)
Total Dry Weight 15,559 15,595 15,808
(34,299) (34,379) (34, 849)
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Table 3-13

K-11-67-1
Vol. I

ESTIMATE OF APS IMPULSE REQUIREMENTS FOR S-IVB LASS

ADPS N-sec (lb-sec) Impulse (2 Modulles)
Mission Phase - Criteria Function
°" | Nominal | 3¢ Dist. Total
1. First Firing Sep. and S-IVB Roll 0 7,117
Start; S-IVB © | ,s600
Cutoff Pitch o | 7,117
()] (1, 600)
Yaw 0 4,003
(0) (900)
18,237
(4, 100)
2. Translunar +3° Deadband Roll 10,853
Coast to (2, 440)
igthMCC @ | .1° Deadband Pitch 2,002
r (450)
Yaw 4,359
(980)
3 Sun Orient, Pitch 32,026
(Incl. 1st MCC) (7, 200)
@ 0.4 deg/sec
Propellant Roll 133
Vent (30)
Pitch 623
(140
Yaw 400
(30)
50,396
(11,330)
3. Translunar +3° Deadband Roll 43,412
Coast — 1st (9, 760)
g’ 52(’)“;MCC +1° Deadband Pitch 7,917
r (1, 780)
Yaw 17,481
(3,930)
8 Sun Orient. Pitch 85,402
(Incl, 2nd MCC) (19, 200)
@ 0.4 deg/sec .
Propellant Roll 445
Vent (100)
Pitch 2,224
(500)
Yaw 1,334
(300)
158,215
(35, 570)
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Table 3-13 (Continued)

K-11-67-1
Vol. II

N-sec (Ib-sec) Impulse (2 Modules)

LOCKHEED MISSILES & SPACE COMPANY

Mission Phase Criteria Flﬁlifion
Nominal 30 Dist, Total
4, Translunar +3° Deadband Roll 23,886
Coast — 2nd (5,370)
MCC to +1° Deadband Pitch 4,359
Retro @ (980)
72 hr
Yaw 9,608
(2, 160)
4 Sun Orient. Pitch 42,701
@ 0.4 deg/sec (9,600)
Propellant Roll 267
Vent (60)
Pitch 1,245
(280)
Yaw 801
(180)
82, 866
(18, 630)
5. Lunar Orbit (Negl.)
Retro to
Deorbit @
75 hr
6. Deorbit to (Negl.)
Braking @
76 hr
7. Descent Control During Pitch 890
and Hover and Land (200)
Landing Yaw 890
(200)
1,779
(400)
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A summary of S-IVB/LASS mission weights is presented in Table 3-15. In essence,
these data show the final payload compafison for vehicies fueled with the three different
initial hydrogen conditions of interest. Both of the 50-perceﬁt slush hydrogen-fueled
cases, discussed previously in the Perfdrmance Analysis section of this report, are
shown. These resﬁlts indicate that the dry landed payload weight can be increased

by 1628 kg (3590 1b), or 31.7 percent, when triple-point liquid hydrogen is used in lieu

of saturated [at 13.1 N/cm2 (19 psia)] liquid. Further, an additional increase in dry
landed payload weight of 431 kg (950 1b) can be achieved with use of 50-percent slush
hydrogen. This weight is 2059 kg (4540 1b), or 40.2 percent, greater than that for the
saturated-liquid reference case. However, this payload increase, which represents

the best performance that can be achieved with use of 50 percent slush hydrogen, re-
quires an engine mixture ratio of 4.2 to 1 for the three full-thrust firings. If it is sub-
sequently determined that the lowest feasible mixture ratio is in fact the 4.5 to 1 nominal
limit discussed previously, then performance for the slush-fueled vehicle is degraded.
The dry landed payload weight shown in Table 3-15 for such a case is 'only 1284 kg

(2830 1b) greater than that for the saturated liquid reference case, but an additional

1660 kg (3660 1b) of liquid hydrogen residuals are landed on the lunar surface. Perform--
ance for this case could be improved by off-loading hydrogen on the launch pad, but the
resulting loaded hydrogen, vented hydrogen, and payload weights were not determined

in this analysis.

These results indicate that use of both triple-point liquid and slush hydrogen can sub-
stantially enhance performance for the S-IVB/LASS vehicle. The magnitude of the
payload gains are somewhat greater than were originally predicted. Such improvement
is possible because both the density increase and the heat absorption capabilities of the
subcooled liquid and slush can be used to full advantage in this vehicle. This advantage
occurs because a substantial firing (and use of hydrogen) early in the mission allows
loading greater masses of the denser propellants without the problem of expansion ag
they warm up and melt. Also, since the S-IVB was originally designed for short-

duration missions, application to a mission of this length and thermal environment

=results in a very large penalty for the saturated-liquid case. Some increase in perform-

ance could also be achieved with use of saturated |at 13.1 N/cm2 (19 psia)] ligquid
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Vol. II
Table 3-15
SUMMARY OF S-IVB/ LASS MISSION WEIGHTS
LH, Sat. at | LHy Sat. 509 Slush
Initial Hydrogen Condition 13.1 N/em? | at T.P., Hydrogen,
kg (1b) kg (1b) kg (1b)
Tanked Oxygen Weight 85,617 90, 312 90, 312 90, 312
(188,750) | (199,100) | (199,100) | (199,100)
Tanked Hydrogen Weight 19,931 22,040 23,188 23,188
(43, 940) (48, 590) (51,120) (51, 120)
Tanked Total Propellant Weight 105, 548 112, 352 113,500 113,500
(232, 690) | (247,690) | (250,220) | (250,220)
Engine Mixture Ratio 5.5 4.8 4.5 4.2
Gross Translunar Ignition Weight 128, 029 136,565 137, 661 138,439
(282,250) | (301,070) | (303,485) | (305,200)
Less Expendables 71,639 78,230 79, 151 79,745
(157, 934) (172,464) (174, 496) (175, 805)
Gross Weight Injected into 56, 390 58,336 58,509 58,694
Translunar Trajectory (124, 316) (128, 606) (128, 989) (129, 395)
Less Payload Shroud 1,452 1,452 1,452 1,452
(3,200) (3,200) (3,200) (3,200)
Less Expendables 15,053 14,139 13,242 13,156
(33, 185) (31,170) (29, 193) (29, 003)
Gross Weight Injected into 39, 886 42,745 43,816 44,086
Lunar Orbit (87, 931) (94, 236) (96, 596) (97, 192)
Less Expendables 16, 828 17,860 17,882 18,123
(37, 098) (39, 373) (39, 423) (39, 953)
Gross Lunar Landed Weight 23, 058 24,886 25,934 25,964
(50, 833) (54, 863) (57,173) (57,239)
Iess Residuals 2,369 2,532 3,713 2,965
(5,223) (5,582) (8, 186) (6,537)
Dry Lunar Landed Weight 20, 689 22,354 22,221 22,998
(45, 610) (49, 281) (48, 987) (60, 702)
Less Dry Inerts 15,558 15,594 15, 808 15,808
(34, 299) (34,379) (34, 849) (34, 849)
Dry Landed Payload Weight 5,131 6,760 6,413 7,191
(11,311)®)| (14, 902) (14, 138) (15, 853)
Increase in Payload Weight kg (lb) 1,629 1,282 2, 060
o (3,591) (2,827) 4, 542)
Increase in Payload Weight (%) 31.7 25,0 40.2

(a)Reference Case

3-68

LOCKHEED MISSILES & SPACE COMPANY

i
LI

|
|

1 Wi

G|

kil

&
L

L Ml

Wi

I

i

!

w

i

il

ali

e

it

(o

i+

i
I

i



K-11-67-1
Vol. 1I

hydrogen if the hydrogen tank size were increased to initially load more of that fuel.
Hence, use of subcooled liquid and slush hydrogen can be expected to provide larger
payload gains for existing vehicles such as the S-IVB where the tank size is not

presently optimum for use of saturated liquid hydrogen.
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Section 4 _
LUNAR MISSION VEHICLE APPLICATION STUDIES

4.1 VEHICLE/MISSION CHARACTERISTICS

The Lunar Mission Vehicle (LMYV), used as a cryogenic service module to perform a
selected advanced Apollo mission, was selected as the object of this study. The LMV
launch configuration is shown in Fig. 4-1. A standard Saturn V booster with a 45, 360-kg
(100,000-1b) translunar injection capability was assumed. The mission profile and
deployment of each module are generally identical to those for the present Saturn V/
Apollo mission. For example, the Lunar Excursion Module (LEM) is separated and
docked to the Command Module (CM) for translunar flight after booster separation

at injection. Primary LMV components include two 2. 67-m (105-in.) diameter hydrogen
tanks, two 1.44-m (57-in.) diameter oxygen tanks, and two RL10A3-3 éngines. Figure
4-2 shows the hydrogen tank structural support concept, which is based on previous
work at MSFC (Ref. 4.1).

Since the improved payload capability of the cryogenic LMV allows longer lunar stay
times than are presently possible with the standard Apollo vehicles, a nominal 21-day
advanced Apollo mission profile was chosen for the analysis. Vehicle definition and
system weights are available from Phase II MIMOSA studies. The LMV is assumed

to remain in lunar orbit for 17 days, with a 14-day LEM stay time on the lunar surface.
Weight of the three-man CM was fixed at 5,278 kg (11,635 1b) for the study. Weight-

of the LEM was then maximized as the result of systems optimization for each initial

hydrogen condition.

LMYV propellant tanks were re-sized in each case to provide optimum performance

for each initial hydrogen condition considered in the study.

4-1
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N COMMAND MODULE

—=— LUNAR MISSION
VEHICLE

(CRYOGENIC
SERVICE MODULE)

LUNAR EXCURSION
MODULE
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~=—5-|VB

B E— b

Fig. 4-1 Launch Configuration for LMV Applied to a
Selected Advanced Apollo Mission
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4.2 PROPELLANT MANAGEMENT SYSTEM

Results of the propellant management system optimization analyses, described in
Section 2, were applied in preliminary studies to the LMV/Advanced Apollo mission.
These applications included tank fill and ground hold system tolerance effects, and

instrumentation for quantity and quality measurements.
4.2.1 Tank Fill and Ground Hold

Techniques based on recirculation, injection of helium vapor, and operation of a cold~
helium heat exchanger were applied to the LMV tfo obtain approximate requirements
for tank fill and ground hold. The following LMV characteristics were assumed to

perform the preliminary analyses:

e Loaded hydrogen weight = 1,225 kg (2,700 Ib) for each of the
two tanks

e Steady-state ground-hold heat rate = 3,252 to 32,523 w (11,100 to
111,000 Btu/hr) for each of the two tanks

Table 4-1 summarizes results of the preliminary tank fill and ground-hold analysis.
As seen from these data, the recirculation technique is again the best method with
which to fill or maintain the hydrogen tank. The discussion in subsection 3.2.1 for
the S-IVB vehicle generally applies to the LMV also. There is one significant dif-
ference for this vehicle, i.e., slush quality degradation in the transfer line is now
approximately 15 percent for a 50-percent supply. This is due to the fact that the
required recirculation rate is much less, being approximately 28 percent of that
required for the S-IVB. This degradation effect can be corrected by increasing the

flow rate to the point where 50 percent slush is supplied to the tank.
4.2.2 System Tolerance Effects Study
Figure 4-3 shows individual payload penalties as a functlon of LMV system tolerance

values that resulted from preliminary evaluation of the equatmns described in

subsection 2.2.2. Results are similar to those for the Saturn V/S-IVB. The most
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PREDICTED TANK FILL AND GROUND—HOLD REQUIREMENTS FOR EACH
OF THE LMV HYDROGEN TANKS*

. . . C e Cold GHe
Technique Recirculation GHe Injection Heat Exchanger
Transient Cooldown
T, of LH,, °k (°R) — 20.33 (36.6) 20.33 (36.6)
T2 of LHZ’ °k (OR) - 113.83 (24.9) 13.83 (24.9)
T, of GHe, °k (°R) - 11.11 (20.0) 11.11 (20.0)
GHe flow rate, kg/hr (Ilb/hr) - 4,173 (9, 200) 5,489 (12, 100)
Cooldown time, hr - 0.40 1.0
Steady-state operation to
maintain triple-point liquid
or slush
Degradation in transfer
line, AX/X; 0.154 - -

H, flow rate for Xg= 50%
)?bz = 50%,kg/hr (lb/hr)

Recirculation period, hr

11.11°K (20°R) GHe flow-
rate, kg/hr (Ib/hr)

Slush formation in vehicle
tank

11.11°K (20°R) GHe re-
quired to form 50% slush,
kg (Ib)

3,348 (7, 380)

0.35

3,774 (8, 320)

1,148 (2, 530)

8,165 (18, 000)

2, 350 (5, 180)

*Q = 32,523 w (111,000 Btu/hr).
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LOADED HYDROGEN QUANTITY (MASS)

LOADED HYDROGEN QUALITY (SOLID CONTENT)

IN-FLIGHT HYDROGEN QUANTITY

GROUND VENT PRESSURE

FLIGHT VENT PRESSURE

HEAT RATE TO HYDROGEN (SAT. LIQUID)
HEAT RATE T

4 200

150

e
Leg d s
E R

20 25 30 35

5 10 15
TOLERANCE (% of nominal values)

io. 4-3 Payload Penalties Resulting From LMV System
e Toslferances (Liquid- or Slush-Fueled Vehicles)
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critical variables are the loaded hydrogen quantity and that available in flight (equal
penalties for a given tolerance with this vehicle). Smaller penalties, listed in the
order of their significance, are heat rate, loaded quality, flight-vent pressure, and

ground-vent pressure.

Payload penalties for the LMV that correspond to presently predicted state-of-the-
art tolerances on each variable are given in Table 4-2. Total system payload penalty,

also given in the table was then obtained using a root mean square combination of the

individual values.

4. 2. 3 Instrumentation Requirements

The following additions to or modifications of quantity- and quality-sensing instru-
mentation and control components were assumed in performing LMV application

studies for subcooled liquid or slush:

] Replacérﬁent or recalibration of temperature and capacitance sensors

® Installation of liquid-recirculation lines, control valves, and a
disconnect ‘ '

® Installation of a gamma radiation (or x-ray) attenuation system for
quality measurements _

e Installation of screens at the hydrogen tank feed-line outlets to filter
and retain solid hydrogen particles in the tank during éxpulsion of

liquid for engine firings.

Weight differences for minor modification of other instfumentation and control com-

ponents were assumed to be negligible.
4.3 PROPULSION SYSTEM

Two RL10A3-3 ehgi.nes provide primary propulsion requirements for the LMV/
advanced Apollo mission. These engines operate at a nominal mixture ratio of 5.0
to 1 and each develops 66,720 N (15,000 1b) of thrust. Specific impulse values of
4,315 m/sec (440 sec) for saturated liquid hydrogen and 4,307 m/sec (439. 2 sec) for

4-7

LOCKHEED MISSILES & SPACE COMPANY

MHIL



K-11-67-1
Vol. II
Table 4-2
PAYLOAD PENALTIES RESULTING FROM PREDICTED
HYDROGEN SYSTEM TOLERANCES FOR THE LMV
Predicted
: a) Nominal Tolerance Payload
Variable Value TOI?,;; z)a.nce Value Penalty
Loaded Hy 2,345 kg 1 24 kg 25 kg
Quantity (5,170 1b) (52 1b) (55 1b)
Loaded H (b)/27 kg
Solid Fragtion 50% 10 (b)/5% [(b)/60 1b]
In-flight Hy . 47 kg 49 kg
Quantity variable 2 (104 1b) (108 1b)
Ground Vent 11.7 N/cm? . 0.59 N/cm2/(b) 9 kg/(b)
Pressure (17 psia) [0. 85 psia/(b)] [20 1b/(b)]
Flight Vent 19.3 N/cm? 5 0.96 N/cm? 12 kg
Pressure (28 psia) (1. 4 psia) (26 1b)
Heat Rate to 13/43 w 25 3/11w 27/91 kg
Hydrogen (434/1470 Btu/hr) (109/368 Btu/hr) | (60/200 1b)
Total System 6, 350 kg 0.96/ _ 63/110 kg
Payload (14, 000 1b) 1.68 (139/243 1b)

(a) When two values are given, the first applies to liquid-fueled systems and the
second to slush-fueled systems; single values apply to both.

(b) Not applicable.
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triple-point liquid hydrogen were used in the analysis.* This small difference is the
estimated effect of low-temperature (triple-point) hydrogen on specific impulse at a
constant mixture ratio of 5. 0to 1. This occurs only during the first firing. Two
full-thrust firings are required to retro into lunar orbit and to achieve transearth

injection velocity after the 17-day coast period in lunar orbit.

All other propulsion requirements for translunar and transearth midcourse corrections,
attitude control, ullaging of propellants for engine start or vent, etc., are provided by
an auxiliary propulsion system (APS). This system uses earth-storable propellants

and is assumed to deliver a specific impulse of 2,942 m/sec (300 sec).
4.4 INSULATION SYSTEM

The LMV hydrogen tank insulation is a multilayer composite consisting of alternate
layers of 0. 006-mm (0. 25-mily Mylar, aluminized on both sides, and 0. 071-mm (2. 8-
mil) Dexiglas paper spacers. Basic thermal and physical property data were pre-
viously established (Ref. 4-2), and are under continuing investigation. A button
attachment method was assumed for this analysis. The insulation is installed without
a substrate, and is purged with helium gas during ground-hold operations. During
ascent the helium outgases and the insulation gradually attains its steady-state value

of conductivity in space.

Effective thermal conductivity values range from 1.7 X 1077 w/em°K (1 x 107° Btu/
hr ft°R) to 1.7 x 10 8 w/em K (1 x 10"4 Btu/hr ft°R). A value of 3.5 x 107 w/em °K
(2 % 107° Btu/hr ft °R) was used in this analysis. An assumed density of 80.1 kg/m3

(5.0 1b/ft3) was used to calculate insulation weights, which vary with thickness.

A preliminary optimization of insulation thickness for the LMV was obtained using the
method described in subsection 2.4. A more exact optimization was then obtained
using a numerical evaluation of system weights for several thicknesses. Secondary
effects such as outgasing of the helium purge gas and pressurant heating were con-

sidered in the second analysis.

*Final Pratt & Whitney values are 4,350 m/sec (444 sec) for saturated liquid hydrogen
and 4, 343 m/sec (443. 2 sec) for triple-point liquid hydrogen.

4-9
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4.4.1 Preliminary Optimization =
For preliminary calculations of insulation parameters for this vehicle, a uniform ;
heating rate through the multilayer insulation blankets was assumed. Random vehicle
orientation with respect to the sun was considered. The multifiring technique was Z
used to optimize the insulation thickness, however, because of the time spacing of “
the propellant usage for the two firings. Preliminary calculations were based on a iz
total mission duration of 120 hr, which corresponds to a standard Apollo mission J -
profile. Since the selected mission duration is 21 days or 504 hr, the preliminary -
values have no meaning with respect to the final analysis, and are not shown. However, -
a numerical optimization was performed for the 120-hr mission, and results correlated N
well with those from the preliminary analysis. ;
4.4.2 Final Optimization =
-
Final insulation optimization for the LMV as with the other study vehicles was performed
in two steps: heat transfer considerations, and final optimization procedure and results.
4.4.2.1 Significant Heat Transfer Considerations _;
It was again convenient for this vehicle, as with the S-IVB, to separate the advanced ;-E
Apollo mission profile into chronological time periods. In this case, six periods
were considered: ground hold, ascent, cooldown, earth parking orbit, lunar transit, =
and lunar orbit. Heating environments are significantly different during each of these =
time periods. Calculation of heat transfer to the hydrogen tanks during each period W
included consideration of insulation, structural supports, plumbing penetrations, and w
pressurant gases. .
-
Ground Hold. A 90-sec ground-hold period was assumed during which topping or ]
recirculation of the hydrogen tanks was terminated. A constant heating rate was %
assumed for each insulation thickness considered during this period. Thermal con-
ductivity of the multilayer insulation at this time was assumed to be that of helium e
purge gas at the average insulation temperature. -
4-10 %
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Ascent. Outgasing of helium purge gas from the multilayer insulation occurs rapidly

during ascent. At 82 sec after liftoff the thermal conductivity is approximately
80 percent of that during ground hold, but it decreases to near the steady-state evac-
uated value at approximately 140 sec. Complete reduction to the steady-state value

is assumed to occur before orbit injection (at 720 sec).

Cooldown. Temperature of the outer shroud increases rapidly between liftoff and

maximum aerodynamic heating, then gradually cools off to a steady-state value in

earth parking orbit at approximately 0.4 hr.

Other Time Periods. Heat transfer during the earth parking orbit, lunar transit,

and Iunar orbit periods was calculated using steady-state average temperatures
consistent with each environment and a constant thermal conductivity value of
3.46 x 107" w/em°K (2 X 107° Btu/hr ft °R). The average temperatures were

taken from previous calculations for a similar mission.

Heat transfer to tanks filled with triple-point liquid or slush hydrogen was calculated

using corrected average temperature differentials for each time period.

Figures 4-4, 4-5, and 4-6 present the total accumulated heat transfer to each LMV
hydrogen tank as a function of time. The values presented were obtained from the

analysis just described.
4.4,2,.2 Final Optimization Procedure and Results

Optimum hydrogen tank insulation thickness depends upon minimizing the sum of
those system weights that vary with insulation thickness and the resulting hydrogen
boiloff. For a nonexistent vehicle such as the LMV, this sum includes weights for
the hydrogen tank, insulation, boiloff, pressurization system, and residual. Also
included are weights for APS impulse propellants required for ullage orientation
during hydrogen venting and vehicle structure, which varies with the size and weight
of the hydrogen tank. Payload weight, which is the LEM weight in this case, is

maximized as the sum of the weights described above is minimized. Those weights

4-11

LOCKHEED MISSILES & SPACE COMPANY



K-11-67-1
Vol. II
50 IS RS TRE
S INSULATION
 THICKNESS
1. 52_c‘m ). 6 in.
40
Of'\
]
9 o
x <
o
—3 —~
S 7
v 30 =
Z X
S 2
T o
< =
& 5
Q Z
—
Z 5
= 20 S
wl
xI
|
<
'—-
O
'—
10

TIME (days)

Fig. 4-4 Total Heat Transferred to Each LMV LH Tank [Initially Saturated LH
at 11.7 N/cm? (17 psia)]
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dropped prior to the lunar orbit retro firing must be multiplied by 1/ My before they
are summed. Similarly, those weights which are not dropped until after the trans-

earth injection firing must be multiplied by u 9 before summing.

The optimum hydrogen tank insulation thickness for each initial hydrogen condition
was obtained from a plot of the weight sum described above as a function of the in-
sulation thickness. Since only the relative weight for each thickness was needed
to obtain the shape of the optimization curve, weight increments with respect to a
convenient reference were used for each variable. The relationship of incremental
payload weight to the important system weights is given by

AW, . = - AW_ . -AW W (AW, + AW)  (4.1)

PL = “u; " BO; BO,, 16

The boiloff prior to lunar orbit retro, AWBol’ is zero for all cases considered.

AWV was taken as the sum of tank, pressurization system, residual, and structure

weight increments, which vary as a function of hydrogen tank volume. Therefore,

the sum of AWB o

curves. Results are presented in Figs. 4-7, 4-8, and 4-9.

+ AWUP +op, (AWV + AWI) was used to plot the optimization

4.5 VENTING SYSTEM

Ullage pressure histories were determined for LMV's fueled with initially saturated

liquid at a pressure of 11.7 N/ cm2 (17 psia), triple-point liquid, and 50-percent slush
hydrogen. In the case of saturated liquid at 11.7 N/cm2 (17 psia), where the optimum
insulation system results in venting, the pressure history also includes vent pressure
limits and vent cycle times. Figures 4-10, 4-11, and 4-12 present these histories as

a function of mission time.

Venting analysis for the LMV is based on the equations developed in subsection 2.5,
which assume a mixed thermal model and distribution of heat to both liquid and vapor
within the tank. A tank-pressure-actuated mixer system can be used for the LMV,
as for the S-IVB, to ensure mixing and to minimize stratification effects. Such a

system is estimated to weigh approximately 4. 54 kg (10 lb), exclusive of power, which
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INSULATION THICKNESS, 6 (in.)
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Fig. 4-8 Optimum Insulation Thickness for LMV With Triple-Point LH2
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could be supplied from CM fuel cells. The vented hydrogen weights obtained from
the analysis for the initially saturated liquid-fueled vehicle at a pressure of 11.7

N/cm2 (17 psia) are given in Table 4-3.

Table 4-3

SUMMARY OF HYDROGEN VENTING FOR A SATURATED LIQUID-FUELED LMV

Vent Time of Vent Mass H, Vented
- ) (@ays) (ke) ()
1 168 7.0 54.9 121
2 352 14.7 53.1 117
3 486 20.2 9.1 20

No venting analysis was performed during the study for the oxidizer tanks. However,
based on results of previous studies, some type of thermal conditioning is required to
avoid venting, since the oxygen tanks are separately supported and insulated. A value
of 68 kg (150 1b) of vented oxygen was assumed for each case in this study to account
for this effect.

4,6 PRESSURIZATION SYSTEM

An ambiently stored helium system was assumed for repressurization requirements
to start the engines for each primary firing. Hydrogen propellant expulsion require-
ments are provided by use of heated hydrogen vapor at 111°K (200°R) from the engine
bleed system. Since the performance analysis is based on differences in system
weight for each of the initial hydrogen conditions of interest, no attempt was made

to evaluate pressurant requirements for the oxygen system. Table 4-4 presents a
summary of the hydrogen tank helium pressurant and storage-bottle requirements

for the LMV.
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Table 4-4
SUMMARY OF HYDROGEN TANK HELIUM PRESSURANT AND
STORAGE-BOTTLE RE;QUIREMENTS FOR THE LMV
(@ Sat. Liguid at Triple-Point 50%
Initial Hydrogen Condition ) 11.7 N/cm ™ (17 psia) Liquid Slush,
kg (1b) kg (Ib). kg (lb)
Orbit Retro Repressurization 0.136 "(0 .3) Negligible [Negligible
Transearth Injection
Repressurization 4. 08 (9.0 3.99 (8.8 | 3.71 (8.2)
Total Helium Weight 4,22 (9.3) 3.99 (8.8) | 3.71 (8.2)
Total Helium and Storage-
Bottle Weight 27. 31 (60. 2) 26.04(57.4) [24.31(53.6)

(a)Helium stored at 166. 7°K (300°R).

4.7 TANK-AFFECTED STRUCTURE

Since the LMYV is not an existing vehicle, both propellant loadings and propellant-tank
volumes were varied to achieve a maximum payload weight. This results in various-
sized hydrogen tanks for use of saturatéd liquid, triple-point liquid, and slush hydrogen.
The tank volume variation is obtained by varying the length of the tank cylindrical sec-
tion. An equal variation is required in the length of the external shell. Corresponding
variations in structural weight were included in the volume-dependent weight incre-
ment AWV shown in Figs. 4-7, 4-8, and 4-9 and were used to obtain optimum in-

sulation thicknesses.

Additional structural differences considered in the study were those associated with
installation of liquid-return lines, shutoff valves, a disconnect, and additional instru-

mentation and controls for the slush-fueled vehicle.

4.8 PERFORMANCE ANALYSIS

The velocity increment required to inject the LMV/CM/LEM assembly into lunar

orbit is 990 m/sec (3,250 ft/sec). The corresponding velocity increment required

4-23
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to inject the LMV/CM assembly into a transearth trajectory after 17 days in orbit
is 1,076 m/sec (3,530 ft/sec).

Since the object of the performance analysis was to maximize the LEM weight separ-
ated in lunar orbit, this analysis was necessarily accomplished as a part of the final
insulation optimization procedure. An iterative procedure was used to select the

LEM weight and the LMV propellant load, tank size, insulation thickness and weight,
boiloff weight, tank-volume-dependent inert weight, and ullage propellant weight
which, when combined with other fixed weights, satisfied the limiting translunar
injected gross weight of 45,360 kg (100, 000 1b). Figure 4-13 presents the results of
this analysis. In this figure, LEM separated weight is shown as a function of hydrogen
~ tank insulation thickness for LMV's fueled with each of the three initial hydrogen con-

ditions of interest.

LMV inert weights, as a function of hydrogen tank volume, and the fixed CM weight
of 5,278 kg (11, 635 1b) were taken from data to be presented in the MIMOSA final
report (not yet published).

4.9 WEIGHT AND PAYLOAD SUMMARIES

Tables 4-5 and 4-6 are summaries of the propellant and mission weights obtained from
the LMV analysis. LEM payload weights are given in Table 4-6 for vehicles fueled with
liquid hydrogen, initially saturated at 11.7 N/ cm? (17 psia) and the triple-point, as
well as with 50-percent slush hydrogen.

These results indicate that the separated LEM weight can be increased by approx-
imately 227 kg (500 1b), or 1.2 percent, when triple-point liquid hydrogen is used
rather than liquid hydrogen initially saturated at 11.7 N/ cm2 (17 psia). Further,
an additional increase of approximately 59 kg (130 1b) can be obtained when 50-percent
slush hydrogeﬁ is used. This weight is approximately 284 kg (627 1b), or 1.5 percent,

greater than that for the saturated liquid-reference case.

4-24

LOCKHEED MISSILES & SPACE COMPANY

dd

Qi

@il

& i

Ly

gl

1t
il

i
Ill

€l

|

I‘Y‘ Al
i

i
il

[

i

Qi

€l

Qg



K-11-67-1
Vol. II

INSULATION THICKNESS (in.)
‘ 0.2 ' 0.4 » 0.6 0.8
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18, 600
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LEM SEPARATED WEIGHT (ib)
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18,400
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18,300

18,200
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18,000

17,900 L a AR G
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Fig. 4-13 LEM Weight Separated in Lunar Orbit vs. LMV
Hydrogen Tank Insulation Thickness
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The percent increase in payload weights, obtained with use of triple-point liquid and

slush hydrogen, is not very large when compared to the total weight of the separated

LEM vehicle. However, since this weight increase can be used entirely for extending

mission time or data gathering, a significant advantage in information return can be

realized. Also, elimination of venting with use of these subcooled fuels does provide

a significant benefit. This effect allows operation of hydrogen-fueled vehicles on a

similar basis as that for earth-storable-fueled vehicles in that the complexity of vent-

ing hydrogen in a low-gravity environment can be avoided.

Table 4-5

SUMMARY OF LMV/ADVANCED APOLLO HYDROGEN WEIGHTS

FOR TWO TANKS

Sat. Liquid at Triple-Point 50%
Initial Hydrogen Condition | 11.7 N/cm” (17 psia) Licuid Slush,
kg  (Ib) kg (b kg (D)
Total Tanked 2,295 (5, 060) 2,165 (4,774 | 2,160 (4,762)
Usable® 2,028 (4,472) 2027 (4,468) | 2,027 (4,464)
Unusable® 267 (588) 139 (306) 135 (298)
Impulse Propellant
Retro to Lunar Orbit 1,466 (3,231) 1,468 (3,236) | 1,468 (3,236)
Transearth Injection 563 (1,241) 559 (1,232) 557 (1,228)
Vented 117 (258) 0 (0) 0 (0)
Preflow and Chilldown 63 (138) 63 (138) 63 (138)
Trapped 3 (6) 3 (6) 3 (6)
Liquid Residual 23 (50) 23 (50) 23 (50)
Vapor Residual 62 (136) 51 (112) 47 (104)
(a) Sum of impulse propellant.
(b) Sum of all other propellants.
4-26
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Table 4-6
SUMMARY OF LMV/ADVANCED APOLLO MISSION WEIGHTS
Sat. Liquid at Triple-Point 50%
Initial Hydrogen Condition 11.7 N/em2 (17 psia) Liquid Slush
kg (Ib) kg (Ib) kg (Ib)

Tanked Oxygen 10,551 (23, 260) 10,535 (23, 225) 10,525 (23,204)
Tanked Hydrogen 2,295 (5, 060) 2,165 (4,774) 2,160 (4,762)
Tanked Storable Propellant 1,805 (3, 979) 1,784 (3,932) 1,781 (3,927)
Engine Mixture Ratio 5.0 5.0 5.0

Gross Translunar Injected
Less Adapter

45,360 (100, 000)

1,015 (2, 238)

45,360 (100, 000)
1,015 (2, 238)

45,360 (100, 000)

1,015 (2, 238)

Less Expendables

Gross Weight Injected Into
Lunar Orbit

Less Separated LEM

10,270 (22, 642) 10,276 (22,654) | 10,276 (22, 654)

"

34,074 (75,120)
18,514 (40, 816)

34,069 (75, 108)
18,740 (41, 313)

34, 069 (75,108)
18,799 (41, 443)

Less Expendables

Gross Weight Injected Into
Transearth Trajectory

3,626 (7, 994)

11,934 (26,310)

3,467 (7, 643)

11,863 (26,152)

3,456 (7, 618)

11,815 (26, 047)

= Less Expendables 376 (830) 374 (825) 372 (820)
Gross Burnout 11,558 (25,480) 11,488 (25,327) | 11,443 (25,227)
o Less Residuals 378 (833) 367 (809) 363 (801)
% Dry Burnout 11,180 (24, 647) 11,121 (24,518) | 11,080 (24, 426)
- LMV Dry Inert 3,070 (6, 767) 3,011 (6, 638) 2,969 (6,546)
== Storable Propulsion System 197 (434) 197 (434) 197 (434)
%—f Equip. and Apollo Expendables 2,418 (5, 331) 2,418 (5, 331) 2,418 (5, 331)
Adapter 218 (480) 218 (480) 218 (480)
: l Command Module 5,278 (11,635) 5,278 (11, 635) 5,278 (11,635)
- Increase in LEM Weight (2) 225 {497) 284 (627T)
| ' Increase in LEM Weight (b) 1,220 1.54®)
=" (a) Based on reference vehicle.
i {(b) Percent weight increase.
,; TV
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Section 5
EARTH ORBITAL TANKER APPLICATION STUDIES

5.1 VEHICLE/MISSION CHARACTERISTICS

An uprated Saturn V earth orbital hydrogen tanker (EOHT) was selected by MSFC as

a typical nonpropulsive vehicle candidate for subcooled liquid- and slush-hydrogen

application studies. The reference vehicle design and mission profile were taken
directly from a previous Lockheed investigation for MSFC (Ref, 5-1). In this
] application study, liquid hydrogen initially saturated at 11.7 N/ cm? (17 psia) was
used for the reference case. Figure 5-1 shows the tanker inboard profile.
%—;
The tanker is launched and injected into a 185-km (100-nm) circular earth orbit by
= an uprated Saturn V booster. An independent RL10 propulsion system, which is
. attached to the tanker then fires fo place it in a 485-km (262-nm) circular orbit.
_ The tanker coasts in this higher orbit for the 120-day mission duration, after which
» the tanked hydrogen is transferred into a receiving vehicle.

When boiloff and venting are required to deliver the propellant as saturated liquid
under a pressure of 17.2 N/cm2 (25 psia), venting is performed during S-II firing
for ascent into earth orbit. At this time the hydrogen is oriented by booster accelera-

tion. An isentropic blowdown venting model was assumed for this phase of the mission.

Three independent effects were evaluated in the tanker application studies. In the

first study, tanker volumes and insulation thicknesses were optimized for each initial

hydrogen condition. Considered in the study was delivery of saturated propellant

under a pressure of 17.2 N/cm2 (25 psia)., This was to occur at the end of the mission,

before transfer to the receiver, An insulation thermal conductivity value of
3.5 x 1077 w/em°K (2 x 1079 Btu/hr ft°R) was used during investigation of the

first effect. The optimization procedure and operating characteristics assumed
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in evaluating the second effect are identical to those used for the first, except that
an insulation conductivity value of 1.7 x 1078 w/em°K (1 x10~4 Btu/hr ft°R) was
used. The third effect studied is that of delivering the propellant in a sufficiently

subcooled condition so that it is just saturated at a pressure of 17. 2 N/cm2 (25 psia)

after transfer to and cooling of the receiver tank. In this case the nominal thermal
conductivity value of 3.5 X 1077 w/cm°K (2 %X 1075 Btu/hr ft°R ) was used.

s 5.2 PROPELLANT MANAGEMENT SYSTEM

Results of the systems optimization studies described in Section 2 were applied to the

preliminary propellant management studies performed for the tanker. The three

=
% specific studies performed were tank fill and ground hold, system tolerance effects,
and instrumentation for quantity and quality measurements. The results presented

'A in this section correspond to preliminary vehicle/mission characteristics, and were

not modified for final vehicle characteristics.
. 5.2.1 Tank Fill and Ground Hold

' The following EOHT characteristics were assumed for the preliminary anaiyses:

= ® Loaded hydrogen weight = 109,771 kg (242,00 1b)
' ' ® Steady-state ground-hold heat rate = 71,199 to 711,990 w (243,000 to
e 2,430,000 Btu/hr)

Recirculation, helium-vapor injection, and cold-helium heat—exchanger operation were
the techniques investigated in the preliminary analyses to obtain approximate tank-fill
and ground-hold requirements. Results of these techniques are summarized in Table

5-1. As with the previous vehicle application studies, the recirculation technique was

shown to be superior to the others. The discussion in subsection 3. 2.1 for the S-IVB

vehicle recirculation system also applies to the EOHT.

5-3
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5.2.2 System Tolerance Effects Study

The equations described in subsection 2. 2. 2 were evaluated in a preliminary study to
assess tanker payload penalties as a function of tolerance values on each hydrogen

tank variable. For the EOHT, the most critical variable is loaded hydrogen quantity,
Smaller penalties, listed in the order of their significance to payload, are heat rate

to the hydrogen for a slush-fueled tanker, flight vent pressure, loaded hydrogen quality,
ground vent pressure, and heat rate to the hydrogen for a saturated-liquid-fueled

tanker.

Presently predicted state-of-the-art system tolerances on each variable result in the

payload penalties summarized in Table 5-2 for the EOHT fueled with hydrogen at the

-
three different initial conditions of interest. Corresponding total system payload

; penalties were obtained by combining the individual tolerance penalties using a root-

= mean-square probability that all would occur in a given mission, These total

penalties are also given in Table 5-2.
5.2.3 Instrumentation Requirements
Quantity- and quality-sensing instrumentation and control components require modifi-

modifications and the components to which they apply are as follows:

® Replacement or recalibration of temperature and capacitance sensors

Installation of recirculation-system liquid-return line, control valve, and
7 disconnect
® Installation of a gamma radiation (or x-ray) attenuation system for quality

iy measurements

Differences in weight were assumed to be negligible for necessary modifications to

other vehicle instrumentation and control components.

LOCKHEED MISSILES & SPACE COMPANY
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5.3 INSULATION SYSTEM

An aluminized Mylaf/ Dexiglas multilayer insulation system, identical in concept to that
described in subsection 4.4 for the LMV, was assumed for EOHT studies. Again, the
insulation system is installed directly on the outside of the tank without a substrate.
The multilayers are purged with helium gas during ground hold and allowed to outgas

during ascent.

A nominal effective thermal conductivity value of 3.5 x 1077 w/cm °K (2 % 107° Btu/
hr ft °R)was assumed for the study. However, the effect of higher conductivities,
typical of state-of-the-art systems, was assessed by also considering a value of

1.7 x 1078 w/em°K (1 x 1074 Btu/hr ft °R). An average installed insulation density
of 80 kg/m3 (5.0 1b/ft3) was used to calculate insulation weights, which vary with
thickness.

5.3.1 Preliminary Optimization

Preliminary optimization procedures discussed in subsection 2.4 were initially applied
to obtain an estimate of the optimum insulation thickness for the tanker. As in the
case of the Lunar Mission Vehicle, preliminary calculations were performed assum-
ing a uniform heating rate through the multilayer insulation blankets. Also, no orien-
tation of the vehicle with respect to the sun was assumed. Since the tanker is non-
propulsive, the preliminary insulation optimization was obtained assuming that the
propellant transfer at the end of the earth orbit period is equivalent to that for a single-
firing propulsive stage. Venting was assumed to occur in space, as required, which
results in a boiloff factor of 1.0, This assumption was modified in the final optimiza-
tion analysis to one where all venting is accomplished during ascent and the propellants
are oriented by booster acceleration. For this latter assumption, the boiloff factor is

0. 25,
Optimized multilayer insulation thicknesses and the related parametric quantities

obtained in the preliminary analysis for two initial propellant conditions are presented

in Table 5-3.

LOCKHEED MISSILES & SPACE COMPANY
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SUMMARY OF PRELIMINARY OPTMIZED MULTILAYER INSULATION THICKNESS
AND RELATED QUANTITIES FOR THE EARTH ORBITAL HYDROGEN TANKER

Qp = 117 w (400 Btu/hr) )
K =3.5%x 10_7 w/em°’K
@ x 107° Btu/hr £t°R)
A = 752 m> (8100 ft?)
W, = 111,132 kg q* = 0.219 cm™ T
(245,000 1b) .67 7))
AT = 150°K (270°R) o 6 2
a = 0.831x10 m" /hr
o, = 70.5 kg/m° (0. 894 x 107° §t%/hr)
@. 4 h/ft3)
QM = 120 days
Vent _ 2 .
pressure 17.2 N/em” (25 psia)
BF = 1 J
Initially Saturated Liquid Initially 50% Solid
at 17 psia at 1. 02 psia
*
8y (br) 1,830 19,800
¢, cm (ft) 7,193 (0. 236) 48. 768 (1.60)
8opp ©m (in) 4.90 (1.93) 0. 556 (0.219)
Wpo ke (D) 1,574 (3,470) 0 (0)
wy, kg (b) 2,586 (5, 700) 296 (652)
Wpo + W, ke (D) 4,160 (9,170) 296 (652)

BO
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5.3.2 Final Optimization

Detailed numerical analyses were performed to obtain the final optimum insulation
thicknesses for the EOHT. These analyses, conducted in a manner similar to that
employed for the other study vehicles, included heat-transfer considerations and final

optimization procedure and results.

5.3.2.1 Significant Heat Transfer Considerations

Heat transfer to the hydrogen was calculated independently for three chronological time
periods, during which temperature and conductivity of the insulation are significantly
different. These time periods are ground hold, ascent and cooldown, and steady-state
earth orbit. Within each time period, heat transfer through insulation and structural

and plumbing penetrations was considered.

Ground Hold. Thermal conductivity of the multilayer insulation during the 90-sec
period after topping or recirculation ceases was taken as that of helium purge gas

at the average insulation temperature.

Ascent and Cooldown. During ascent and cooldown analysis, two separate transient

effects were considered. First, the thermal conductivity of the insulation was assumed
to decrease rapidly with outgassing of the helium purge gas as the ambient pressure
decreases., It was assumed to reach the steady-state evacuated values at 680 sec

after launch. The second effect considered was the shroud and insulation temperature
variations. Shroud temperature was assumed to increase to a maximum value during
ascent, and then to gradually cool to the steady-state orbital value in approximately
0.4 hr. Corresponding variations in insulation temperature were assumed to occur

during this time period.

Steady-state Earth Orbit. Heat transfer during the 120-day earth-orbit storage period

was assumed to be constant. As described in subsection 5.1, two values of thermal

conductivity were assumed in succeeding analyses to evaluate the effect of conductivity

5-9
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variations. The nominal conductivity value assumed was 3.5 x 10—7 w/em °K -
(2 x 107° Btu/hr ft°R), and the degraded value was 1.7 x 1076 w/em °K (1 x 107% Blu/
hr ft °R). Environmental temperatures during the orbit period were taken from the _;
tanker study (Ref. 5-2).
Temperatures were adjusted to calculate heat transfer to the triple-point liquid and =
slush-hydrogen tankers. S
Figure 5-2 shows the total heat transferred to the hydrogen as a function of time for ~ e
120-day earth-orbital hydrogen tankers filled with saturated liquid, triple-point liquid, é
and slush hydrogen. The data presented in the figure give total heat transfer for the
nominal conductivity value and for an assumed tanker surface area of 755 m2 (8,125 ftz). g
These data were adjusted in the analyses to consider the effects of degraded conductivity ”
and variable surface area. =
-
5.3.2.2 Final Optimization Procedure and Results —
]
The object of the insulation optimization for the tanker was to select the insulation -
thickness that results in delivery of the maximum hydrogen quantity at the end of the %
orbital storage period. This was accomplished independently for saturated liquid,
triple-point liquid, and 50-percent slush initial hydrogen conditions. A maximum :%:
delivered hydrogen quantity results when the sum of insulation, boiloff (multiplied by
a dropped weight factor of 0.25), volume-dependent structure, and residual vapor =
-

weights is minimized. Total system weights are limited by booster capability, which
is assumed to be 150, 854 kg (332,570 1b) (Ref. 5-3). Of the weights shown in the

reference weight summary, the 24, 593-kg (54, 218-1b) value is assumed to be constant

and therefore does not vary in the optimization analyses. An iterative procedure was

used to select the variable system weights so that
24,503 kg | _ {150,854 kg
Wp + Wy +0.25 W # AW, +EWR * ) (54 218 1b)1 = {(332, 570 lb)% (. 1)
L
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Optimum tanker insulation thickness for each initial hydrogen condition was obtained
from a plot of system weight increments (WI +0.25 WBO + L\,WV + AWR) as a function
of insulation thickness. Results are presented in Fig. 5-3 for the case of triple-point
hydrogen. The data presented are based on the first set of conditions noted in sub-
section 5.1: i. e., the hydrogen delivered at the end of the orbital sotrage period is
saturated under a pressure of 17,2 N/cm2 (25 psia) prior to transfer and the insulation

conductivity is 3.5 x 107" w/cm %K 2 x 107° Btu/hr ft °R).

The quantity of orbital-tanker hydrogen delivered at the end of the orbit storage period
is shown in Fig. 5-4 as a function of insulation thickness. Results are shown for both
the nominal thermal conductivity value and the degraded value, which corresponds to
the second set of conditions discussed in subsection 5. 1. It can be seen that only single
points that result in zero boiloff were calculated for triple-point liquid and slush appli-
cations to the degraded conductivity value, since the curves for the nominal conductivity

indicate that the zero-boiloff thicknesses are optimum,

Optimum insulation thickness values were obtained for the third set of conditions
described in subsection 5.1 in the same manner as for the other two cases. This case
considered transfer of subcooled hydrbgen at the end of the orbit storage period as
saturated liquid at 17.2 N/ cm2 (25 psia) after cooling down the receiving vehicle.

Results of this analysis, summarized in subsection 5. 7, were not plotted.
5.4 VENTING SYSTEM

The venting system required for the EOHT is similar to those previously discussed for
the S-IVB and the LMV. Venting is assumed to occur, when required, as an isentropic
blowdown of the tank ullage pressure with the propellants oriented by acceleratlon
forces. For the final analysis, all venting was therefore assumed to occur during S-1I
firing for ascent. Sufficient subcooling is achieved during the vent period so that
subsequent environmental heating of the hydrogen will result in saturation at the desired
final conditions. A mixer system weighing approximately 4.5 kg (10 lb), excluding a
power supply, can be used to minimize the effects of stratification in the tanker, as

with the other study vehicles.
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Figure 5-5 presents EOHT ullage pressure-time histories for hydrogen at the three
specified initial conditions. Venting indicated for the triple-point liquid and 50-percent
slush cases is that required to void the tank of the partial helium pressure used to
prevent buckling of the tank during ground operations and the early ascent period.

This venting results in loss of a negligible quantity of hydrogen. Venting analysis is

based on the model and equations developed in subsection 2. 5.

" o 5.5 TANK-AFFECTED STRUCTURES

i The tanker cylindrical section length, and therefore tank volume, was varied for each
_ case considered in the analysis to maximize the delivered hydrogen quantity. A similar
;, variation in the length of the external shell is required. This procedure was based on

the assumption that the design should be optimized independently for each initial hydro-

geh condition, since the tanker is not yet an existing vehicle, Figure 5-3 shows the

incremental variation in total tanker structure weight as a function of insulation
thickness.

Installation of a liquid-return line, shutoff valve, and disconnect, plus additional

instrumentation and controls for quality measurement, was also considered in the

mn

study.

5.6 PERFORMANCE ANALYSIS

Hlill\l

Fixed performance capability for the uprated Saturn V launch vehicle was assumed for
all cases considered in the analysis. This capability, discussed in subsection 5. 3,
results in a 150, 854 kg (332,570 lb) gross tanker weight being injected into the 185-km
(100-nm) earth orbit. When venting during ascent is required, the injected gross

Ui

{

- -

weight is reduced by effective boiloff weight (0. 25 WBO) to account for the tradeoff of
weight dropped during S-II firing.

No consideration was given in this analysis to the small variation that would be required
in RL10 propulsion system weights for orbit adjustment to 485 km (262 nm) after

injection.
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5.7 WEIGHT AND PAYLOAD SUMMARIES

Tables 5-4, 5-5, and 5-6 are summaries of optimized tanker characteristics and
delivered hydrogen weights that were obtained in the analysis. The three sets of

limiting conditions, previously described in subsection 5.1, are as follows:

e Delivery of saturated liquid hydrogen before transfer at the end of the orbit
storage period with a nominal effective insulation conductivity of
3.5% 107" w/em °K (2 x 10”° Btu/hr ft °R)

e Identical conditions to the above, except with a degraded effective insulation

conductivity of 1.7 x 10% w/cm °K (1 x 107% Btu/hr ft °R)

e Delivery of saturated liquid hydrogen after transfer and cooldown of the

receiving vehicle with the nominal effective insulation conductivity

A summary of the EOHT total system weights, which corresponds to the first item

above, is presented in Table 5-7.

As shown in Table 5-4, payload gains of 3,225 kg (7,110 Ib), or 3 percent and 3,361 kg
(7,410 1b), or 3.1 percent, can be obtained using triple-point liquid and 50-percent
slush, respectively, compared to use of saturated liquid. These gains correspond to
delivery of saturated liquid in the tanker, prior to transfer, with an insulation

conductivity of 3.5 x 10”7 w/em °K (2 x 107° Btu/hr £t °R).

Data presented in Table 5-5 show that payload gains of 5,747 kg (12,670 1b), or
5.6 percent, and 6,691 kg (14, 750 1b), or 6.5 percent, can be obtained for the same
respective initial hydrogen conditions, but with a degraded insulation conductivity of

1.7x 1078 w/em °k (@ x 107% Btu/hr ft °R).

Similarly, Table 5-6 shows that payload gains of 10, 750 kg (23, 700 1b), or 10.9 percent,
and 11,431 kg (25,200 1b), or 11.6 percent, can be obtained for the same respective
initial hydrogen conditions and with the nominal insulation conductivity value; however,

in this case, the payloads are evaluated after transfer and cooldown of the receiving

vehicle.
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Table 5-7
SUMMARY OF TOTAL SYSTEM WEIGHTS FOR THE EOHT
(NOMINAL CASE)
Initial Hydrogen Condition
Ttom 11.7 N/em? (17 psia) | Triple-Point 50%
Liquid Slush

Sat. Liquid

Weights Considered Fixed
for This Study, kg (Ib)

Primary Propulsion Propellant

Secondary Propulsion Propel-
lant

Disposal Solid Rockets

Propulsion System and Sup-
ports

Secondary Propulsion System
Docking System

Propellant Transfer System
Interstage Assembly

Nose Shroud

Docking Electronics
Instrument Unit

Additional Power Supply
Additional Meteoroid Shield

7,212 (15, 900)

3,139 (6, 920)
2,188 (4, 823)

1,270 (2, 800)
308 (680)
816 (1, 800)
953 (2, 100)

1,497 (3, 300)

2,862 (6,310)
107 (235)

1,792 (3, 950)
318 (700)

2,132 (4, 700)

Weights Optimized for the Study
Asgsumptions, kg (Ib)

Payload Tank, Shell, and
Support

Insulation System

Vented Hydrogen

Residual Hydrogen Vapor
Delivered Liquid Hydrogen

Gross Weight

14, 330 (31,595)
2,232 (4,920)
4,441 (9, 790)
1,674 (3, 690)

106, 914 (235, 700)

164,185 (339, 913)

13,727 (30, 265)
737 (1, 624)
0 (0)
1,657 (3, 653)
110, 139 (242, 810)

150, 854 (332, 570)

13,958 (30, 773)
368 (812)
0 (0)
1,659 (3,657
110, 275 (243, 110)

150, 854 (332,570)
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Section 7
CONVERSION FACTORS
Multiply By To Obtain
Atmosphere (atm) 14,6959 Pounds per square inch (Ib/sq?)
Atmosphere (atm) 101325 Newtons per square meter (N/mz)
British thermal unit (Btu) 1054.8 Joules (joule), watt-second (w-sec),
or newton-meters (N-m)
Btu per hour-foot-° R (Btu/hr-ft-°R) | 1.731 x 10-2 Watts per cm-°K(W/cm-°K)
Btu per °R (Btu/* R) 1898. 6 Joules per °K (joule/° K)
Btu per pound-°R (Btu/1b-°R) 4,18674 Joules per gram-°K (joule/gm-°K)
Btu per pound (Btu/1b) 2.32597 Joules per gram (joule/gm)
Btu per pound (Btu/1b) 4.6891 Joules per GMole (joule/GMole)
Degrees Kelvin (°K) 1.8 Degrees Rankine (° R)
Degrees Rankine (° R) 0.556 Degrees Kelvin (° K)
Feet (ft) 0.3048 Meters (m)
Joules (joule), watt-seconds (w-sec),|9.481 ><10_4 British thermal units (Btu)
or newton-meters (N-m)
Joules per°K (joule/°K) 5.267 x 107 | Btu per °R (Btu/°R)
Joules per gram-°K (joule/gm-°K) [0.23885 Btu per pound-° R (Btu/1b-° R)
Joules per gram (joule/gm) 0.42993 Btu per pound (Btu/1b)
Joules per GMole (joule/GMole) 0.21326 Btu per pound (Btu/1b)
Joules per GMole (joule/GMole) 0.4961 Joules per gram (joule/gm)
Joules per gram (joule/gm) 2.01572 Joules per GMole (joule /GMole)
Kilogram (kg) 2.205 Pounds-mass (lb-mass)
Kilogram per cubic meter (kg/m3) 6.243 ><10_2 Pounds per cubic foot(lb/ftg)
Meters (m) 3.281 Feet (ft)
Newtons (N) 0.2248 Pounds-force (Ib-force)
Newtons per square meter(N/mz) 1.450 ><10"4 Pounds per square inch(lb/in.z)
Newtons per square meter (N/mz) 9.869 >-<10_6 Atmosphere (atm)
Pounds-mass (lb-mass) 0.4536 Kilogram (kg)
Pounds per cubic foot(lb/ftS) 16.02 Kilogram per cubic meter(kg/m3)
Pounds-force (Ib-force) 4,448 Newtons (N)
Pounds per square inch(lb/in.z) 6.895 ><1O3 Newtons per square meter(N/mz)
Pounds per square inch(lb/in.2) 6.804 ><1O—:2 Atmosphere (atm)
Watts per cm-°K (w/cm-°K) 57.78 Btu per hour-feet-° R (Btu/hr-ft-° R)
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